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AMD 1975

AMENDMENT SLIP No. 1 published June 1976 to BS 9320 : 1971

RULES FOR THE PREPARATION OF
DETAIL SPECIFICATIONS FOR SEMICONDUCTOR
DEVICES OF ASSESSED QUALITY.
MICROWAVE MIXER DIODES (C.W. OPERATION)

Revised text

Page 3. Clause 2. Scope

Add at the end "The incorporation of any item identified as
‘where appropriate' is at the specification writers discretion
but where this is given against an inspection requirement the
test may not be specified at a lower inspection level or group."

Page 4. Clause 4. Characteristics

After the second line, insert new paragraph as follows:

"Unless otherwise specified, characteristics are given under d.c.
conditions. However, when a pulse method of measurement is
specified in the inspection requirements, either the words 'under
pulse conditions' or the appropriate test conditions shall be
stated against the corresponding characteristic."

pPage 5. Subgroup C2(b)

Add '(if applicable)' after 'Low frequency (flicker) noise, Nf'.
Page 6. Clause 6. Supplementary information.

Replace the first line by the following:

wManufacturers are strongly recommended to include either the

supplementary information given below as minimum design data
or else to give a reference to the commercial data."
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AMD 6167

Amendment No. 2
published and effective from 31 December 1989
to BS 9320 : 1971

Rules for the preparation of detail
specifications for semiconductor devices of
assessed quality: microwave mixer diodes
(c.w. operation)

Revised text

AMD 6167 Clause 5. Inspection requirements
December 1989
Page 5. Subgroup B2(b)

In the column headed, ‘Inspection’, under, ‘Damp
heat, cyclic,’ insert, ‘or ‘.
Hermeticity

In the column headed, ’BS 9300 reference and
conditions of test’, under, ‘1.2.6.3 except

T . = 35 + 2°C Six cycles’, insert, ‘1.2.6.14
None’.
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