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BS 9430 : 1978
BRITISH STANDARD RULES FOR
THE PREPARATION OF DETAIL SPECIFICATIONS
FOR INTEGRATED CIRCUITS OF ASSESSED QUALITY:
VOLTAGE REGULATORS
FULL ASSESSMENT LEVEL

1. INTRODUCTION

This British Standard shall be read and used in conjunction with section 2 of

BS 9400 : 1970 'Integrated electronic circuits and micro-assemblies of assessed
quality: Generic data and methods of test' which gives the general rules for the
preparation of detail specifications for integrated circuits.,

The object of the general rules given in section 2 of BS 9400 is to ensure that
detail specifications for integrated circuits are broadly similar as regards
their subject matter and presentation.

The object of the additional rules given in this standard is to ensure that all
detail specifications for voltage regulators are closely similar.

2, SCOPE

This British Standard lists the ratings, characteristics, inspection requirements
and supplementary information for both external and internally set voltage
regulators which shall be included as minimum mandatory requirements, in
accordance with the general rules given in section 2 of BS 9400, in the detail
specification for these devices. A complete detail specification is, therefore,

a combination of the requirements of both documents. Its purpose is to

describe fully the particular regulator circuits so that the detail specification
can be used for contractual purposes in the procurement of voltage regulator
circuits, for acceptance test purposes and for circuit design and equipment
maintenance purposes, '

The rules given in this standard have been written principally for positive
voltage regulator circuits but may be used for applications requiring
negative voltage regulators with the polarities reversed (e.g. replace PNP
with NPN etc),

The rules given in this standard do not apply to other forms of integrated
circuits. The rules for such circuits are given in other standards in this
series.

The rules given in this standard refer primarily to voltage regulator circuits,
using a sealed package type of encapsulation. They can be used, however, for
solid encapsulation (plastics) type of device provided that the modifications
listed in 2.2 of BS 9400 are included in the detail specifications for these
devices.
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BS 9430 : 1978
3. LIMITING CONDITIONS OF USE (RATINGS) (See 2.1(5) of BS 9400)

Where it is necessary to ensure stable operation of a circuit by use of
external elements, the value of the external elements shall be specified,
If externally connected elements have an influence on the values of the
ratings, the ratings shall be given for the regulator with the elements °
connected. Any instructions on the switching sequence of supply voltages,
as appropriate, shall be stated.

The following conditions of use (ratings) shall be given as absolute limiting
values and shall not be used for inspection purposes.

Maximum (and where appropriate minimum)
value(s) of voltage(s) between the
reference terminal and each other terminal.

Any other limiting value(s) of voltage
between any specified terminals as appropriate.

I Maximum continuous output current(s).

P Maximum continuous internal power dissipation
with reference to a derating curve or factor,
related to reference point or ambient
temperature.

(VI - Vo) Maximum value of input/output differential
‘ voltage, where appropriate.
T 1 °F T of Maximum and minimum ambient or reference
r point operating temperature.
TStg Maximum and minimum storage temperature.

Any specific mechanical or environmental ratings peculiar to the device shall be
stated.

Any interdependence of limiting conditions shall be stated.

NOTE. Reverse rating (VO - VI) may be required to enable suitable protection

circuits to be designed unless no limit applies for the device.

4, RECOMMENDED CONDITIONS OF USE AND ASSOCIATED CHARACTERISTICS
(See 2.1(6) of BS 9400)

The following recommended conditions of use and associated characteristics

shall be given. They shall not be used for inspection purposes except as
prescribed by clause 5. They shall apply over the full ambient or reference

point operating temperature range unless otherwise specified. Where the stated
performance of the circuit varies over the operating temperature range, the values
of the input and output voltages-and their associated currents shall be stated

at 25 Oc and at the extremes of the operating temperature range.
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Input regulation coefficient:
av, /Vo
(IO constant)

Load regulation coefficient:
AV0 /V0 (VI constant)

(Vy = Vy)

or

IIb(stb)

AT

Vstab

ref

IOS

BS 9430 : 1978
Maximum and minimum input voltagé

Maximum and minimum output voltage
Output voltage range (for externally
set regulators).

Maximum change of output voltage ,
over a specified range of input voltage
for a specified load current.

Maximum change of output voltage over
a specified output current range for
a specified input voltage.

Minimum and maximum input-output voltage
differential.

Maximum value of quiescent current with

specified conditions of input voltage
and specified load current normally
zero.

Maximum value of standby current with
specified conditions of input voltage,
zero load current and zero reference
voltage load.

Maximum value of the change in quiescent
standby current with specified conditions
of input voltage change and load current
change.

Maximum value of long term stability of
the output voltage.

Maximum value of the average temperature
coefficient of output voltage.

Maximum and minimum values of the
reference voltage (when applicable).

Maximum value of short circuit current
when applicable,

Where it is necessary to use external elements to ensure stable operation of
the regulator, the values of the characteristics specified refer to the
regulator with such elements connected.
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