BRITISH STANDARD SPECIFICATION

FEELER GAUGES

BS. 957 :1941 (1.1
incorporating amendment issued July, 1959 (PD 3442)
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AMD 289

Amendment Slip No. 2, published 31 July, 1969
to B.S. 957 : 1941
Feeler gauges

Revised text

Title. Delete the title on the cover and pages 1, 2 and 5 and substitute the
following:
‘FEELER GAUGES
Part 1. Inch Units’

British Standard number. Delete the B.S. number on the cover and pages
1 to 8 inclusive and substitute the following:
‘B.S. 957 : Part 1 : 1941°.
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AMD 894
Amendment Slip No. 3, published 16 March, 1972

to B.S. 957 : Part 1 : 1941

Feeler gauges
Part I. Inch units

Revised text

Page 4. Insert the following after the fourth paragraph:

“This standard makes reference to the following British Standard: B.S. 427.
Method for Vickers hardness test. Part 1. Testing of metals.’

Clause 3. Material of blades
Delete the existing text of this clause and substitute the following:

¢ MATERIAL OF BLADES

3.a. The blades shall be made of good quality steel and shall be hardened and
tcmpered to a hardness of not less than 400 HV nor more than 600 HV®.

b. Blades in the thickness range of 0-005 in up to and including 0-008 in shall be
tested for hardness in accordance with B.S. 427 Part 1* using a test load of 1 kgf
(9-8 N approx.) which shall be applied for 15 s. For blades above 0-008 in a
test load of 5 kgf (49 N approx.) shall be applied for 15 s.

Blades less than 0-005 in thick shall be subjected to a scratch comparison test
whereby the blade shall be placed on a hard, polished surface and scratched with
a diamond tipped or hard steel stylus which has a tip radius of approximately
0-02 in. The mark produced shall then be compared with a similar mark produced
on a steel test piece of known hardness in the range 400—450 HV. The mark
shall be made in the same manner and using the same force on both the feeler
blade and the test piece. °’

Add the following footnote:
**B.S. 427, ‘Method for Vickers hardness test’, Part 1, ‘Testing of metals’.’
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