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BRITISH STANDARD : AUTOMOBILE SERIES
SPECIFICATION FOR

CORK RUBBER GASKET MATERIALS
FOREWORD

This British Standard, which is pubh'shed under the authority of the Automobile Industry Standards
Committee of the B.S.1., is based upon data-sheet SMMT 112: 1959 of the Society of Motor .\Ianufac-
turers and Traders Ltd. . '

The muterials covered by this standard are, in general, stronger and more resilient than the compo-
sition cork material specified in B.8.AU 121* and, in some cases, possess a high tesistance to oil and
purnl They are also more resistant to dimensional changes under varying climatic conditions of storage,
but it is recommended that gaskets should not be stored under conditions of high temperature and high
humidity ot stress, or Tor pc.nods which are likely to cause deterioration.

SPECIFICATION

SCOPE
This British Standard specifies requircments for zasket materials made by the compounding of granular
cork with natural or synthetic rubber.
Three typesof material are covered, and within each type, thrze grades. Type A is non-oil’ reswtant
Type B has a good resistance to oil and Type C has a very good resistance to OIIS and petrols.
FINISHED CONDITION
The finished material shall be as free as pos<:1ble I'rom grit, hardback or other adulteratlon likely to
h:., detrimental to its serviceability and shall be {ree from cracks, pinholes and similar defects. [t shall
be capable of being cut or punched without cracking or tearing.
THICKNESS ‘
3. On all sheets and gaskets a thickness tolerance at any-point of +10 pef cent of nominal thickness
shall apply unless otherwise agreed between the purchaser and the supplier.
. TYPES AND GRADES
4. The various types and grades of cork rubber gaskets shall be ldenuﬁed by the designations given

in Table 1, in accordance with their properties.

PROPERTIES

8. Cork rubber gasIc'eLs, when subjected to the conditioning procedure described in Appendix A, and
tested by the appropriate method, shall have the properties given in Table 1.

*I3.5.AU 121, ‘Composition cork gasket materials®.
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