ISO 2575-1982 (E)

4 Designation and illustration of symbols

No. Control. indicator or tell-tale Symbol Additional specifications
designation
4.1 Upper beam — 1SO 7000-0082
— Steady blue tell-tale
——
2) E——
4.2 Lower beam 1) ISO 7000-0083
-
=
2) /
4.3 Turn signals 1SO 7000-0084
¢ $ Flashing green light(s)
2)3)
4.4 Hazard warning4) ISO 7000-0085
: Simultaneous operation of both green turn
5 signal tell-tales, or separate red signal
)
45 Windshield wiper @ 1SO 7000-0086
LA A
4.6 Windshield washer ' I | ISO 7000-0088
: . :
CLSCAS
4.7 Windshield wiper and washer [ | ISO 7000-0087
4.8 | Ventilating fan x ISO 7000-0089
or

1) The control operating alternatively the upper beam or the lower beam may include two symbols, one for each of the positions : upper beam; lower

beam.

2) Framed areas of this symbol may be solid.

3) Itis permissible to separate the left and the right arrows.

4) This symbol applies only to the control and to the separate red tell-tale.
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ISO 2575-1982 (E)

No. Control, ;ndicatof or tell-tale Symbol Additional specifications
esignation
49 Parking lights ”~ ISO 7000-0240
N
~
4.10 Front hood (bonnet) a ISO 7000-0241
or
an Rear hood (boot) E i 1ISO 7000-0242
or
412 Choke (cold starting aid) I | ISO 7000-0243
4.13 Horn | ISO 7000-0244
414 Fuel 1SO 7000-0245
or
-
4.15 | €ngine coolant temperature 1ISO 7000-0246
~ QP ™
[ )
4.16 Battery charging condition 1SO 7000-0247
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ISO 2575-1982 (E)

No. Control, indicator or tell-tale Symbol Additional specifications
designation
4.17 Engine oil : 1SO 7000-0248
7 $
4.18 | Seat belt ; ; ISO 7000-0249
or

4.19 Headlamp cleaner — ISO 7000-0250
4.20 Lighter , Public information symbol : ISO 7001-002
4.21 Front fog light! % D ISO 7000-0633
4.22 | Rear fog light? _‘L 1ISO 7000-0634

- &

-4
4.23 | Master lighting switch \ V4 IEC 417-5012

[ ] - »
/ \

|
4.24 | Windscreen demisting and defrosting @ ISO 7000-0635
4.25 Rear window demisting and defrosting ? } ? 1SO 7000-0636

1777

1) If one control is used for both front and rear fog lights, the symbol used shall be the one designated ‘i/ort fog lng( .
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