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National foreword

This British Standard was prepared under the direction of the Automobile Standards Committee and first published in
1968 under the title ‘The marking of motor vehicle control knobs’.

This revision is identical with 1SO 2575-1982 ‘Road vehicles—Symbols for controls, indicators and tell-tales’ published by
the International Organization for Standardization (ISO). It supersedes BS AU 143b : 1977 which is withdrawn.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in
British Standards; attention is drawn especially to the following.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.
in 4.5, 4.6 and 4.7 it should be understood that ‘windshield’ is synonymous with ‘windscreen’ as used in 4.24.

Availability of prints of symbols for reproduction purposes. These may be obtained from the BS1 Sales Office,
101 Pentonville Road, London N1 9ND and not from the 1SO Central Secretariat as stated in footnote (1) to clause 1.

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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BS AU 143c : 1984

1 Scope

This International Standard specifies the symbols, i.e. conven-
tional signs, with which certain controls, indicators and tell-
tales of a road vehicle are to be provided in order to ensure their
identification and facilitate their utilization. !

It also indicates the colours of possible optical teil-tales which
warn the driver of the operation or malfunctioning of the devices
and equipment connected to the corresponding controls.

2 Field of application

This International Standard is applicable to those controls, in-
dicators and tell-tales fitted on the instrument panel, or in the
immediate vicinity of the driver.

3 General

3.1 The symbols shall be as given in clause 4, except for
deviations necessary to reproduce an accurate representation
to the driver’s line of sight.

3.2 If, in a symbol, a vehicle or parts of a vehicle are shown in
a side view, a vehicle driving from right to left shali be assumed.

If a vehicle or parts of a vehicle are shown in plan view, a
vehicle driving upwards shall be assumed.

3.3 Symbois on controls and tell-tales shall contrast well with
their background {preferably light symbol on dark background).

3.4 The symbols and tell-tales shall be recognizable by the
driver from his seated position.

3.5 Focused light shall be represented by parallet rays and
diffuse light by divergent rays.

3.6 When the following colours are used on optical tell-tales,
they shal! have the meanings indicated below :

Red : Danger to persons or very serious damage to equip-
ment immediate or imminent; and “hot” in climate control
systems or temperature indicators.

Yellow?2 : Caution, vehicle system malfunction, danger in
vehicle likely, or other condition which may produce hazard
in the longer term.

Green : Safe, normal operation of the vehicle system when
blue or yellow are not required.

Blue : Driving {(upper) (high) beam tell-tales only; and
“cold” in climate control systems or temperature indicators.

White : Other conditions where none of the above colours
are appropriate.

1) Prints of these symbols for reproduction purposes may be obtained from the ISO Central Secretariat.
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2) The colour yellow includes amber.
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AMD 8557

Amendment No. 1
published and effective from 15 July 1995
to BS AU 143c : 1984

Specification for symbols for controls, indicators and tell-tales
for road vehicles

NOTE. This amendment implements Amendment 1 : 1994 to
ISO 2575 : 1982.

Revised text

BS number

Throughout the standard, delete all references to ‘BS AU 143c : 1984’ and substitute
‘BS AU 143d : 1984’.

AMD 8557/July 1995

National foreword
In line 1 of paragraph 2 after ‘tell-tales’ insert ‘including Amendment 1 : 1994.
AMD 8557/July 1995

ISO text

Amend the text of the international standard in accordance with the details given on
the attached pages.

AMD 8557/July 1995

Documents
9507—2 Document Sharity#o

Full document details: BS AU 143d:1984


http://www.avadocuments.com/doc/bs-au-143d-1984
http://www.avadocuments.com/doc/bs-au-143d-1984

Documents

Document Sharing Hub

Full document details: BS AU 143d:1984


http://www.avadocuments.com/doc/bs-au-143d-1984
http://www.avadocuments.com/doc/bs-au-143d-1984

ISO 2575:1982/Amd.1:1994(E)

Road vehicles — Symbols for controls, indicators and tell-tales

AMENDMENT 1
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Extend the existing table to include the following symbols after 4.46.

Full document details: BS AU 143d:1984

Control, indicator or tell-tale "
No. designation Symbol Additional specifications
4.47 Failure of anti-lock braking system - - Yellow tell-tale
ISO 7000-1407
L J
4.48 Exterior bulb failure - - Yellow tell-tale
N\ y 4 ISO 7000-1555
L} ]
Y4 N
L | J
4.49 Instrument illumination - 1 1ISO 7000-1556 B
Lo
4.50 Door lock control - - ISO 7000-0638
L J
4.51 Fuel economy - = ISO 7000-0641
L aa J Documents
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