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BRITISH S"I;ANDARD : AUTOMOBILE SERIES
SPECIFICATION FOR

ELECTRICAL CABLE CONNECTOR : BULLET TYPE

FOREWORD

This British Standard, which is published under the authority of the Automobile Industry Standards Committee of the

B.S.L, is based upon data-sheet SMMT 141:1959 of the Society of Motor Manufacturers and Traders Ltd. It specifies

basic dimensions and certain general requirements for a bullet type electrical cable connector for use with the tube type
. electrical cable connector complying with B.S. AU . .. . *

NOTE. Ifitisrequired to convert the figures in this standard from British units into metric units it is recommended that the conversion factors
and the tables contained in B.S.350, ‘Conversion factors and tables’, be used. Attention is also drawn to B.S. 2856, ‘Precise conversion of inch
and metric sizes on engineering drawings’. .

SPECIFICATION

DIMENSIONS o - 7 _MATERIAL AND FINISH
1. The dimensions of this bullet type electrical cable 2. The bullet connector shall be manufactured from soft
connector shall be as shown in the Figure. brass. After manufacture, the connector shall be coated
' with tin to a thickness not Iess than 0.0003 in.
*BS. AU ..., ‘Electricé.l cable connector: tube type (174 amperes maximum continuous rating)’ (in course of preparation).
Price 1[6
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*¥This dimension 9'06‘;9'069;
‘to suit conductor
‘o.|53tooos ole 0-326 .

Form .of this end varies ‘ : .
to suit the outside diameter
of the conductor

0:173 max. over solder

Section of nipple after
- . soldering and swaging

All dimensions in inches
Bullet type connector

This British Standard, having been approved by the Automobile Industry Standards Committee and endorsed by the ,‘
Chairman of the Engineering Divisional Council, was pubhshed under the authority of the General Council of the
Institution on 7th August, 1963.

The Institution desires to call attention to the fact that this British Standard does not purport fo 1nclude all the necessary
provisions of a contract.

British Standards are revised, when necessary, by the issue either of amendment slips or of revised editions. It is important
that users of British Standards should ascertain that they are in possession of the latest amendments or editions.

The followifig B:S.1. reference relates to the work on this standard:
Committee reference AUE/-

Printed in England by Gaylard & Son Ltd,, London, S.E.14,
G6904 2000/8/63
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