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British Standard: Automobile Series Specification for

Vehicle lifts

Foreword

This British Standard has been prepared under the authority of the Mechanical Engineering Industry Standards

. Committee after consultation with the Automobile Industry Standards Committee, as a result of requests from

industry, and has been based on proposals from the Society of Motor Manufacturers and Traders. This standard
sets out various performance requirements which are intended to ensure that vehicle lifts have an adequate
performance and are safe in operation. In particular, it is hoped that inadvertent operation of the lifts will be
prevented by the use of the ‘dead man’ type of control, which requires a positive action by the operator to lower
the lift. Particular attention is drawn to the fact that heavy vehicles (above 3 tonnes) should be manually
chocked, because experience has shown that once such vehicles are set in motion, their motion cannot be
successfully arrested by the automatic chocks provided. ' :

In order to help users operate their lifts safely, recommendations on maintenance and inspection, and on the
safe use of lifts in service have been included in Appendices A and B, respectively.

The following British Standards are referred to in this standard:
BS 487  Fusion-welded steel air receivers
BS 1500  Fusion welded pressure vessels for general purposes.

Speéificafion

1. Scope

This' British Standard specifies the minimum requirements to ensure adequate performance and safety in
operation of vehicle lifts, '

2. Definitions

Vehicle lift. An appliance which is designed to raise the whole of a vehicle to a height of not less than 0.5 m or
more than 2.0 m, and which is designed to be used. solely for the purpose of examining and working on the
vehicle while in a raised position. '

3. Types of lift

The vehicle lift may be of the wheel-, axle- or frame-supporting type and:
(1) of the single- or multi-ram type; '
(2) of the single- or multi-post type;
(3) of the mobile type. :
The power source for the above types of lift may, be:
(1) hydraulic, including both fully- and semi-hydrautic systems;
(2) pneumatic;
(3) mechanical;
(4) electrical;
(5) manual;
(6) or any combination-of the above.
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4. General requirements .
4,1 Factor of safety

4.1.1 General, All lifts shall be capable of statically supporting an applied load of 25 % above the maximum
working load without permanent deflection or failure of any part of the structure. In the case of
wheel-supporting lifts, the superstructure shall be capable of supporting a load of 25 % above the maximum
working load specified for each wheelbase shown on the marking plate (see 4.10).

4.1.2 Mechanical parts. Load bearing mechanical parts, apart from the structure, shall not be stressed to more
than one-third of the material’s maximum ultimate tensile strength. Where any mechanical part is subjected to
shock loading the static factor of safety shall be not less than 6 : 1.

4.1.3 Wire rope. Bach wire rope shall be capable of supporting the rated load with a factor of safety of not less
than 5 : 1, based on the actual breaking load of the laid-up rope. Sheaves and drums shall be provided with
adequate rope retainers.

4.1.4 Chains. Each chain shall be capable of supporting the rated load with a factor of safety of 5 1, based on
the calculated breaking load of the chain. .

4,1.5 Hydraulics and pneumatics. All rams, cylinders and associated pipework and fittings that are subjected to
static pressure shall be capable of withstanding a pressure of 100 % above the normal working pressure without
_ permanent distortion or failure.

4.1.6 Holding the load. Every lift shall be capable of holding its rated load as soon as lifting ceases for any
reason other than failure. If the internal friction of the drive is insufficient for this purpose, a suitable automatic
brake shall be provided.

4.2 Electrical equipment. All electrical equipment and wiring supplied with the lift shall comply with the
requirements of the relevant British Standards.

NOTE. Account has to be taken of current national legislation and the requirements of the local authority in whose area the lift
is installed.

43 Control means, The control device for raising and lowering the lift shall be of the type that automatically

returns to the ‘off” or ‘neutral’ position when released by the operator, and shall be so designed that the ‘dead

man’ feature cannot be readily overridden, The control device shall be of a type or be so positioned that it cannot :

be inadvertently operated. g
The direction of movement of the lift shall be indicated by arrows on the control device. Where this device is a .

lever operating in the vertical plane, it should be designed in such a way that the up movement raises the lift and

the down movement lowers the lift.
Adequate operating instructions should be shown on a plate attached to the lift.

NOTE. In common with other ‘deadman’ controllers, the return of the handle to the ‘off” position will initiate-action to bring the

lift to a halt, but this does not impty that the lift will be able to stop instantaneously. In the case of semi-hydraulic lifts, the

control handle should always be held in the down position when the lift is returned to the ground until all air is exhausted from
the system.

4.4 Rate of descent. Every lift shall be equipped with a device that in the event of failure of the lifting mech-
anism will prevent the lift from descending at a rate greater than 0.1 m/s when carrying its full rated load.

The ram assembly of a hydraulic lift shall include an orifice or other restriction to control the transfer of
hydraulic fluid so thay, in the event of a failure of the hydraulic piping which feeds the ram or cylinder, the lift
will not descend at a rate greater than 0.1 m/s when carrying its full rated load.

4.5 Chocks

4.5.1 Lifts with a maximum working load of up to 3 tonnes. Automatic chocks, at least two at each end of the ,

lift, shall be provided at the approach and departure ends of wheel-supporting runways and they shall automatically ‘

rise into position in the first 300 mm of ascent and shall not retract automatically before the last 300 mm of )
Documents
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descent. Where a wheel-supporting lift is installed to allow approach and departute from one end only, the
opposite end may be equipped with permanent chocks. The width of automatic or permanent chocks shall -
extend from a point not more than 70 mm from the inner flange of the runway to a point ot more than 70 mm
from the outer flange, measured on the flat. The part of the chocks that first comes into contact with the tyre
shall be not less than 100 mm high.

~ These automatic chocks shall be capable of arresting any unpowered movement of vehlcles with a mass
equivalent to the maximum rated working load of the lift.

NOTE. Manual chocks may be used in addition to or in combination with automatic chocks.

4.5.2 - Lifts with a maximum working load above 3 tonnes. Portable chocks shall be provided which are capable
of preventing any movement of the vehicle once it is positioned on the lift, when the chocks are placed in front

of and behind at least one of the wheels of the vehicle.
4.6 Ramps. The angle or slope of the approach and departure ramps shall not exceed 20 ° from the horizontal.

4% Toe clearance. __Toe clearance shall be provided for as follows:
(1) By prov1d1ng a minimum clearance space, as shown below, of 120 mm x 75 mm x 50 mm.
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(2) By the provision of hinged flaps, as shown below, of at least 120 mm width. The flaps shall not be capable
of being rotated below the horizontal or by more than 75 ° in the upward direction. After rotation the flaps shall
return to the horizontal position automatically.
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In the case of wheel-supporting lifts the toe clearance shall be provided along the outer sides of the runway. In

the case of axle- and frame-supporting lifts toe clearance shall be provided wherever the structure is not covered
by the vehicle.

4.8 Guard rails. The periphery of the personnel area of balcony lifts shall be prowded with adequate,
permanent guard rails except for the designed personnel access area.

4.9 Warning notices. All balcony lifts shall show the words ‘Riding on the platform is forbidden’ ad_]acent to
the access ladder, in letters not less than 50 mm high.

In the case of lifts having 2 maximum working load of more than 3 tonnes, a notlce shall be attached to the lift

stating ‘Manual chocks shall be used’. DOC uments
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