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British Standard Automobile Series : Specification for

Road vehicles - Low tension cable connections
for ignition coils

Spécification des véhicules routiers — Connexions des cables 3 basse tension pour bobines d‘allumage

Spezifikation fiir Stral3enfahrzeuge — Niederspannungskabelanschliisse fiir Ziindspiralen

Foreword

This British Standard has been prepared under the direction of the Automobile Standards Committee and the Mechanical
Engineering Standards Committee. It is identical with ISO 4024-1977 ‘Road vehicles — Low tension cable connections
for ignition coils’ published by the International Organization for Standardization (1S0).

Terminology and conventions. The text of the international standard has been accepted as suitable for publication,
without deviation, as a British Standard. Some terminology and certain conventions are not identical with those used in
British Standards; attention is especially drawn to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the
baseline as the decimal marker.

Where the words ‘International Standard’ appear, referring to this standard, they should be interpreted as ‘British

Standard’.
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BS AU 167 : 1978

1 SCOPE AND FIELD OF APPLICATION .

This Internationa! Standard specifies the low tension cable connections for ignition coils for use in road vehicles.

2 SPECIFICATIONS
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Markings1) : ]
FIGURE 1 — Ignition coils with FIGURE 2 — Ignition coils with _
threaded terminals — Type 1 blade terminals — Type 2 .

The positioning of the terminals is optional.

NOTE — During the study of the marking of the terminals, electronic ignition equipment has not been considered.

1} Additional markings are allowed.
2) Multiple-blade connectors are allowed.

3) international Standard under study by the 1EC,
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