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National foreword

This British Standard has been prepared under the direction
of the Automobile Standards Committee and is identical
with ISO 6311-1980 ‘Road vehicles — Brake linings —
Internal shear strength of lining materials — Test procedure’
published by the International Organization for
Standardization (1SO).

Terminology and conventions. The text of the
international standard has been approved as suitable for
publication as a British Standard without deviation.

Some terminology and certain conventions are not identical
with those used in British Standards; attention is especially
drawn to the following.
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The comma has been used throughout as a decimal marker.
In British Standards it is current practice to use a full point
on the baseline as the decimal marker.

Wherever the words ‘International Standard’ appear,
referring to this standard, they should be read as ‘British
Standard’.

Cross-reference. At present there is no corresponding
British Standard for 1ISO 611. However, it is intended to
publish a related standard at a future date.

The technical committee has reviewed the provisions of
ISO 611 and has decided that they are acceptable for use
in conjunction with this standard.
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BS AU 180 : Part 2 : 1982

0 Introduction

While braking under normal service conditions, a shear stress is
generated in the disc brake pad lining material.

In the case of drum brake linings the shear stress is increased

by geometric effects. The value of the most stressed brake
shoe is to be taken as a basis.

1 Scope and field of application

This International Standard specities a method of measuring
the internal shear strength (stress) of brake lining materials.

This International Standard applies to friction materials for disc

brake pads and drum brake linings to be used on road vehicle
brakes.

2 Reference

ISO 611, Braking of motor vehicles and their trailers — Ter-
minology.

3 Symbols and units

Designation Symbol Unit
Shear strength T N/mm?2
Shear force F N
Area under stress A mm?2

4 Definitions

4.1 internal shear strength : For the purposes of this Inter-
national Standard, the ratio of the shear force to the stressed
area.

4.2 shear force : The force vertical to the lining or pad,
which causes the shearing (see figure, clause 6).

For general definitions, see {SO 611.

5 Sampling and conditioning

Samples (at least five) shall be taken from stock, and the test
specimen chosen so that it will shear in a plane parallel to the
plane or surface of stress at normal service conditions.

Dimensions of test specimen {the specimen shall be flat).

Length : 20 + 0,1 mm
Width : 20 + 0,1 mm
Thickness : 5+ 0,10r10 + 0,1 mm

6 Apparatus

The apparatus comprises a tensile or compression test machine
which is equipped with the fixture and can apply the required
load in the prescribed manner. The test machine shali be pro-
vided with equipment to register the load at shear, for example
maximum indicator pointer or print-out recording of load.

The rate of load application shall be controlled in such a way
that the load increases with an average rate of
4500 + 500 N/s.

It is further recommended that the unit controlling the rate of
load functions in such a way that instantaneous rate is within
the limits of 4 500 + 2 250 N/s, when the shear force is above
5000 N.

NOTE — In the case of hydraulically operated tensile or compression
test machines this specification can be met by setting the unloaded
movement of the piston. The rate of speed, in millimetres per second,
depends on the type of machine.

The fixture {see the figure) shall consist of two blocks, which
slide with as little friction as possible against one another, with
a maximum movement of 0,1 mm. The friction between the
block and the guide shall be minimal or capable of being re-
corded so that an allowance can be made in calculating the ap-
plied load. The blocks shall be grooved to receive the specimen.
The specimen shall fill the grooves completely to prevent tilt
under load.

It is essential that the shear force is applied through the centre
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