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[ISO title: Road vehicles — Towing vehicles — Mounting of electrical connections on rear cross members]

Série automobile. Montage des dispositifs d’accouplements électriques sur la traverse arriére
des véhicules tracteurs — Spécifications

Kraftfahrzeugserie. Lage der elektrischen Verbindungen am hinteren Quertréger von Zugfahrzeugen

National foreword

This British Standard has been prepared under the direction of the Automobile Standards Committee and is identical with
ISO 4009-1977 ‘Road vehicles — Towing vehicles — Mounting of electrical connections on rear cross members,” published
by the International Organization for Standardization (1SO).

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline
as the decimal marker,

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.

Cross-references

The Technical Committee has reviewed the provisions of 1SO 1176, ISO 1185, 1SO 1724, 1SQ 1728, 1SO 3731 and

ISO 3732, to which reference is made in the text, and has decided that they are acceptable for use in conjunction with
this standard. The related British Standards for these international standards, except for ISO 1176 for which there is no
corresponding British Standard, are as follows: BS AU 197 (1SO 1185), BS AU 149a {1SO 1724), BS AU 138a (ISO 1728),
BS AU 198 (IS0 3731) and BS AU 177a (1SO 3732).

Typographical errors. In clause 1, line 5 ‘14 V' should be read as ‘24 V'. In clause 3 the second reference to ISO 1728
should be ignored.

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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BS AU 195 : 1984

1 SCOPE

This International Standard specifies the locations on
towing vehicle rear cross members for the coupling devices
assuring electrical connections with the towed vehicles.

It applies to the following electrical coupling devices :
— plugs type “normal” (12 and 14 V);
— plugs type “supplementary’’ (12 and 24 V);

— plugs for vehicles on which the braking system
incorporates an anti-locking device.}

2 FIELD OF APPLICATION

The provisions of this International Standard apply to those
towing vehicles normally used for international commercial
transport coupled to towed vehicles the “manufacturer’s
towed weight'2) of which is greater than 3,5 t.

1) International Standard in preparation.

BST AU%195 &4 BN 1L24bLd 0031502 5

3 REFERENCES
1ISO 1176, Road vehicles — Weights — Vocabulary.

ISO 1186, Road vehicles — Electrical connections between
towing vehicles and trailers with 24 V electrical equip-
ment — Type 24 N (normal).

1SO 1724, Road vehicles — Electrical connections between
towing vehicles and trailers with 6 or 12 V electrical equip-
ment — Type 12 N (normal).

1SO 1728, Road vehicles — Pneumatic coupling between
towing vehicles and trailers — Interchangeability.

ISO 3731, Road vehicles — Electrical connections between
towing vehicles and trailers with 24 V electrical equip-
ment — Type 24 S (supplementary).

ISO 3732, Road vehicles — Electrical connections between
towing vehicles and trailers with 6 or 12 V electrical equip-
ment — Type 12 S (supplementary).

ISO 1728, Road vehicles — Pneumatic coupling between
towing vehicles and trailers — Interchangeability.
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-2) This term corresponds to the term defined in items 4.10 and 4,10.1 of ISO 1176.
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