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BS AU 1b : 1977
1ISO 337-1973

UDC 629.114.3.011.71

British Standard Automobile Series : Specification for

Dimensions of 50" fifth wheel king pin

for semi-trailers

[1SO title: Road vehicles—50 semi-trailer fifth wheel coupling pin—Dimensions]

Dimensions des pivots d'attelage de ‘50" pour semi-remorques

Masse fir Aufsattel-Achszapfen von ,,50" fiir Sattelschleppern A

Foreword ;
This British Standard was prepared under the authority of
the Automobile Standards Committee and was first
published in 1963 as BS AU 1a under the title ‘Dimensions
of 2—27g in diameter fifth wheel king pin for use with
semi-trailers’. This revision is identical with I1SO 337 —
1973 ‘Road vehicles—50 semi-trailer fifth wheel coupling
pin—Dimensions’.

For the 89 mm (3.5 in) fifth wheel coupling pin mentioned
in the note to clause 1, BS AU 2a: 1970 ‘Dimensions of
3%—4% in diameter fifth wheel king pin for use with extra
heavy duty semi-trailers’ is applicabie.

The national appendix to this standard gives additional
information, for guidance only, relating to the associated
coupling jaw which is not in 1SO 337.
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Terminology and conventions. The text of the International
Standard has been accepted as suitable for publication,
without deviation, as a British Standard. Certain terminology
and conventions are used, however, that are not strictly
appropriate in a British Standard, and attention is therefore
drawn to the following.

Wherever the words ‘International Standard’, relating to
this publication, appear, they should be interpreted as
‘British Standard’.

The comma has been used throughout as a decimal marker.
In British Standards it is current practice to use a full point
(full stop on the baseline) as the decimal marker. .
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1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies the dimensions of the 50 [¢ 50,8 mm (2 in)] fifth wheel coupling pin which is used
for coupling semi-trailers to ptime movers, taking into account the limitations of weight generally laid down by official
requirements. ’ i

NOTE - If, for extra heavy-duty vehicles, this coupling pin is not sufficient, an 89 [¢ 88,9 mm (3.5 in}} fifth wheel couplirig pin may be used.
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A 50,8 0,1 2.000 0 £0.005 0
73 0,1 2.875 0 *£0.005 0
c 71,6%t0,4 2.8125 +0.015 0
D 3B _3 1.3125 +0.062 5 :
+ 1,5 +0,062 5 .
E 70 0 2,760 0 0
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F 84 15 3.3125 ~0.062 5
R 3 ¥ 3'5 0.125 0
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