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National foreword

This Part of BS AU 201 has been prepared under the
direction of the Automobile Standards Committee and is
identical with ISO 7588-1983 ‘Road vehicles — Relays and
flashers — Mounting and positioning dimensions of male
tabs and socket apertures for relays and flashers’, published
by the International Organization for Standardization
(1S0).

Terminology and conventions. The text of the international
standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and
certain conventions are not identical with those used in
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British Standards; attention is drawn especially to the
following.

The comma has been used throughout as a decimal marker.
In British Standards it is current practice to use a full point
on the baseline as the decimal marker.

Wherever the words ‘International Standard’ appear,
referring to this standard, they should be read as ‘British
Standard’.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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BS AU 201 : Part 1 : 1985

1 Scope and field of application

This International Standard specifies characteristics for the mounting and positioning dimensions of male tabs and socket apertures
for relays and flashers intended for road vehicles.

2 General requirements
2.1 Dimensions and other requirements
These shall comply with the requirements of 2.2 to 2.4.

The dimensions of socket apertures specified in the annex are for the time being given only for information (see note in the annex).
2.2 Positioning zones of the male tabs and socket apertures

2.2.1 Location of the positioning zones and apertures (see figure 1)

Dimensions in millimetres
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Figure 1

The dimensions in figure 1 refer to the positioning zones at the root of the male tabs and to the apertures at the entering plane.

All corresponding dimensions are also applicable if less than five male tabs are fitted.
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