
BRITISH STANDARD AUTOMOBILE SERIES BS AU
235-2:1991
ISO 8716:1988

Fifth wheel couplings 
for commercial 
vehicles —

Part 2: Method of testing strength of 
coupling pins

Full document details: BS AU 235-2:1991

http://www.avadocuments.com/doc/bs-au-235-2-1991
http://www.avadocuments.com/doc/bs-au-235-2-1991


BS AU 235-2:1991

This British Standard, having 
been prepared under the 
direction of the Automobile 
Standards Policy Committee, 
was published under the 
authority of the Standards 
Board and comes into
effect on
30 April 1991

© BSI 02-2000

The following BSI references 
relate to the work on this 
standard:
Committee reference AUE/13
Draft for comment 88/78767 DC

ISBN 0 580 19410 8

Committees responsible for this 
British Standard

The preparation of this British Standard was entrusted by the Automobile 
Standards Policy Committee (AUE/-) to Technical Committee AUE/13, upon 
which the following bodies were represented:

British Railways Board
Bus and Coach Council
Department of Transport
Freight Transport Association
Health and Safety Executive
Institute of Road Transport Engineers (Incorporated)
London Regional Transport
Ministry of Defence
Road Haulage Association Ltd.
Society of Motor Manufacturers and Traders Limited

Amendments issued since publication

Amd. No. Date Comments

Full document details: BS AU 235-2:1991

http://www.avadocuments.com/doc/bs-au-235-2-1991
http://www.avadocuments.com/doc/bs-au-235-2-1991


BS AU 235-2:1991

© BSI 02-2000 i

Contents

Page
Committees responsible Inside front cover
National foreword ii
1 Scope 1
2 Normative references 1
3 General test requirements 1
4 Determination of Fh rating 1
5 Test conditions 1
6 Strength criteria 1
Figure 1 — Application of horizontal test load, Fh,t 2
Publication(s) referred to Inside back cover

Full document details: BS AU 235-2:1991

http://www.avadocuments.com/doc/bs-au-235-2-1991
http://www.avadocuments.com/doc/bs-au-235-2-1991

