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National foreword

This British Standard has been prepared under the direction of the Automobile
Standards Policy Committee and is identical with ISO 7227:1987 “Road
vehicles — Lighting and light signalling devices — Vocabulary” prepared by
ISO TC 22 “Road vehicles” of the International Organization for
Standardization (ISO).

Cross-references

The Technical Committee has reviewed the provisions of ISO 3833:1977 “Road
vehicles — Types — Terms and definitions” to which reference is made in the text,
and has decided that they are acceptable for use in conjunction with this
standard.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
pages 1 to 12, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover.
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Road vehicles —
Lighting and light
signalling devices —
Vocabulary

1 Scope and field of
application

This International Standard defines
terms relating to lighting and light
signalling devices for road vehicles as
defined in ISO 3833.

2 Reference

1SO 3833, Road vehicles — Types —
Terms and definitions.

3 Terms and definitions

NOTE — In certain countries and inter-
national bodies, the term “light” is
sometimes used instead of ““lamp”.

3.1 light: Visible radiant energy.

3.2 light source: Emitter of visible
and radiant energy.

3.3 lamp: Device designed to illumi-
nate a surface (lighting device/head-
lamp) or to emit a light signal {signaliing
device).

3.4 filament bulb; filament lamp:
Device in which light is produced by
means of one or more filaments heated
to incandescence by the passage of an
electric current.

3.5 discharge bulb; discharge
lamp: Device in which light is pro-
duced by an electric discharge through
a gas, a metal vapour or a mixture of
gases and vapours.

Véhicules routiers —
Dispositifs d'éclairage
et de signalisation
lumineuse —
Vocabulaire

Objet et domaine
d’application

La présente Norme internationale définit
des termes relatifs aux dispositifs d’éclai-
rage et de signalisation lumineuse des véhi-
cules routiers définis dans I'ISO 3833.

Référence

ISO 3833, Véhicules routiers — Types —
Dénominations et définitions.

Termes et définitions

NOTE — Dans certains pays ou certaines instan-
ces internationales, le terme «light» peut parfois
étre utilisé a la place de «lamp» en anglais.

lumiére: Energie radiante visible.

source lumineuse: Emetteur d'énergie
radiante et visible.

feu: Dispositif destiné a éclairer une sur-
face (dispositif d'éclairage/projecteur) ou &
émettre un signal lumineux (dispositif de
signalisation).

lampe a incandescence: Lampe dans
laquelle ia lumiére est produite au moyen
d’'un ou de plusieurs filaments chauffés
jusqu'a l'incandescence par le passage
d’un courant électrique.

lampe & décharge: Lampe dans lagquelle
la lumiére est produite par une décharge
électrique dans un gaz, une vapeur métalli-
que ou bien un mélange de gaz et de
vapeurs.

AOopoXXHbI# TPaHCNOPT —
Mpubopsbl ocBeweHun u
CBETOBOMW CUrHanuMsayuu —
Cnosapb

061veKkT u obnactb
NPUMEHEHUA

HactoAwun MexpgyHapoaHbin CTaHgapTt
onpefenAeT TePMUHbI, KacalowMecn ocBe-
TUTENbHbIX WU CBETOCUrHaNbHbIX NPU6O-
poB NA AOPOXXHOro TpaHCnopTa, onpege-
neHUA KoToporo aaHbl 8 MCO 3833.

Ccbinka

NCO 3833, JopoxHsbili mpaHcnopm — Tu-
nbl — TepMUuHbI U onpedeneHun.

TepMuHbl U onpeaeneHun

NMPUMEYAHMUE — B HexOTOpbIX CTpaHax unw
MeXAYHAPOAHbIX OPraHU3auMAX Ha aHrUACKOM
A3bIKe MHOrRa NpUMEHAIOT TepmuH ,light* Bme-
CTO TepMuHa ,lamp*“.

cBeT: Bugumaa 4acTb 3NEKTPOMarHuT-
HOFO U3Ny4yeHnA.

MCTOYHMK cBeTa: Teno, uanyvalouee ceer.

csetoBoi npubop: Mpubop, cnyxawwmn
ONA OCBEWeHWA MNOBEePXHOCTU (ocBeTH-
TenbHbIM NPpUGOP) NN Nogayun CBETOBOro
curHana (curHanbHbiin Npuop).

namna HakanusaWua: Jlamna, B KOTOPOM
CBET WM3Ny4aeTCA HWTbIO, PACKaneHHon B
pesynbTaTte NpoXoXKAEHWA Yepes Hee 3nek-
TPHUYeCKOro Toka.

paspagHas namna: Jlamna, NpOWU3BOAR-
WaA CBeT 3INEKTPUYECKUM pas3pAfOM B
rase, napax MeTanna MnM CMecu rasa u
napos.
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3.6 sealed-beam lamp: Lamp the
components of which usually include a
reflector of glass, metal or other
material, a lens with optical elements
and one or more light sources, forming
an indivisibly joined, hermetically sealed
unit which cannot be dismantled
without rendering the unit completely
unusable.

3.7 single lamp: Single function
lamp which has one lens, one or more
light sources and one lamp body.

In addition it can mean an assembly of
two or more lamps having the same
function and emitting light of the same
colour when the total illuminating sur-
face conforms to certain defined condi-
tions.

3.8 equivalent lamps: Lamps which
have the same function and are geo-
metrically interchangeable.

3.9 independent lamps: Lamps
which have separate illuminating sur-
faces, separate light sources and
separate lamp bodies.

3.10 grouped lamps: Devices which
have separate illuminating surfaces and
separate light sources, but a common
lamp body.

3.11 combined lamps: Devices
which have separate illuminating sur-
faces, but a common light source and a
common lamp body.

3.12 reciprocally incorporated
lamps: Devices which have separate
light sources (or a single light source
operating under different conditions),
totally or partially common illuminating
surfaces and a common lamp body.

3.13 concealable lamp: Lamp
capable of being partly or completely
hidden when not in use. This result may
be achieved by means of a movable
cover, by displacement of the lamp or
by any other suitable means.

The term ’‘retractable’” is used more
particularly to describe a concealable
lamp which can be withdrawn within
the bodywork.

sealed beam (feu scellé): Feu dont les
éléments comprennent généralement un
réflecteur en verre, en métal ou en un autre
matériau, une lentille munie d'éléments
optiques et une ou plusieurs sources de
lumigre constituant un ensemble scellé her-
métiquement étanche indivisible et qui ne
peut pas étre démonté sans devenir com-
plétement inutilisable.

feu unique: Feu a une seule fonction
comportant une seule lentille, une ou plu-
sieurs sources lumineuses et un seul bof-
tier.

Egalement un ensemble de deux ou de plu-
sieurs feux ayant la méme fonction, émet-
tant de la lumiére de méme couleur quand
la plage éclairante totale remplit des condi-
tions bien définies.

feux équivalents: Feux ayant la méme
fonction et étant géométriquement inter-
changeables.

feux indépendants: Feux ayant des pla-
ges éclairantes distinctes, des sources
lumineuses distinctes et des boitiers dis-
tincts.

feux groupés: Appareils ayant des plages
éclairantes distinctes et des sources lumi-
neuses distinctes, mais un méme boitier.

feux combinés: Appareils ayant des pla-
ges éclairantes distinctes mais une méme
source lumineuse et un méme boitier.

feux mutuellement incorporés: Appa-
reils ayant des sources lumineuses distinc-
tes (ou une source lumineuse unique fonc-
tionnant dans des conditions différentes),
des plages éclairantes totalement ou par-
tiellement communes et un méme boitier.

feu occultable: Feu pouvant étre dissi-
mulé partiellement ou totalement lorsqu’il
n‘est pas utilisé. Ce résultat peut étre
obtenu soit par un couvercle mobile, soit
par le déplacement du feu, soit par tout
autre moyen convenable.

On désigne plus particulierement par «feu
escamotable» un feu occultable dont le
déplacement lui permet d’étre inséré 2
I'intérieur de la carrosserie.

namna-papa: OcBeTUTENbHbIN 3INEMEHT
CBEeTOBOro npu6opa, COCTOAWMMA U3 OTpa-
XKartena u3 ctekna, Metanna unu Qpyroro
Martepuana, pacceusaTtenf U OQHOro unu
HECKONbKMX UCTOYHUKOB cBeTa. Bce co-
CTaBHble 4acTU CoefjuHeHbl Hepa3pbiBHO
B repMeTuYeckoM 6noke n He MOryT 6biTb
pa3befuHeHbl 6e3 NpuBefeHUA OCBETU-
TENbHOro 3NEeMEeHTAa B MONHYIO HErOAHOCTb.

OfMHOYHbIN cBETOBOW Npubop: CeeToBOM
npuéop, UMelowWmnt TONbKO OAHY (OYHKLUIO
M COCTOAWMWA M3 OOHOro pacceusBaTens,
OfHOrO UNU HECKONbKUX UCTOYHUKOB CBe-
Ta n Of4HOro Kopnyca.

Kpome TOro 3ToT TepMUH MOXKET 03Ha4aTb
KOM6UHALMIO ABYX UNN HECKONbKUX CBETO-
BbiX NPUEOPOB, MMEIOWUX OFUHAKOBbLIE
DYHKUUM U U3NyYaIoWMX CBET OUHAKOBO-
ro usera, B cnyyae, korga o6uan CBETA-
WaR NOBEPXHOCTb MOQYUHAETCA onpefe-
NEeHHbIM peXxumam.

3KBUBANEHTHbIE CBETOB b6 NpuGopLI: Ce-
TOBble NPUGOPbLI, UMEIOWMNE OfUHAKOBbIE
YHKUUM U reoMeTpuYecKu B3aMmo3same-
HAEMbIE.

He3aBUCUMbIN cBeTOBOM npubop: CeeTo-
BOW NPpU6OP, UMEIOWMIA OTAENbHYIO CBETA-
Wylo NOBEPXHOCTb, OTAENbHbIA UCTOYHUK
cBeTa U oTAenbHbIn Kopnyc.

rpynnupoBaHHbii ceeToson npubop: Cee-
TOBOM NpU6OP, UMeIoWMni oTaenbHble cee-
TAWME NOBEPXHOCTU, Kaxkaam C OTAEeNb-
HbIM UCTOYHWKOM CBETA, HO O6WUIA KOp-
nyc.

KOM6MHUPOBAHHLIW CBETOBOK nNpubop:
CseToBon Npu6op, Umeowmnin otTaenbHble
cBeTAlWne NoBepxXHOCTU, HO 061U UCTON-
HUK cBeTa 1 obumin kopnyc.

COBMeIeHHbIW CBETOBOW Nnpubop: CeeTo-
BOW NpU60OpP, UMEWMI OTAENbHbIE UCTOY-
HUWKW CBeTa (MNK OAUH UCTOYHWUK CBeETa,
pa6oTalowmnin B pasnuyHbIX pexumax), Ho
obylo UnM YacTU4YHO O6WYI0 CBETAWYIO
NOBEPXHOCTb U o6Wwn Kopnyc.

yKpbiBaeMbi4 cBeToBoi npubop: CseTo-
BOW NPU6OP, KOTOPbIA MOXET 6biTb Non-
HOCTbIO UNU HYACTUYHO YKPbIT, KOrga oH
He NPUMEHAETCA. DTO MOXXET 6biTb NPOU3-
BefjleHO NoCPeACTBOM NOABUXKHOW NOKPbI-
WKW, nepeMewieHmeM npuéopa unu gpyru-
MW COOTBETCTBYIOWMMU CPeCTBAMM.

ABTOMO6MNbHbIE YKPbIBAEMblE€ CBETOBbIE
NpU6OpPbI 06bIYHO NPOEKTUPYIOTCA YKPbI-
BaeMbiMKU, NyTeM rnepemeweHns BHYTPb
Ky3oBa.
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