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National foreword

Part 2 Wheels and rims;
Part 3 Valves.

Standards; attention is drawn especially to the following.

as the decimal marker,

conjunction with this standard.,

BS AU 50 : Part 1 : Section 3 : Subsection 3.1 : 1989

This Subsection of this Part of BS AU 50, prepared under the direction of the Automobile Standards Committee,

is identical with 1SO 4250-1 : 1988 ‘Narrow and wide base off-road tyres and rims — Part 1 : Tyre designation and
dimensions’ published by the International Organization for Standardization {ISO). Subsection 3.2 of the Part deals
with tyre loads and inflation pressures, Other Parts of the standard are:

Subsections 3.1 and 3.2 supersede BS AU 50 : Part 1 : Section 3c : 1981 which is withdrawn,

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British

Wherever the words ‘part of 1SO 4260’ appear, referring to this standard, they should be read as ‘Subsection of BS AU 50",
The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline

Cross-references. There are no corresponding British Standards for 1SO 4223-1 : 1978 or 1SO 4250-3 : 1987. The Technical
Committee has reviewed the provisions of 1SO 4223-1 and 1SO 4250-3 and has decided that they are acceptable for use in

NOTE. The full provisions of 1SO 4250-3 : 1987 will be included in a future revision of BS AU 50 : Part 2 ; Section 1 : 1980.
Compliance with a British Standard does not of itself confer immunity from legal obligations. .

0 Introduction

1SO 4250 provides technical details on the designation and
dimensions of off-road tyres and rims, as well as load ratings
for these types of tyres.

This International Standard consists of three parts:

Part 1: Tyre designations and dimensions.
Part 2: Loads and inflation pressures.
Part 3: Rims.

1 Scope

This part of ISO 4250 sets out designations and dimensions for
narrow and wide base off-road tyres and recommended rims.

2 Field of application

This part of ISO 4260 applies to tyres primarily intended for off-
road machines.

3 References

1SO 4223-1, Definitions of some terms used in the tyre indus-
try — Part 1: Pneumatic tyres.

ISO 4250-3, Narrow and wide base off-road tyres and rims —
Part 3: Rims.

4 Definitions

For definitions of terms relating to tyres, see ISO 4223-1.

TW—-2D-2

5 Tyre designation

The designation of tyres shall include the details in 5.1 and 5.2;
it may include those in 5.3.

5.1 Tyre size and construction code

Tyres shall be designated by a two-part size marking (nominai

section width — nominal rim diameter code) except as hoted in

the tables. Diagonal ply construction shall not be specially

marked. Radial ply construction shall be identified by the letter

“R" instead of the dash, before the rim diameter in the size
designation. In addition, the word "‘radial’’ may also appear on .
the tyre,

5.2 Index of tyre strength

The term is used to identify a given tyre with its maximum
recommended load when used in a specific type of service.

5.3 Other markings

Other markings may be added, for example as in 5.3.1t0 5.3.4.

5.3.1 Preferred direction of rotation

The marking to indicate the preferred direction of rotation shalf
be an arrow.

5.3.2 Tubeless tyres

Tyres shall be marked “TUBELESS"”, if applicable. .
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5.3.3 Code system for tyre usage

Tyres may be identified by their type of service and tread deS|gn .

as indicated in tables 1 and 2 respectively.

Table 1 — Type of service

BS AU B0 : Part 1

Service code Type of service
Cc Compactor
E Earth-moving (dumper and
tractor-scraper)
G Grader
L Loader

NOTE — The use of these identification codes is at the discretion of the
individual tyre manufacturer.

Table 2 — Tread design

Code Tread type
C-1 Smooth

Cc-2 Grooved

E-1 : Rib

E-2 Traction

E-3 Rock

E-4 Rock (deep tread)
E-7 Flotation

G-1 Rib

G-2 Traction

G-3 : Rock

L-2 Traction

L-3 Rock

L-4 Rock (deep tread)
L-b Rock (extra deep tread)

NOTES

1 The use of these identification codes is at the discretion of the
individual tyre manufacturer.

2 Where smooth treads are used in the "L’ series, this should be -

denoted by the suffix “S” {for example, L-56S).
3 Code types 1, 2 and 3 are designated as normal tread depth.

Full document details: BS AU 50-1.3:1:1989

: Section 3 : Subsection 3.1 : 1989

5.3.4 Semi-drop centre rims

“TG" shall be used to identify tyres mounted on semi-drop
centre (SDC) rims {(see 1SO 4250-3).

6 Tyre dimensions

Tyre dimensions shall be as listed :
Table 3 : Narrow base tyres.
Table 4 : Wide base tyres.

Table 5 : Narrow base tyres on 156° rim contours.

7 Dual spacing

Recommended minimum dual spacing shall be design section
width x 1,2.

8 Recommended rims
Recommended rims are given as follows:
Table 6 : Narrow base tyres.
Table 7 : Wide base tyres.

Table 8 : Narrow base tyres on 15° contour rims.

9 Method of measurement of tyre
dimensions

Before measuring, tyres shall be mounted on a measuring rim,
inflated to the recommended pressure, and allowed to stand for

_a minimum of 24 h at normal room temperature, after which

the inflation pressure shall be readjusted to the original value.
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