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National foreword

This Subsection of this Part of BS AU 50, prepared under the direction of the
Automobile Standards Policy Committee, is identical with ISO 4251-2:1992,
Tyres (ply rating marked series) and rims for agricultural tractors and
machines — Part 2: Tyre load ratings, published by the International
Organization for Standardization (ISO). This edition supersedes

BS AU 50-1.4.2:1989, which is withdrawn.

BS AU 50 is published in four Parts:
— Part 1: Tyres;
— Part 2: Wheels and rims;
— Part 3: Valves;
— Part 4: Rim profiles and dimensions.

ISO 4251 covers requirements for tyres (ply rating marked series) and rims for
agricultural tractors and machines. Other Parts of ISO 4251 have been
implemented as British Standards as Subsections of BS AU 50 as follows:

ISO 4251 BS AU 50

Part 1: Tyre designations and dimensions Part 1.4.1
Part 3: Rims Part 4.4.1
Part 4: Tyre classification and nomenclature Part 1.4.3
Part 5: Log skidder tyres Part 1.4.4

Cross-references. The Technical Committee has reviewed the provisions of
ISO 4223-1 to which normative reference is made in the text, and has decided
that they are acceptable for use in conjunction with this standard.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 to iv,
pages 1 to 8, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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