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National foreword

This Subsection of this Part of BS AU 50, prepared under the direction of the Automobile Standards Policy Committee,
is identical with 1SO 4251 /5 : 1988 ‘Tyres and rims (existing series) for agricultural tractors and machines-Part 5 : Log
skidder tyres’ published by the International Organization for Standardization (1SO).

BS AU 50:Part 1 : Subsections 4.1 to 4.4 supersede BS AU b0 : Part 1 : Section 4d: 1977, which is withdrawn.
IS0 4251 covers requirements for tyres and rims for agricultural tractors and machines. Other Parts of ISO 4251 are:
Part 1 Tyre designation and dimensions;
Part 2 Tyre load ratings;
Part 3 Rims;
Part 4 Tyre classification and nomenclature.
Parts 1, 2 and 4 have been implemented as Subsections 4.1, 4.2 and 4.3 of this British Standard.
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Cross-reference . ’

International standard Corresponding British Standard
1SO4251-1:1988 BS AU 50 Tyres and wheels
Part 1 Tyres :
Subsection 4.1 : 1989 Specification for designations and dimensions for existing (inch)
series tyres
(Identical)

There are no corresponding British Standards for ISO 4223/1: 1978 or IS0 4251/3: 1985. The Technical
Committee has reviewed the provisions of ISO 4223/1 and 1SO 4251 /3, to which references are made in the text and
has decided that they are acceptable for use in conjunction with this standard.

NOTE. The full provisions of ISO 4251 /3 : 1985 will be included in a future revision of BS AU 50: Part 2 ; Section 1: 1980,
Compliance with a British Standard does not of itself confer immunity from legal obligations.
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INTERNATIONAL STANDARD

ISO 4251/5 : 1988 (E)

Tyres and rims (existing series) for agricultural tractors

and machines —

Part 5:
Log skidder tyres

1 Scope and field of application

This part of 1SO 4251 sets out the designation, dimensions,
load ratings and rim coordination of existing series of log skid-
der tyres of diagonal construction.

Rim dimensions are given in ISO 4251-3.

2 References

IS0 4223-1, Definitions of some terms used in the tyre in-
dustry — Part 1: Pneumatic tyres.

1S0 4251-1, Tyres and rims (existing series) for agricuftural
tractors and machines — Part 1: Tyre designation and dimen-
sions.

180 4251-3, Tyres and rims (existing series) for agricultural
tractors and machines — Part 3: Rims.

3 Definitions

For the purposes of this part of ISO 4251, the definitions given
in 1SO 4223-1 apply, together with the following definition.

basic tyre load for log skidders: Maximum load of total ve-
hicle mass with accessories plus load increases due to log
winching or grappling loads and mass transfer that is imposed
on an individual tyre due to total radial forces during operation.

4 Marking

The marking of existing series of tyres for log skidders shall
consist of designations of the tyre size and load rating; ad-
ditional information shall be as specified in ISO 4251-1.

b Dimensions and tolerances

Standard sizes, measurement rims, design dimensions of new,
diagonal construction log skidder tyres, of both normal and low
section height, and maximum tyre dimensions in service shall
be as given in table 1.

6 Tyre load ratings

6.1 Basic tyre loads for log skidder tyres of diagonal con-
struction, and normal and low section height, for a maximum
speed of 30 km/h are given in table 2. The loads given are
maximum values and are valid for the inflation pressures

indicated.
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