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Foreword

This section of this British Standard was first published in 1964 under the authority of the Automobile Industry
Standards Committee of BSIand last published in 1975 as Section 4c.

The changes introduced in this re-issue have arisen from data agreed internationally and within the UK tyre
industry and concern all existing tables and the introduction of new tables for dimensions and loads and inflation
pressures for agricultural implements and garden tractor and motor cultivator tyres. In this re-issue dimensions,
loads and inflation pressures have been merged and generally are consistent with other sections.

NOTE. Further information on SI units is given in BS 3763, ‘The International System of units (SI)’, and in BS 350, ‘Conversion
factors and tables’.

The amendments relating to Table 4/1, 4/2, 4/3 and 4/4 reflect changes agreed internationally within Europe.
The change of unit for inflation pressures from kN/m? to kPa also accords with ISO practice.

Certain components specified in this standard may be subject to patents. Users of this standard should satlsfy
themselves that they are not infringing any such patents in manufacturing to this standard.

Part 1 of the standard is concerned with tyres. Other parts are:
Part 2. Wheels and rims. .
Part 3. Valves.
Other sections are:
Section 0. General,
Section 1. Car tyres.
Section 2. Commercial vehicle tyres.
Section 3. Off-the-road vehicle tyres,
Section 5. Industrial vehicle tyres.
Section 6. Motor cycle and scooter tyres.

NOTE. Attention is drawn to note 4 to 0.1 in Section Oc which has the following text:
Tyres of one size designation may be made in more than one design to suit various service applications, These designs may
have differing speed capabilities, The tyre user should ascertain that the particular tyre he intends to employ is suitable for

the intended use,
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Table 4/1. Agricultural tractor tyres — steering wheels : dimensions, loads and inflation pressures
Maximum speed 30 km/h{

. )
4 Pr maximum ™
Measuring Tyre dimensions* 6 Pr maximum -

Tyre size rim -

Maximum | Overall 200 230 250 280 310 340 370

tyre diameterf

sectiont kPa§

Load

mm mm kg kg kg kg kg kg kg
4,00--12 3 112 530 — — — - - 250 —
4.00-15 3 112 .| 610 — — - — — 300 —
4.00-19 3 112 715 — - — — — 355 —
5.00-15 4 140 655 — - — 365 - - -
5.00-16 4 140 680 — - - 390 — — —

’ 5.50-16 4 150 710 — — 425 — - - 525

6.00—16 4% 165 - 735 — 450 - — — 560 —
6.00—19 4% 165 815 - . 510 - - — 640 -
6.50—16 5 185 760 — 510 — — 615 - —
7.50-16 5% 205 805 605 — — 745 — - . —
7.50—18 5% 205 860 655 - - 810 — — —

*  See 0.3 for tyre measurement.

1 The maximum tyre section applies to the smooth sidewall of the new tyre, the measurements of which may be exceeded by
9 % to provide for protective side ribs, lettering, or embellishments and tyre growth,

1 A tolerance of + 6 %, - 3 % on section height is permitted.
& Inflation pressures are given for guidance only. FFor actual pressures to be used consult tyre manufacturer.
¢ 1 km/h = 0.62 mile/h.

NOTE 1. Tyre loads shall be calculated with full bins or tanks.

NOTE 2. When mounted implements are used on tractors, tyre loads may be increased up to 35 % with no increase in inflation
pressure when operated at speeds not exceeding 20 km/h,

NOTE 3. In UK only, up to a maximum speed of 8 km/h tyre maximum operating load may be increased up to 50 %.

NOTE 4. When front end loaders are fitted to tractors used solely for agricultural purposes where use is intermittent, an increase
‘ in load up to 100 % is permitted for short distances (maximum 100 m) at speeds up to 6 km/h for 6 Pr tyres and above. This
increase is intended for loading purposes only, Consult tyre manufacturers for inflation pressures to suit local operating conditions.

NOTE 5. For speeds not exceeding 25 km/h, loads may be increased ‘py up to 15 % without any increase in inflation pressure.
NOTE 6. A maximum speed limit of 8 km/h,should be applied to tractors when used as front end loaders,
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