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BS AU 50 : Part 1 : Section 6 : Subsection 6.1 : 1989

National foreword
This Subsection of this Part of BS AU 50, prepared under the direction of the Automobile Standards Policy Committee,
is identical with 1SO 5751-1 : 1988 ‘Motorcycle tyres and rims (metric series) — Part 1 : Tyres, all series’ published by
the International Organization for Standardization (1SO). Other Parts of the standard are:

Part2 Wheels and rims;

Part 3 Valves.
BS AU 50 : Part 1 : Subsections 6.1 and 6.2 supersede BS AU 50 : Part 1 : Section 6b : 1977, which is withdrawn.
Cross- references. There is no corresponding British Standard for 1SO 4223-1 : 1978. The Technical Committee has
reviewed the provisions of 1SO 4223-1, to which reference is made in the text, and has decided that they are acceptable
for use in conjunction with this standard.
In clause O reference is made to 1SO 4249 and ISO 6054 for information only. There are no corresponding British
Standards to these 1SO standards.
Compliance with a British Standard does not of itself confer immunity from legal obligations.
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INTERNATIONAL STANDARD

1ISO 5751-1: 1988 (E)

Motorcycle tyres and rims (metric series) —

Part 1:
Tyres, all series

0 Introduction

1SO 5751 gives the requirements for motorcycle tyres and rims
of the metric series. It consists of the following parts :

Part 1 : Tyres, all series.
Part 2 : Tyre series 100, 90, 80, 70 and 60.
Part 3 : Rims for tyre series 100, 90, 80, 70 and 60.

NOTE — ISO 4249 deals with the requirements for motorcycle tyres
and rims (code-designated series) for rim diameters code 13 and above.
ISO 6054 deals with the requirements for motorcycle tyres and rims
(code-designated series) for rim diameters code 12 and below.

1 Scope and field of application

This part of ISO 5751 specifies the designation, dimensions and
load ratings of the metric series of motorcycle tyres.

Full document details: BS AU 50-1.6.1:1989

It applies to motorcycle tyres with reduced height/width ratio
(100 and lower), that can be fitted on cylindrical bead seat rims
or 5° tapered bead/seat rims.

It is also applicable to different concepts of tyres and rims; in

this case, however, appropriate rim/section ratios K; and coef-
ficients K5, a and b (see clause 5) will be established.

2 Reference

ISO 4223-1, Definitions of some terms used in the tyre industry
— Part 1: Pneumatic tyres.

3 Definitions

For definitions of terms relating to tyres, see ISO 4223-1.
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1SO 5751-1 : 1988 (E)

Section one : Tyre designation and dimensions

4 Tyre designation

The designation of the tyre shall be shown on the sidewall of
the tyre and shall include the following markings to be shown
close to each other:

— size and construction (see 4.1);

— service condition characteristics (see 4.2).

4.1 Size and construction

The characteristics shall be indicated as follows :

. . N i
Nominal Nominal Tyre ri;)nmlnal
section aspect construction .

R L diameter
width ratio code
code

4.1.1 Nominal section width

The nominal section width shall be expressed in millimetres.

4.1.2 Nominal aspect ratio

The nominal aspect ratio shall be expressed as a percentage
and shall be a multiple of 10.

4.1.3 Tyre construction code
The tyre construction code shall be as follows :
— *-" for diagonal ply tyres;
"R for radial ply tyres.

NOTE — See also 4.3.3. Other codes will be established for new con-
cepts (constructions) of tyres.

4.1.4 Nominal rim diameter code

The nominal rim diameter shall be expressed by a code. See
table 1 for code correlations.

However, it shall be expressed in millimetres for new and future
concepts where the application either of existing tyres on new

concept rims or of new concept tyres on existing rims would be
incompatible.

4.2 Service condition characteristics
The characteristics shall be indicated as follows :

Load Index Speed symbol

TW-2G-4
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4.2.1 Load Index
The Load Index is a numerical code associated with the maxi-

mum load a tyre can carry at the speed indicated by its speed
symbol under the specified conditions. See table 3.

4.2.2 Speed symbol
The speed symbol indicates the speed category at which the

tyre can carry the load corresponding to its Load Index under
specified service conditions. See table 4.

Table 1 — Nominal rim diameter code and rim
width code

a) Nominal rim diameter code

Code Nominal rim diameter, D,
mm
8 203
10 254
12 305
13M/C 330
14 M/C 356
15 M/C 381
16 406
17 432
18 457
19 483
20 508
21 533
23 584

b) Rim width code

Code Measuring rim width, R,
mm
1.50 38
1.60 40,5
1.85 47
2.15 55
2.50 63,5
2.75 70
3.00 76
3.50 89
4.00 101,56
4.50 14,5
5.00 127
5.50 139,56

4.3 Other service characteristics

4.3.1 In the case of tubeless tyres, the marking “TUBELESS"
shall be shown on the tyre.

4.3.2 In the case of a preferred direction of rotation of the
tyre, an arrow shall be used to indicate that direction.
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