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Foreword

BS AU 50-2, Wheels and rims, was first published in 1964. It was revised in 1973
as BS AU 50-2a, Wheels and rims — Dimensions. In 1984 section 4 of
BS AU 50-2a was revised and published separately as BS AU 50-2.2.

In addition to the dimensional data for commercial vehicle wheel mountings, this
Section includes information on wheel nave and hub mountings using spherical
countersinks in the Appendix A. Figure 3 shows typical wheel-to-hub assemblies
which are recommended current practice.

There is no British Standard for wheel and hub dimensions for passenger cars
and their derivations, as the types of mountings are numerous and varied. It was
decided that it would not be practicable to prepare a useful standard.

Tyre, wheel, rim and valve requirements are given in the following Parts and
Sections of BS AU 50: Tyres and wheels:

— Part 1: Tyres;

— Section 0: General;

— Section 1: Car tyres;

— Section 2: Commercial vehicle tyres;
— Section 3: Off-the-road tyres;

— Section 4: Agricultural vehicle tyres;
— Section 5: Industrial vehicle tyres;
— Section 6: Motorcycle tyres;

— Section 7: Moped tyres;

— Section 8: Code of practice for the storage of tyres, inner tubes and flaps;
— Part 2: Wheels and rims;

— Section 0: General (including terms and definitions, and construction and
workmanship);

— Section 2: Specification for dimensions of wheel naves and hub centres for
commercial vehicles;

— Section 3: Specification for road-wheel nuts, studs and bolts for commercial
vehicles;

— Section 5: Road wheels manufactured wholly or partly of cast light alloy for
passenger cars;

— Section 6: Specification for road wheels manufactured wholly or partly of
light alloy for mopeds and motor cycles;

— Section 7: Code of practice for the selection and care of wheels for commercial
vehicles;

— Section 8: Code of practice for the selection and care of wheels for passenger
cars (including caravans and light trailers);

— Part 3: Valves;

— Section 1: Specification for valve dimensions;

— Section 2: Tyre valve threads 5V1, 5V2, 6VI and 8V1;

— Section 3: Tyre valve threads 9V1, 10V2, 12V1, and 13V1;

— Section 4: Tyre valve threads 8V2, 10V1, 11V1, 13V2, 15V1, 16V1, 17V1,
17V2, 17V3, 19V1, and 20V1;

— Section 5: Dimensions for ISO core chamber No. 1 for tyre inflation valves;
— Section 6: Dimensions for ISO core chamber No. 2 for tyre inflation valves;

— Section 7: Code of practice for the selection and care of tyre inflation valves
for passenger cars (including caravans and light trailers);

— Section 8: Code of practice for the selection and care of tyre inflation valves
for commercial vehicles;

Documents
B m Sharing Hub

ii

Full document details: BS AU 50-2.2a:1984


http://www.avadocuments.com/doc/bs-au-50-2-2a-1984
http://www.avadocuments.com/doc/bs-au-50-2-2a-1984

BS AU 50-2.2a:1984

— Part 4: Rim profiles and dimensions;

— Section 0: General;

— Section 1: Car rims;

— Section 2: Commercial vehicle rims;

— Section 3: Off-the-road rims;

— Section 4: Agricultural tractor and machine rims;
— Section 5: Industrial vehicle rims;

— Section 6: Motorcycle rims;

— Section 7: Moped rims.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.
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