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Foreword

This Section of this standard was prepared under the direction of the Automobile
Standards Committee. As far as practicable, the requirements of the standard
have been aligned with the work of ISO/TC 22, Road vehicles, SC 22, Motorcycles,
and SC 23, Mopeds, on light alloy wheels for mopeds and motor cycles.

The trend away from wire-spoked moped and motor cycle wheels to those
manufactured from light alloy castings or fabricated from combinations of sheet
materials and/or castings has led to some unusual designs. In some cases, spokes
have become few in number and not tangentially inclined to the hub; large spans
of unsupported rim have appeared; spokes have tended to become thin in relation
to lateral forces; also it is relatively easy for inexperienced manufacturers to
produce such wheels. For these reasons, this Section of the standard has been
introduced to ensure that the quality is adequately controlled.

Tyre, wheel, rim and valve requirements are given in the following Parts and

Sections of BS AU 50
— Part 1: Tyres;
— Section 0: General;
— Section 1: Car tyres,
— Section 2: Commercial vehicle tyres;
— Section 3: Off-the-road tyres;
— Section 4: Agricultural vehicle tyres;
— Section 5: Industrial vehicle tyres;
— Section 6: Motor cycle tyres;
— Section 7: Moped tyres;
— Section 8: Code of practice for the storage of tyres, inner tubes and flaps;
— Part 2: Wheels and rims;

— Section 0: General (including terms and definitions, and construction and
workmanship);

— Section 1: Rim profiles and dimensions (including openings for valves);
(withdrawn)

— Section 2: Specification for dimensions of wheel naves and hub centres for
commercial vehicles;

— Section 3: Specification for road-wheel nuts, studs and bolts for commercial
vehicles;

— Section 5: Road wheels manufactured wholly or partly of cast light alloy for
passenger cars;

— Section 6: Specification for road wheels manufactured wholly or partly of
light alloy for mopeds and motor cycles;

— Section 7: Code of practice for the selection and care of wheels for commercial
vehicles;

— Section 8: Code of practice for the selection and care of wheels for passenger
cars (including caravans and light trailers);

— Part 3: Valves;

— Section 1: Specification for valve dimensions;

— Section 2: Tyre valve threads 5V1, 5V2, 6VI1 and 8V1;

— Section 3: Tyre valve threads 9V1, 10V2, 12V1 and 13V1;

— Section 4: Tyre valve threads 8V2, 10V1, 11V1, 13V2, 15V1, 16V1, 17V,
17V2, 17V3, 19V1 and 20V 1;

— Section 5: Dimensions for ISO core chamber No. 1 for tyre inflation valves;
— Section 6: Dimensions for ISO core chamber No. 2 for tyre inflation valves;

— Section 7: Code of practice for the selection and care of tyre inflation valves
for passenger cars (including caravans light trailers);
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— Section 8: Code of practice for the selection and care of tyre inflation valves
for commercial vehicles;

— Part 4: Rim profiles and dimensions;

— Section 1: Car rims;

— Section 2: Commercial vehicle rims;

— Section 3: Off-the-road rims;

— Section 4: Agricultural tractor and machine rims;

— Section 5: Industrial vehicle rims;

— Section 6: Motor cycle rims;

— Section 7: Moped rims.
Certification. Attention is drawn to the certification facilities described on the
inside back cover of this standard.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 to iv,
pages 1 to 8, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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