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BRITISH STANDARD : AUTOMOBILE SERIES
SPECIFICATION FOR

HYDRAULIC GOVERNOR
FOR SIZE N FUEL INJECTION PUMP

FOREWORD

This British Standard, which is published under the authority of the Automobile
Industry Standards Committee of the B.S.I., is based upon data-sheet SMMT 120: 1958
of the Society of Motor Manufacturers and Traders Ltd.

NOTE. If it is required to convert the figures in this standard from metric units into
British units, it is recommended that the conversion factors and tables contained in
B.S. 350, 'Conversion factors and tables', be used. Attention is also drawn to

B.S. 2856, 'Precise conversion of inch and metric sizes on engineering drawings’.

SPECIFICATION
SCOPE
1. This British Standard specifies the basic design requirements and dimensions
for a hydraulic governor for fitting to Size N fuel injection pumps specified in

B.S. AU 56*.

The governor is for the control of all engine speeds within the range of
approximately 250 rev/min minimum (idling) to 2600 rev/min maximum, dependent
upon the adjustment of the governor speed stops.

DIMENSIONS

2. The basic dimensions of the governor shall be as shown in the Figure.

*B.S. AU 56, 'Size N fuel injection pump for 4 or 6 cylinder diesel engines'.
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GENERAL DESIGN

3. The governor shall be operated and lubricated by fuel oil from the fuel

injection pump.

The speed control shaft shall be fitted with externally adjustable idling and
maximum speed stops and an internal (limiting) maximum speed stop.

A stop control sl:all be fitted, controlled by means of a cable from the driving
cabs to the governor stop lever.

The operating lever may be fitted at either side of the governor subject to the
purchaser's requirements.

Provision shall be made for sealing the maximum fuel stop.
An air bleed shall be provided on top of the governor housing.
MOUNTING AND INSTALLATION

4. The governor shall be mounted on the fuel injection pump at the end opposite
to the drive end.

Installation shall be as shown in the Figure.

This British Standard, having been approved by the Automobile Industry Standards Committee and endorsed by the
Chairmar. of the Engineering Divisianal Council, was published under the authority of the General Council of the

Institution on 28 th September, 1964.

The Institution desires to call attention to the fact that this British Standard does not purport to include all the necessary
provisions of a contract.

British Standards are revised, when necessary, by the issue either of amendment slips or of revised editions. It is important
that users of British Standards should ascertain that they are in possession of the latest amendments or editions.

The following B.S.1. reference relates to the work on this standard-
Committee reference AUE /-
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