BRITISH STANDARDS INSTITUTION C. 15, october, 1960

BRITISH STANDARD SPECIFICATION FOR
COUPLING DIMENSIONS FOR AIRCRAFT-
TO-TRACTOR TOW BAR CONNECTIONS

FOREWORD

This British Standard relates only to the basic features affecting the coupling of aircraft tow bars to ground towing
vehicles: it does not specify all the requirements for the connections. The Standard implements the requirements of
Recommendation R....... * of the International Organization for Standardization, prepared at the request of the International
Air Transport Association as one of a series of recommendations for aircraft ground servicing connections suitable for
adoption on an international basis. The requirements for additional and larger connections are being considered.

NOTE. Where metric equivalents have been given, the figures in British units are to be regarded as the standard. The metric equivalents
are approximate. More accurate conversions should be based on the tables in B.S. 350,  Conversion factors and tables °.

SPECIFICATION

SCOPE TRACTOR TOWING ATTACHMENTS
1. This British Standard specifies the basic dimensional 3. The towing attachments of tractors shall accept fittings
requirements for aircraft-to-tractor tow bar connections. of the design shown in Fig. 1, and shall be mounted not

less than 10 in (254 mm) and not more than 36 in

(915 mm) from the ground.
AIRCRAFT TOW BAR ENDS

2. The end fittings of aircraft tow bars for connection to
tractors shall be of the form and dimensions shown in
Fig. 1.

* ISO Recommendation R....... , “ Aircraft tow bar connections (in course of preparation).

[UDC 629.13.013 : 629.139.4]
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Fig. 1. Aircraft-to-tractor tow bar fitting.

This British Standard, having been approved by the Aircraft Industry Standards Committee and endorsed by the
Chairman of the Engineering Divisional Council, was published under the authority of the General Council of the
Institution on 28th October, 1960.

The Institution desires to call attention to the fact that this British Standard does not purport to comprise all the
necessary provisions of a contract.

British Standards are revised, when necessary, by the issue either of amendment slips or of revised editions. It is important
that users of British Standards should ascertain that they are in possession of the latest amendments or editions.

The following B.S.I. references relate to the work on this standard :
Committee reference ACE/14. Draft for Comment CZ (ACE) 4979.
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