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Specification for

Dimensions for gaseous oxygen replenishment
couplings for aircraft

Foreword

The requirements for aircraft gaseous oxygen replenishment couplings dealt with in this British Standard implement
the agreements made by the International Organization for Standardization (ISO) in ISO/R 1022, ‘Gaseous oxygen
replenishment couplings for aircraft’. The standard is one of a series of recommendations for aircraft ground

servicing connections suitable for adoption on an international basis.

NOTE. The figures in inch units are to be regarded as the standard. Accurate conversions should be based on the tables in BS 350,
‘Conversion factors and tables’, or BS 2856, ‘Precise conversion of inch and metric sizes on engineering drawings’, as appropriate.

This standard makes reference to the following British Standards:

BS 2779 Pipe threads where pressure-tight joints are not made on the threads.
For the interpretation of symbols for geometric tolerancing and surface texture see BS 308, ‘Engineering

drawing practice’.

Specification

1. Scope

This British Standard specifies the mating dimensions, access clearance and blanking requirements for a gaseous
oxygen replenishment coupling for aircraft.

2. Requirements

2.1 Coupling mating dimensions. The mating end of the coupling shall conform to the dimensions shown in Fig. 1.

2.2 Access clearance. The clearance allowed around the coupling shall be in accordance with Fig. 2.

2.3 Blanking. The coupling shall be provided with a blanking cap capable of making a gas-tight seal at all pressures
up to 2175 Ibf/in? (150 bar or 15 MPa).
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Fig. 1. Gaseous oxygen replenishment coupling
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