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BRITISH STANDARD SPECIFICATION
FOR AIRCRAFT MATERIAL

COUPLING DIMENSIONS FOR AIRCRAFT
PRESSURE RE-OILING CONNECTION

FOREWORD

This British Standard relates only to features affecting the coupling to an aircraft of hose for the delivery of oil under
pressure; it does not supply all the requirements for the connection. The connection conforms to the requirements of
Recommendation R....* of the International Organization for Standardization, prepared at the suggestion of the
International Air Transport Association as one of a series of recommendations for aircraft ground servicing connections
suitable for adoption on an international basis.

NotE. The figures in British units are to be regarded as the standard. A table is given in the Appendix to provide a ready means of calculating

the approximate metric equivalents. More accurate conversions should be based on the tables in B.S. 350, ‘Conversion factors and tables’,
or B.S.2856 ‘Precise conversion of inch and metric sizes on engineering drawings,” as appropriate.

SPECIFICATION
SCOPE DIMENSIONS
1. This British Standard specifies the basic dimensional 2. The connections shall conform to the minimum require-
requirements for connections on aircraft for the delivery ments and basic dimensions shown in Fig. 1. Dimensions
of oil under pressure. of clearance envelope required for making the connection

are shown in Fig. 2.

* ISO Recommendation R.... ‘Aircraft pressure re-oiling connection’, in course of preparation.
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Fig. 1. Coupling dimensions for aircraft pressure re-oiling connection

175 max///»;

V.,

1-25 min.

.1 038 valve open

é 7
J

|
3dia.
min.
clearance

[ 016 valve closed

S dia.

! min.
el clearance
J ,

Fig. 2. Dimensions of clearance envelope
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