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BRITISH STANDARD : AEROSPACE SERIES

SPECIFICATION FOR

COUPLING DIMENSIONS FOR HIGH PRESSURE
AIR CHARGING VALVES FOR AIRCRAFT

FOREWORD

The requirements for aircraft high pressure air charging valves dealt with in this British Standard implement generally the
agreements made by the International Organization for Standardization (ISO) in ISO Recommendation R 1023*. This is
one of a series of recommendations for aircraft ground servicing connections suitable for adoption on an international basis.

This British Standard does not provide for all the requirements but specifies the dimensions covering interconnection and

accessibility.

NOTE. The figures in imperial units are to be regarded as the standard. Accurate conversions should be based on the tables in BS 350, ‘Con-
version factors and tables’, or BS 2856, ‘Precise conversion of inch and metric sizes on engineering drawings,” as appropriate.

This standard makes reference to the following British Standard:
BS 308. Engineering drawing practice. Part 3t. Geometrical tolerancing using ISO tolerance symbols.

SPECIFICATION

1. SCOPE

This British Standard specifies the coupling dimensions
and access clearance for an aircraft high pressure air
charging valve.

2. DIMENSIONS

2.1 The mating end of the valve shall conform to the
dimensions shown Fig. 1 and in Table 1.

2.2 The clearance to be provided around the valve shall be
in accordance with Fig. 1 an Table 1.

* ISO Recommendation R 1023, ‘High pressure air charging valves
for aircraft’.

t In course of preparation.

Full document details: BS C 9:1970

TABLE 1. DIMENSIONS (see Fig. 1.)

Dimension

in ; mm

|
A dia. 0180 + 0020 g T 04
‘ -0 -0
B 0-40 min. : 11-0 min.
c 275 min. 70-0 min.
D 060 min. 1 150 min.
R 0-008 nom. 0-2 nom.
T 0-0004 | 001
E thread 0-305 x 32 UN-2A
effective diameter 822; 12
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NOTE 1. The end face and radius shall be free of burrs and shall form a smooth bearing surface.
NOTE 2. The method of indicating squareness tolerance of the end face conforms to the requirements of BS 308, Part 3 (in course of
preparation).

Fig. 1. Detail of coupling dimensions and space envelope for aircraft high pressure air charging valves (see Table 1)

This British Standard, having been approved by the Aerospace Industry Standards Committee, was published under the
authority of the Executive Board of the Institution on 31 March, 1970.

The Institution desires to call attention to the fact that this British Standard does not purport to include all the necessary
provisions of a contract.

British Standards are revised, when necessary, by the issue either of amendment slips or of revised editions. It is important
that users of British Standards should ascertain that they are in possession of the latest amendments or editions.

The following BSI references relate to the work on this standard:
Committee reference ACE/14 Draft for approval 69/26566.

SBN: 580 05989 8.
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