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4,7 Endurance tests
4,7.1 Mechanical endurance
- conditions; see 4,.7.1 of CECC 22 000,

To be carried out on appropriate pairs of general-purpose

connectors.

Number of operations:
Maximum repetition rate:

Assessment Level
H=500 U=100
15 per min

- requirements: the torque to engage or disengage the bayonet lock shall be:

Level H
0,25 Nm max
0.07 Nm min

Voltage proof:

Gauge retention force:

Contact resistance:

Outer conductor continuity:

4,7,2 High temperature endurance

~ conditions: see 4.7.2 of CECC 22 000

Achievable by hand and
still functional

as specified in the detail specification.

as required by 4.5.1

as required by 4.4.2.

as required by 4.4. 3.

When specified in the detail specification, applicable to

mated sets of connectors only,

Current 1 A,

- requirements: as 4.7,2 of CECC 22 000, unless otherwise specified in

the detail specification.

4,8 Resistance to solvents and contaminating fluids

To be included later.
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SECTION 5 - QUALITY ASSESSMENT PROCEDURES .

-~ Primary stage of manufacture

The primary stage of manufacture and/or subcontracting is defined in
3.1 of CECC 22 000,

~ Structural similarity

Structural similarity, and its application is defined in 3.2 and 3.4 of
CECC 22000. An example is provided in Appendix E of CECC 22 000.

- Selection of tests, test conditions and severities

Appropriate tests obtained from CECC 22 000, test conditions and severities,
for the majority of general purpose Series BNC connectors are listed in 4.

The severity, frequency and selection of certain specialised tests will be
dependent upon the physical and electrical characteristics of individual

connector styles, together with their required assessment level;
these shall be prescribed in the detaill specification,

For mandatory tests, sampling and acceptance levels, applicable to
Assessment Levels H and U, see 5.1,

Quality Conformance Inspection shall consist of Test Groups Al, Bl, and
C1, as required by 5.1.

Qualification Approval and its maintenance shall consist of passing Test
Groups Al, Bl and C1 over three consecutive lots followed by selection

of required specimens from these lots. The specimens must then
successfully pass all the Group D tests specified in 5. 1.
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