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National foreword

This British Standard has been prepared under the direction of the Electronic 
Components Standards Policy Committee. It is identical with CENELEC 
Electronic Components Committee (CECC) 90000:1990 “Harmonized system of 
quality assessment for electronic components. Generic specification: Monolithic 
integrated circuits”. It supersedes BS CECC 90000:1985 as amended by 
Amendment No. 1 published in 1991 which has been declared obsolescent.
The standard gives the terminology, quality assessment procedures, test and 
measurement conditions applicable to the entire family of monolithic integrated 
circuits. Any sectional and blank detail specification dealing with a particular 
subfamily of monolithic integrated circuit required to be used in conjunction with 
this standard will select those tests which are considered appropriate to the 
subfamily and will also give more detailed information relative to the subfamily.
This standard is a harmonized specification within the CECC system. The 
non-harmonized British Standard BS 9400 “Specification for integrated electronic 
circuits and micro-assemblies of assessed quality (qualification approval 
procedures): genetic data and methods of test” will eventually be superseded by 
this standard for monolithic circuits only but for a period both standards will 
remain in force because of current approvals to BS 9400.
This standard specifies the use of substances and/or test procedures that may be 
injurious to health if adequate precautions are not taken. It refers only to 
technical suitability and in no way absolves either the supplier or the user from 
statutory obligations relating to health and safety at any stage of manufacture or 
use.
The fourth edition of CECC 90000 results from amendments and additions which 
have been agreed since the third edition was published in 1985.

Cross-references

International Standard Corresponding British Standard

IEC 68 BS 2011 Environmental testing
(Most Parts are identical)

IEC 148:1969 BS 3363:1980 Specification for letter symbols for 
semiconductor devices and microcircuits
(Identical)

BS 3939 Guide for graphical symbols for electrical 
power, telecommunications and electronics diagrams

IEC 617-12:1983 Part 12:1985 Binary logic elements
(Identical)

IEC 617-13:1978 Part 13:1985 Analogue elements
(Identical)

IEC 747-1:1983 BS 6493 Semiconductor devices
Section 1.1:1984 General
(Identical)

IEC 747-10:1984 BS 9970 Harmonized system of quality assessment for 
electronic components. Semiconductor devices

Part 0:1985 Generic specification
(Identical)

BS 6493 Semiconductor devices

IEC 748-1:1984 Section 2.1:1985 General
(Identical)
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International Standard Corresponding British Standard

IEC 748-2:1985 Section 2.2:1986 Recommendations for digital integrated 
circuits
(Identical)

IEC 748-3:1986 Section 2.3:1987 Recommendations for analogue 
integrated circuits
(Identical)

IEC 748-4:1987 Section 2.4:1989 Recommendations for interface 
integrated circuits
(Identical)

IEC 749:1984 Part 3:1985 Mechanical and climatic test methods
(Identical)

ISO 1000:1981 BS 5555:1981 Specification for SI units and 
recommendations for the use of their multiples and of 
certain other units
(Identical)

CECC 00012:1985 BS CECC 00012:1985 Harmonized system of quality 
assessment for electronic components: basic 
specification: radiographic inspection of electronic 
components
(Identical)

CECC 90100:1986 BS CECC 90100:1986 Harmonized system of quality 
assessment for electronic components: sectional 
specification: digital monolithic integrated circuits
(Identical)

CECC 90103:1988 BS CECC 90103:1990 Specification for harmonized 
system of quality assessment for electronic components. 
Family specification: digital integrated TTL low power 
SCHOTTKY circuits, series 54LS, 64LS, 74LS, 84LS
(Identical)

CECC 90104:1990 BS CECC 90104:1990 Specification for harmonized 
system of quality assessment for electronic components. 
Family specification: C. MOS digital integrated circuits 
series 4000B and 4000UB
(Identical)

CECC 90109:1989 BS CECC 90109:1990 Specification for harmonized 
system of quality assessment for electronic components. 
Family specification. Digital integrated HC MOS circuits 
series HC/HCT/HCU
(Identical)

CECC 90200:1983 BS CECC 90200:1988 Harmonized system of quality 
assessment for electronic components: sectional 
specification: analogue monolithic integrated circuits
(Identical)

CECC 90300:1987 BS CECC 90300:1988 Harmonized system of quality 
assessment for electronic components. Sectional 
specification: interface monolithic integrated circuits
(Identical)
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The Technical Committee has reviewed the provisions of IEC 27, IEC 27-1, 
IEC 50, IEC 134, IEC 191-2, IEC 191-3, IEC 355, IEC 410, IEC 653, IEC 747, 
IEC 748, IEC 749, ISO 2015, CECC 00102, CECC 00107, CECC 00109 and, 
CECC 00200 to which reference is made in the text, and has decided that they are 
acceptable for use in conjunction with this standard. Related British Standards 
to IEC 50, IEC 410, and IEC 748 are BS 6100-3.6, BS 6001-1 and 
BS CECC 90200 respectively. A related British Standard to IEC 191-2 and 
IEC 191-3 is BS 3934. Related British Standards to IEC 747 are BS CECC 90100 
and BS CECC 90200. A related British Standard to IEC 749 is BS CECC 90200.
NOTE Upon publication of this revision, BSI Sales Department will respond to purchase orders for 
BS CECC 90000 by supplying copies of the 1991 edition. Copies of the 1985 edition may be obtained 
by quoting the number BS CECC 90000:85.

A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i to iv, 
the CECC title page, pages ii to iv, pages 1 to 122, an inside back cover and 
a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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Foreword

The CENELEC Electronic Components Committee (CECC) is composed of those 
member countries of the European Committee for Electrotechnical 
Standardization (CENELEC) who wish to take part in a harmonized System for 
electronic components of assessed quality.
The object of the System is to facilitate international trade by the harmonization 
of the specifications and quality assessment procedures for electronic components, 
and by the grant of an internationally recognized Mark, or Certificate, of 
Conformity. The components produced under the System are thereby accepted by 
all member countries without further testing.
This specification has been formally approved by the CECC, and has been 
prepared for those member countries taking part in the System who wish to issue 
national harmonized specifications for MONOLITHIC INTEGRATED CIRCUITS. 
It should be read in conjunction with the current regulations for the CECC System.
At the date of printing of this specification the member countries of the CECC are 
Austria, Belgium, Denmark, Finland, France, Germany, Ireland, Italy, the 
Netherlands, Norway, Portugal, Spain, Sweden, Switzerland, and the 
United Kingdom, and copies of it can be obtained from the addresses shown on the 
blue fly sheet.

Preface

This generic specification (GS) was prepared by CECC WG 9 “Integrated Circuits”.
It is based, wherever possible, on the Recommendations of the International 
Electrotechnical Commission and in particular on IEC 747: Essential ratings and 
characteristics of semiconductor devices and general principles of measuring 
methods.
The text of this fourth issue consists of the text of CECC 90000 Issue 3 (1985) 
amended in accordance with the ratified new material introduced by the following 
documents:
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Effective date
This Issue 4 shall become effective for all new applications for qualification approval 
from 1 December 1990.
Issue 3 shall remain valid for existing qualification approvals until further notice.

1 Scope
This specification specifies the terms, definitions, symbols, test methods and other material for monolithic 
integrated (micro)circuits1), as defined in IEC 747, necessary to prepare appropriate detail specifications 
(DS) in the CECC System. Supplementary requirements for different families of integrated microcircuits 
are included in separate specifications.

2 General
2.1 Order of precedence

Where any discrepancies occur for any reason, documents shall rank in the following order of authority:
— the detail specification (DS)
— the sectional specification (SS)
— the generic specification (GS)
— the internal regulation of the FEN e.V.
— any other international documents to which reference is made.

The same order of precedence shall apply to equivalent national documents.

2.2 Related documents

In each case the latest issue of the documents prior to the date of issue of this document is valid.
ISO 1000, SI units and recommendations for the use of their multiples and of certain other units. 
IEC 27-1, Letter symbols to be used in electrical technology. General. 
IEC 50, International Electrotechnical Vocabulary. 
IEC 68, Basic environmental testing procedures. 
IEC 134, Rating systems for electronic tubes and valves and analogous semiconductor devices. 
IEC 148, Letter symbols for semiconductor devices and integrated microcircuits (Chapter X). 
IEC 617, Graphical symbols for diagrams. 
IEC 617-12, Part 12: Binary logic elements. 
IEC 617-13, Part 13: Analogue elements. 
IEC 747, Semiconductor devices — Discrete devices and integrated circuits. 
IEC 747-1, Part 1: General. 
IEC 747-10, Part 10: Generic specification for discrete devices and integrated circuits. 
IEC 748, Semiconductor devices — integrated circuits. 
IEC 748-1, Part 1: General. 
IEC 748-2, Part 2: Digital integrated circuits. 
IEC 748-3, Part 3: Analogue integrated circuits. 
IEC 748-4, Part 4: Interface integrated circuits. 
IEC 749, Semiconductor devices: Mechanical and climatic test methods. 
IEC 191, Mechanical standardization of semiconductor devices. 
CECC 00007, Basic specification: Sampling plans and procedures for inspection of attributes. 
Internal Regulations of the FEN e.V. and CECC Rules of Procedure.

1) In the following the term “integrated circuits” is used.
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2.3 Units, symbols and terminology

2.3.1 General

Units, graphical symbols, letter symbols and terminology shall, whenever possible, be taken from the 
following documents:
ISO 1000, SI units and recommendations for the use of their multiples and of certain other units. 
IEC 27, Letter symbols to be used in electrical technology. 
IEC 50, International Electrotechnical Vocabulary. 
IEC 617, Graphical symbols for diagrams. 
Any other units, symbols, and terminology required shall be derived in accordance with the principles of 
the documents listed above in 2.2.

2.3.2 General terms for integrated circuits

2.4 Standard and preferred values

Standard and preferred values should preferably be chosen from the relevant IEC Publications: 

2.5 Marking of component and package

Apart from statutory hazard warnings which shall, if necessary, take first priority, the following shall be 
marked on the device, in order of precedence, as space permits. All information except the terminal 
marking, shall also appear on the primary package used as initial protection or wrapping for delivery:

1) Terminal identification (for example position, of pin no 1), (see 2.5.1)
2) Type designation (standardized or commercial)
3) Operating temperature range (if not included in 2), in Pro-electron* code)
4) Quality assessment level applied (in code) followed by Z in case of devices supplied under Capability 
Approval
5) Screening class applied (in code)
6) Date code (year/week) of the week in which the device is encapsulated encoded into three or four digits 
as given in standard ISO 2015
7) CECC Mark of Conformity
8) Manufacturer’s name or trade mark (may include factory code, see 2.5.2)
9) Factory identification code (if not included in 8), see 2.5.2)
10) Package materials (if not included in 2), in Pro-electron* code)
11) Caution label for Electrostatic Sensitive Devices (see 2.5.3)
12) Optional tests (in code, see 2.5.4)

NOTE * “Pro-electron code” means the suitable parts for temperatures and for materials from the Pro-electron type description code 
for integrated circuits.

— Microelectronic : IEC 748-1, Chapter IV, Clause 1.5

— Microcircuit : IEC 748-1, Chapter IV, Clause 2.2

— Integrated circuit : IEC 748-1, Chapter IV, Clause 2.3

— Integrated microcircuit : IEC 748-1, Chapter IV, Clause 2.4

— Microassembly : IEC 748-1, Chapter IV, Clause 2.5

— dimensions: IEC 191-2

— voltages: IEC 747-1

— temperatures: IEC 747-1

Preferred values are: (– 65, – 55, – 40, – 25, 0, + 25, + 70, + 85, + 125, + 150) °C
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2.5.1 Terminal identification

The terminals shall be identified in at least one of the following ways:
— in accordance with the specified outline or basic drawing
— as given in the DS

2.5.2 Factory identification code

An identification code is allocated to each factory of each manufacturer whose Chief Inspector is 
responsible for certifying components.
The manufacturer is the allocating authority for letters and/or figures indicating the responsible centre. 
This code shall be published in CECC 00200 (QPL).

2.5.3 Precautions for Electrostatic Sensitive Devices

All integrated circuits covered by this specification are regarded as Electrostatic Sensitive Devices and as 
such require special packaging and handling precautions to eliminate damage or potential weakening of 
devices.
Devices shall be packed so that they are protected against electrostatic fields.

2.5.4 Optional tests

Sectional specifications (SS) may give the possibility to apply optional test(s). Each test or combination of 
tests is coded in the following way: 

The following optional tests are applied to components qualified to: 

3 to 8 to be included later 

2.5.5 Marking symbols location

The marking symbols shall be located in the following order:
Figure 1 is an example for packages with sufficient space. The bottom side of the package is available for 
manufacturer’s additional marking.
Figure 2 is an example for small packages. The lower part of the bottom side is available for manufacturer’s 
additional marking.
The marking of cylindrical packages will be included later.

Blank no optional test

1 salt mist, see 4.6.14

2 combination of optional tests of assessment level P applicable to components for use for 
example in telecommunication equipment

CECC 90103: Sub-Groups A3a, D3

CECC 90104: Sub-Groups A3a, B4, D3, D4

CECC 90 109: Sub-Groups A3a, B4, D3, D4

9 special test and/or special tests combination not called for in the CECC System.
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Figure 1 

Figure 2 
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2.6 Ordering information

The following information shall be included in the order and also in the delivery documents. The package 
shall include sufficient information to relate to the delivery:

1) Manufacturer
2) Standardized or commercial type designation
3) Operating temperature range (if not included in 2), Pro-electron code may be used)
4) Required quality assessment level (in code)
5) Required optional test (salt mist for example), (in code, if applicable)
6) Required screening class (in code, if applicable)
7) Package shape (Pro-electron code may be used)
8) Package materials (Pro-electron code may be used)
9) Terminals metal and coating, (if applicable)
10) Relevant DS number and, if necessary, issue and date

3 Quality assessment procedures
3.1 Primary stage of manufacture and subcontracting

The primary stage for bipolar integrated circuits is the first process which changes the monocrystalline 
semiconductors material iron being either wholly P-type or wholly N-type. The primary stage for MOS 
circuits is the first oxidation of the substrate.
When the approved manufacturer invokes CECC 00107 for subcontracting, he shall ensure that the 
following conditions are satisfied:

— when subcontracting is not done in one of his company’s factories, the subcontracted manufacturing 
processes may be either the diffusion processes or the assembly of the device;
— the National Supervising Inspectorate (ONS) shall be satisfied that the Chief Inspector of the 
manufacturer who is certifying the components under the CECC System has the responsibility for 
inspection of the work and the inspection arrangements there;
— the Chief Inspector shall be provided with the production line process charts, the defined inspection 
points, the inspection requirements at each stage and the quality control requirements, together with 
the procedures for the transfer of the parts from the place of manufacture to the manufacturer within 
the CECC who is certifying the component. The ONS shall be informed and have access to this 
documentation and be able to verify the application of these requirements;
— any changes in inspection requirements and manufacturing procedures shall be reported back to the 
CECC approved manufacturer’s Chief Inspector who is certifying the components. The significant 
changes shall be reported by the approved manufacturer’s Chief Inspector to the ONS;
— the approved manufacturer shall perform the quality conformance inspection tests 
(Groups A, B, C, D) prescribed by the DS for the component he is certifying. He can perform the Groups 
A and B tests in a facility outside a CECC member country, provided that this facility is supervised by 
the ONS. Groups C and D tests shall be performed in one of his company’s factories located in a CECC 
member country. On the other hand quality conformance inspection tests can be subcontracted to 
approved test laboratories within the CECC geographical area.

Example: wording in the following order:

“N integrated circuits xxxx CD 4011B, C, Y level with optional test 1, B Class, DG 
package, gold plated kovar terminals to CECC 90104 — xxx, Issue 1 of 198 x”.

means:

N integrated circuits manufactured by xxxx, type number CD 4011B, operating 
temperature range – 55 °C to + 125 °C, under quality assessment level Y including 
optional test of salt mist, screened in B class, in glass sealed ceramic “dual in line” 
package, with gold plated kovar terminals, in compliance with 
DS CECC 90104 — xxx, Issue 1 of 198 x.

Full document details: BS CECC 90000:1991

http://dx.doi.org/10.3403/00146880U
http://dx.doi.org/10.3403/00146880U
http://www.avadocuments.com/doc/bs-cecc-90000-1991
http://www.avadocuments.com/doc/bs-cecc-90000-1991


BS CECC 90000:1990

6 © BSI 10-1999

3.2 Structural similarity procedures

3.2.1 General rules

1) Purpose
Structural similarity procedures are intended to reduce the amount of testing that shall be performed 
for quality assessment purposes.
2) Principles
For a test applicable to a group of device types, the test may be performed on one type from the group 
and the results obtained are considered as representative for all the types, if the general and particular 
criteria for structural similarity described in this section and applicable to this test are complied with. 
The definition of these criteria shall be based on the principle that conformity and reliability verified on 
the representative type gives at least the same conformity and reliability assurance for the associated 
types.
Structural similarity shall not be applied for electrical and visual tests under Group A.
3) Application conditions
Tests and measurements specified in sequence
Structural similarity procedures apply to a single test.
In a sequence of tests in a sub-group, excluding end point tests, the test considered to be most critical 
shall be used to decide the criteria for structural similarity grouping.
Where there are end point tests these shall not be used to decide the structural similarity criteria, 
e.g. B4 tests, where Sealing or Accelerated Damp Heat are used as part of the end point test sequence 
for Rapid Change of Temperature.
An example of practical application of structural similarity procedures is given in Annex E of this 
generic specification.
4) General criteria for structural similarity

1) The type chosen as representative for a group of types in relation to a given test may differ from 
period to period, depending on the types produced in that period.
2) For all relevant types in a group of types the same accelerated test procedure shall be allowed 
(see 4.9).
3) If, although fulfilling the particular criteria for a group, significant difference(s) still exist in 
characteristic(s), the type selected for the relevant test shall be represented by the most critical 
device, giving the greatest risk of failure for this test.
4) If failure occurs on a device type all the devices associated with this representative type are to be 
considered affected.
5) If the circuits are submitted to a screening procedure in accordance with 4.10, they may only be 
grouped if they are screened according to the same screening class. However, if several screening 
classes are applied in the same production line, the devices screened according to a given screening 
class are covered by devices unscreened or screened according to a lower screening class. For this 
purpose the screening classes as defined in 4.10 are given in the following order: D, E, F, C, B, H, 
where D is the lowest one.

3.2.2 Test dependent criteria for structural similarity

The test dependent criteria for structural similarity applicable to the Group B and periodic tests are given 
in the following Table.
Sub-clause 3.2.2 1) to 3.2.2 18) specify the interpretation of these criteria.
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Test dependent criteria for 
structural similarity 

(see note) 
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)

Tests

B1 Mains dimensions — Mass X X X X X X X

B2 Solderability X X X X X

B3 Sealing test (cavity 
packages)a

X X X X X X X

B4 Change of temperature X X X X X X X X X

B5 Electrical endurance 168 h X X X X X X X X X X X X X X X X

C1 Secondary dimensions X X X X X X X

C2 Immersion in cleaning 
solvents

X X X X

C3 Robustess of terminations X X X X X

C4 Resistance to soldering heat X X X X X X X X X

C5
Shock
Vibrations
Acceleration steady state

X X X X X X X X X

C6 Damp heat (cavity packages)a X X X X X X X

C7 Damp heat (non cavity 
packages)

X X X X X X X X X X X X X X X X

C8 Electrical endurance 2 000 h X X X X X X X X X X X X X X X X

C9 Storage — Dry heat 1 000 h X X X X X X X X X X X

C10 Storage — Cold 1 000 h X X X X X X X X X X X

C11a Correlation — Dynamic tests 
at Tamb max.

X X X X X X X

C11b Correlation — Dynamic tests 
at Tamb min.

X X X X X X X

C12a Correlation — Functional 
tests at Tamb max.

X X X X X X X

a cavity packages with non-organic sealing only
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1) Production lines
The devices shall be made in the same: 

— diffusion line (Diffusion is the set of die manufacturing processes from the primary stage to the last 
stage before separation of dice)
— assembly line (Assembly is the set of manufacturing process operations comprising die attach, lead 
bonding and encapsulation)

2) Outline and dimensions of the package
The outline and dimensions of the package defined in the DS shall be the same.
3) Family of package
To be considered as structurally similar for the family of packages, the devices shall be mounted in 
packages meeting the following criteria: 

— same technological sub-family of package
— same form and nominal cross-section of terminals
— for all standard forms (except form 1) see IEC 191-3: same standard form and same kind
— for standard form 1: the package shall have the same single form and the same nominal 
dimensions, except the dimensions directly related to the number of terminals

4) Package material
Package material shall be the same.
5) Encapsulation methods
The method for sealing the package for cavity packages or the materials and methods used for 
non-cavity packages shall be the same.

Test dependent criteria for 
structural similarity 

(see note) 
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8)
 c

)

Tests

C12b Correlation — Functional 
tests at Tamb min.

X X X X X X X

C13 Salt mst X X X X X

D2 Transient energy rating X X X X X

C14 Additional electrical 
characteristics

X X X X X

NOTE A cross in the table denotes that the criterion is mandatory for the corresponding test:
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6) External terminals material
The material used for the external terminals including the coating shall be the same [see also 3.2.2 7)].
7) Finishing process
Excluding the marking method [see 3.2.2 8)] and final electrical measurements, finishing processes 
performed on the completed device shall be the same.
8) Marking methods
The method of marking and the coating applied to the package shall be the same.
9) Number of terminals
A single group of devices may be formed provided that the maximum difference (D max) between the 
minimum and the maximum number of terminals in such group is in relationship with the maximum 
number of terminals (N) existing in this group. The maximum difference shall be: 

10) Material of internal connections and lead bonding
The material of the internal connections, their nominal cross-section and the nature of bonding pads 
shall be the same.
The bonding methods shall also be the same.
11) Die bonding
The methods and materials used for attachment of the die shall be the same.
12) Die areas
The die area of associated types must not be greater than 2 times that of the type which is tested.
13) Die manufacturing process
The dies shall be produced according to the same process, i.e:

— the basic technology and the basic process are the same (example Schottky, N MOS, C MOS, etc)
— the type of passivation is the same
— the same lay-out rules and design data
— the cells or basic components used to perform the elementary function are the same
— the method and material of the metallization are the same
— the number of metallization layers is the same
— the substrate material and characteristics are the same.

14) Density
The density of a device is the ratio between the number of elements and the die area as given by the 
formula: 

The definition of the element is not important, provided in a group of types the same definition is used 
when structural similarity rules are applied.
The density of associated types shall be less than twice that of the device which is tested.
15) Operating supply voltages
Operating supply voltages specified in the FS and/or in the DS for the relevant test shall be the same.
16) Operating temperature
Operating temperatures specified in the FS and/or the DS for the relevant test shall be the same.
17) Functional and electrical criteria
In a structural similarity grouping, all the device types shall be specified based on the same BDS.
18) Power dissipation

a) Definition

Dmax N
4
----=

DC
Number of elements

area
--------------------------------------------------------=
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Unless otherwise specified in the FS the power dissipation is defined as the nominal calculated 
power dissipated by the associated types for the relevant test.
b) Criterion for electrical endurance and correlation tests
The power dissipation of associated types shall normally be maximum 1,2 times that of the device 
which is tested. However the maximum limit may be increased provided the rise of the junction 
temperature is not greater than 5 °C. The minimum is not limited.
c) Criterion for humidity tests with bias
The power dissipation of associated types shall be minimum 0,8 times that of the device which is 
tested. The maximum is not limited.

3.3 Qualification approval procedure

3.3.1 Definition of production lot

Unless otherwise prescribed, a production lot consists of devices having the same design, manufactured on 
the same production line only differing by a selection based on electrical characteristic limits, and normally 
assembled during one week.

3.3.2 Approval procedure

The procedure specified for the purposes of qualification approval shall be based on the use of the quality 
conformance inspection whereby three consecutive lots are subjected to lot-by-lot inspection for Groups A 
and B and one sample (drawn from all three lots) subjected to Group C periodic inspection.
Where structurally similar devices are currently approved, the relevant Group B and C tests may be 
omitted.
Samples shall be taken from the lots in accordance with IEC 410. For Group A tests, normal inspection 
must be used, but if the sampling size gives acceptance on zero defective, a higher sampling size may be 
used to accept on one defective.
The sectional specification shall specify the regrouping of lots. Unless already prescribed in the DS, the 
qualification approval for multiple integrated circuits shall include tests to check any presence of 
interaction between functionally independent sections.
Devices subjected to tests indicated “destructive” (D) shall not be included in the lot for delivery. Devices 
subjected to “non-destructive” (ND) tests may be delivered provided they are re-tested to Group A 
requirements and satisfy them.

3.3.3 Major alterations

1) Definition of major alterations
Any change in process technology which could affect the quality or performance of a product supplied to 
an approved CECC specification, or which could require a product to be transferred from one structural 
similarity group to another (new or existing) group.
2) Procedure in the event of a major alteration
No major alteration of material, piece parts or manufacturing procedure shall be made without prior 
notification and the demonstration by sufficient test evidence to the supervising inspectorate 
[see 3.3.2 3)] that the major alteration does not reduce the quality or performance of the components 
below the specified requirement.
3) Re-qualification procedure
The re-qualification procedure consists of Group A and B testing on samples from three consecutive 
lots, and Group C testing on one sample representative of the three.
It is necessary only to apply those Sub-Groups agreed with the ONS as necessary to reveal possible or 
required differences resulting from the relevant alteration. The procedure shall be completed with a 
report acceptable to the ONS.

3.3.4 Examples of major alterations

1) Chip mounting
Major alteration of alloying to solder or glue mounting or changing of brass solder to solder, and vice 
versa.

— not considered as major alterations:
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equipment change without changing the technology, or the use of preform instead of gold plate alloy 
surfaces.
2) Crystal passivation
Major alterations of the passivation material, for example the use of silicon-nitride instead of 
silicon-oxide or the change of the sequence of the passivation layers.

— not considered as major alterations:
changing of the process for applying the passivation layer.
3) Case material
Major alterations of case material, for example the change of glass to plastic cases or major alteration of 
plastic A to plastic B or major alteration of glass to sinter glass or alteration of plastic fillmass A to 
plastic fillmass B.

— not considered as a major alteration:
changing of the colloid temperature less than 50 °C (for epoxide envelopes).
4) Metallization
Major alterations of the metals and layer sequence, for instance gold instead of aluminium 
metallization.
5) Chip size and/or chip lay-out
Major alterations of lay-out (design and size) which influence the active zone including guard ring and 
barrier layer (as far as they belong to the active zone of the crystal); basic alterations of the contact 
surface, for instance by change to overlay contacts.

— not considered as major alterations:
the change of position and design of the adjustment marks, design and size changes of the contact 
surfaces, changes of the edge lengths of the crystal, which do not influence the active zone.
6) Bonding
Major alterations of the bonding process, for example thermo-compression instead of the ultrasonic 
method, or changing the material for bonding, for example gold bond wire instead of aluminium wire or 
change of the nominal diameter of the bond wire.

3.4 Quality conformance inspection

3.4.1 Division into Groups and Sub-Groups

Group A inspection
Group A prescribes the visual examination and the electrical measurements to be made on a lot-by-lot basis 
to assess the principal electrical properties of a circuit (see CECC 00107). Group A inspection is divided 
into appropriate Sub-Groups.
Group B inspection
Group B prescribes the procedures to be used on a lot-by-lot basis to assess certain additional properties of 
the circuit, including environmental and endurance tests which can be completed in less then one week 
(see CECC 00107).
Group B inspection is divided into appropriate Sub-Groups.
Reduced inspection may be applied (see 3.4.4).
Group C inspection
Group C prescribes the procedures to be used on a periodic basis to assess certain properties of the circuit 
including environmental and endurance tests which are appropriate for checking at intervals of three 
months, or longer if prescribed by the BDS.
Group C inspection is divided into appropriate Sub-Groups.
Group D inspection
Group D prescribes the procedures to be used on a periodic basis at intervals of twelve months.

3.4.2 Inspection requirements

Lot release shall be in accordance with CECC 00107.
The tables in the SS shall specify the relevant inspection requirements.
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The inspection levels (IL) and acceptable quality levels (AQL) or alternatively the sample size (n) and 
acceptance criteria (c), given in the tables apply to the whole of each Sub-Group and not to any single test 
in the Sub-Group. The test sequence(s), given in the Sub-Groups, shall be followed.
Unless otherwise prescribed, specimens which fail Group A inspection shall be rejected and shall not be 
used as samples for Group B, C and D inspection.
Specimens required for Group B, C and D inspection, shall be components which have passed Group A or 
Group B inspection for those characteristics of tests specified as post-test limits.

3.4.3 Sampling procedures for small lots

To be included later.

3.4.4 Supplementary procedure for reduced inspection

A special reduced inspection procedure for the tests in all Sub-Groups of Group B inspection may be used, 
provided that the conditions given for the change from normal to reduced inspection in IEC 410 are met.
Those tests in Group B which are already included as a periodic test in Group C, shall be under reduced 
inspection. Where no relevant test exists in Group C, the test shall be performed under Group B test 
conditions as an additional test with a fixed sample size giving 95 % confidence of accepting product of the 
Group B AQL (with acceptance on one defect).
This special procedure applies independently to each Sub-Group. It allows a manufacturer to carry out the 
appropriate Group B test at normal inspection under Group C conditions at intervals of three months 
instead of on a lot-by-lot basis.
Reversion to normal inspection for a Sub-Group in Group B shall be made when a Sub-Group has failed to 
meet Group C inspection.

3.4.5 Re-submission of rejected lots

Any lot rejected by Group A tests is returned to production for re-work or re-screening for the identified 
defect. No new parts are to be included in the lot.
The lot is then re-submitted and inspected under the conditions of tightened inspection. It shall retain the 
same lot number and details of the new submission shall be recorded. The same lot shall not be submitted 
more than three times.
For Group B tests the conditions for re-submission are under consideration.

3.4.6 Certified test records

The procedure given in CECC 00109 shall apply, and the certified test records shall conform to the 
information given in the SS.

3.4.7 Delayed delivery

Released lots which have been in store for more than the period stated below shall undergo Group A and 
Sub-Group B2 tests before delivery. No further re-testing is needed for deliveries within the applicable 
period.
The relevant period shall be

— 1 year for devices assessed at Sub-Group B2 without ageing
or
— 2 years for devices assessed at Sub-Group B2 with ageing in accordance with 4.6.10.

As the manufacturer’s convenience an additional marking can be used. This marking may be on the 
components and/or the packing before acceptance testing. If the components are marked the original 
marking shall be maintained.

3.4.8 Delivery of devices subjected to destructive or non-destructive tests

Devices subjected to tests indicated “destructive” (D) shall not be included in the lot for delivery. Devices 
subjected to “non-destructive” (ND) tests may be delivered provided they are re-tested to Group A 
requirements and satisfy them.

3.4.9 Supplementary procedure for deliveries

When permitted by the ONS, the manufacturer may, at his discretion, supply devices that have met a 
higher assessment level against orders for a lower assessment level.
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3.4.10 Supplementary information

Any supplementary information given in the DS for application purposes shall not be the subject of 
inspection.

3.5 Capability Approval

See Annex C and Annex D.

3.6 Inspection requirements

The following data shall be given for Group A, B, C and D inspection requirements through 2 quality 
assessment levels P and Y.

Key of abbreviations in the tables:

D = Destructive test

ND = Non-Destructive test

IL = Inspection Level

AQL = Acceptable Quality Level

n = sample size

c = acceptance criterion

na = not applicable

GS = Generic Specification

SS = Sectional Specification

BDS = Blank Detail Specification

FS = Family Specification
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Examination or 
test

D 
ND

Conditions of 
test 

Limits to be 
specified Inspection requirements

GROUP A Inspection: The following electrical 
inspection requirements shall be given. Additional 
characteristics to be inspected may be given for the 
specific circuit(s) in accordance with relevant 
Sectional Specification. The tests of Group A can be 
done totally or partly on the same sample, by 
applying the tightest IL and AQL. A circuit is 
considered defective with appearance of the first 
defect.

Assessment levels

P (Note 1) Y (Note 2)

With 
correlation 

(Note 3)

Without 
correlation

With 
correlation 

(Note 3)

Without 
correlation

IL AQL IL AQL IL AQL IL AQL

Sub-Group A0

Internal visual 
examination 
(before 
encapsulation)

ND Annex A 
(Condition B, 
unless 
otherwise 
specified)

S4 2,5 S4 2,5 na na na na

Sub-Group A1

External visual 
examination 
4.2.2

ND 4.2.2 External 
visual 
examination

II 0,1 II 0,1 II 0,1 II 0,1

(visual) 
inoperatives 
(Note 4)

Sub-Group A2

Verification of 
the function 
at 25 °C (note 5) 
See relevant 
SS, FS, BDS 
and DS

ND Supply 
voltage(s) See 
relevant SS, 
FS, BDS and 
DS

See relevant 
SS, FS, BDS 
and DS

II 0,065 II 0,065

Sub-Group A3

Static 
characteristics 
at 25 °C
See relevant 
SS, FS, BDS 
and DS

ND See relevant 
SS, FS, BDS 
and DS
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Examination or test D 
ND Conditions of test Limits to be 

specified Inspection requirements

Assessment levels

P (Note 1) Y (Note 2)

With 
correlation 

(Note 3)

Without 
correlation

With 
correlation 

(Note 3)

Without 
correlation

IL AQL IL AQL IL AQL IL AQL

Sub-Group A4a

Static 
characteristics at 
maximum operating 
temperature 
Same 
characteristics as in 
SG A3

ND Tamb = Tamb max. 
See relevant SS, 
FS, BDS and DS

See relevant 
DS 
Limits may be 
different from 
those in 
Sub-group A3

II 0,065 S4 0,25 II 0,065 S4 0,25

Sub-Group A7a

Verification of the 
function at 
maximum operating 
temperature

ND Tamb = Tamb max. 
See relevant SS, 
FS, BDS and DS

See relevant 
DS
Limits may be 
different from 
those in 
Sub-Group A2

Sub-Group A4b

Static 
characteristics at 
minimum operating 
temperature 
Same 
characteristics as in 
SG A3

ND Tamb = Tamb min. 
See relevant SS, 
FS, BDS and DS

See relevant 
DS
Limits may be 
different from 
those in 
Sub-Group A3

S4 0,25 S4 0,25

Sub-Group A7b

Verification of the 
function at 
minimum operating 
temperature

ND Tamb = Tamb min. 
See relevant SS, 
FS, BDS and DS

See relevant 
DS
Limits may be 
different from 
those in 
Sub-Group A2
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Examination or 
test

D 
ND Conditions of test Limits to be 

specified Inspection requirements

Assessment levels

P (Note 1) Y (Note 2)

With 
correlation 

(Note 3)

Without 
correlation

With 
correlation 

(Note 3)

Without 
correlation

IL AQL IL AQL IL AQL IL AQL

Sub-Group A3a

Die attack ND See relevant FS, 
BDS or DS

II 1,0 II 1,0 na na na na

See 4.5.11 
(Where 
appropriate see 
option 2 of 2.5.4

Sub-Group A5

Dynamic 
characteristics 
at 25 °C
See relevant SS, 
FS, BDS and DS

ND See relevant SS, 
FS, BDS and DS

II 0,25 II 0,25

Sub-Group A6a

Dynamic 
characteristics at 
maximum 
operating 
temperature 
(Note 6)

ND Tamb = Tamb max. 
See relevant SS, 
FS, BDS and DS

See relevant DS
Limits may be 
different from 
those in 
Sub-Group A5

II 0,25 S4 0,65 II 0,25 S4 0,65

Sub-Group A6b

Dynamic 
characteristics at 
minimum 
operating 
temperature 
(Note 6)

ND Tamb = Tamb min. 
See relevant SS, 
FS, BDS and DS

See relevant DS
Limits may be 
different from 
those in 
Sub-Group A5

S4 0,65 S4 0,65

Sub-Group A8

Cavity packages 
only: Sealing

ND 4.6.9 1) or 4.6.9 3) 
and
4.6.9 2)

II 0,4 II 0,4 na na na na
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Examination or test D 
ND Conditions of test Limits to be 

specified Inspection requirements

GROUP B Inspection Assessment levels

P
(Note 7)

Y
(Note 7)

n c n c

Sub-Group B1

Dimensions ND See 4.3 See relevant DS 11 0 11 0

Sub-Group B2

Solderability of 
terminations

D 4.6.10 1) or 4.6.10 2) Ageing 
required if specified by the DS

22 0 22 0

Sub-Group B3

Cavity packages only: 
Sealing

ND 4.6.9 1) or 4.6.9 3) and 4.6.9 2) na na 45 0

Sub-Group B4

Change of temperature 
(Note 8)

ND 4.6.8 1) Test Na 
Maximum and minimum 
storage temperature but not 
exceeding – 65 °C and + 175 °C
10 cycles

22 0 22 0

Followed by:
1) Cavity packages: 
Sealing
2) Non cavity packages: 
and cavity packages 
with organic sealing

ND

D

4.6.9 1) or 4.6.9 3) and 4.6.9 2)

4.6.3 2), test condition under 
consideration (see Note 9)

Damp heat steady state 
highly accelerated test

w For level P: 4.6.3 2) 
variant C 
with t = 150 h

End point tests: 
(Note 10)

Electrical tests:
Sub-Groups A2 and A3

As for Sub-Groups A2 and A3 As for 
Sub-Groups A2 
and A3

Sub-Group B5

Electrical endurance 
168 h (Note 11)
See relevant SS, FS, 
BDS or DS

ND Tamb = Tamb max. 
See relevant SS, FS, BDS or 
DS

32 0 32 0

End point tests: 
(Note 10)

Electrical tests:
Sub-Group A2 and A3

As for Sub-Groups A2 and A3 As for 
Sub-Groups A2 
and A3

Sub-Group B6

Dew point test (for 
cavity package only) 
(under consideration) 
(where appropriate see 
option 2 of 2.5.4)

(Under consideration) (Under 
consideration)

18 1 na na
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Examination or test D 
ND Conditions of test Limits to be 

specified Inspection requirements

GROUP C Inspection Assessment levels

P
(Note 7)

Y
(Note 7)

n c n c

Sub-Group C1

Dimensions ND See 4.3 See relevant DS 11 0 11 0

Sub-Group C2

Immersion in cleaning 
solvents

ND See 4.4 11 0 11 0

End point tests:
Electrical tests:
(if applicable)

See relevant DS See relevant DS

Sub-Group C3

Robustness of 
terminations

D According to the DS:
4.6.12 1) and/or
4.6.12 2) and/or
4.6.12 3)

No final 
measurements

11 0 11 0

(Note 7) (Note 7)

Number and position of 
terminations

Sub-Group C4a

Cavity packages 
(Note 12)

Resistance of components 
to soldering heat followed 
by:

D 4.6.11 22 0 22 0

Change of temperature: 4.6.8 3) Test Nc 
10 cycles
or 4.6.8 1) Test 
Na 100 cycles unless 
otherwise specified in 
FS or DS

Followed by: Sealing 4.6.9 1) or 4.6.9 3) and 
4.6.9 2)

End point tests: 
(Note 10)

Electrical tests:
Sub-Groups A2 and A3

As for Sub-Groups A2 
and A3

As for 
Sub-Groups A2 
and A3
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Examination or test D 
ND Conditions of test Limits to be specified Inspection 

requirements

Assessment levels

P
(Note 7)

Y
(Note 7)

n c n c

Sub-Group C4b

Non cavity packages and 
cavity packages with 
organic sealing (Note 12)

Resistance of components 
to soldering heat followed 
by:
Change of temperature:

D 4.6.11 45 C 45 C

(Note 7) (Note 7)

4.6.8 1) Test Na 
500 cycles unless 
maximum and minimum 
storage temperature (but 
not exceeding – 65 °C and 
+ 175 °C)

Followed by:
Damp heat steady state 
highly accelerated tests

4.6.3 2): test condition 
under consideration 
(see Note 9)

w For level P, 4.6.3 2)
variant C
with t = 150 h

End point tests:
(Note 10)

Electrical tests:
Sub-Groups A2 and A3

As for Sub-Groups A2 and 
A3

As for Sub-Groups 
A2 and A3

Sub-Group C5

Cavity packages only:
Shock

D 4.6.4 Test Ea 
Conditions 1, 2 or 3

11 C 11 C

(Note 13)
(Note 7)

(Note 13)
(Note 7)

Followed by:
Vibration (sinusoidal) 4.6.5

Followed by:
Acceleration, steady state 4.6.7

End point tests:
(Note 10)

w Sealing 4.6.9 1) or 4.6.9 3) and 
4.6.9 2)

w Electrical tests:
Sub-Groups A2 and A3

As for Sub-Groups A2 and 
A3

As for Sub-Groups 
A2 and A3

Full document details: BS CECC 90000:1991

http://www.avadocuments.com/doc/bs-cecc-90000-1991
http://www.avadocuments.com/doc/bs-cecc-90000-1991


BS CECC 90000:1990

20 © BSI 10-1999

Examination or test D 
ND Conditions of test Limits to be specified Inspection requirements

Assessment levels

P Y

n c n c

Sub-Group C6

Cavity packages only: 
Damp heat, steady state 
see 4.6.2 1)

D 4.6.2 1) 56 days 22 0 22 0

(Note 14) (Note 14)

End point tests: 
(Note 10)

External visual 
examination 
(Sub-Group A1 )

Electrical tests:
Sub-Groups A2 and A3

As for Sub-Groups A2 
and A3

As for Sub-Groups 
A2 and A3

Sub-Group C7

Non cavity packages or 

cavity packages with D 4.6.3 1) with bias 32 0 32 0

organic sealing P: Severity 4 (Note 7) (Note 7)

Damp heat steady state Y: Severity 1

End point tests: 
(Note 10)

Electrical tests:
Sub-Groups A2 and A3

As for Sub-Groups A2 
and A3

As for Sub-Groups 
A2 and A3

Sub-Group C8

Electrical endurance 
2 000 h
See relevant SS, FS, BDS 
and DS

ND Tamb = Tamb max.
See relevant SS, FS, 
BDS and DS

45 0 45 0

(Note 14) (Note 14)

End point tests: 
(Note 10)

Electrical tests:
Sub-Groups A2 and A3

As for Sub-Groups A2 
and A3

As for Sub-Groups 
A2 and A3

Sub-Groups C9 and C10: Not applicable
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Examination or test D 
ND Conditions of test Limits to be 

specified Inspection requirements

Tests of Sub-Groups C11 and C12 can be performed on the same sample. A 
circuit is considered defective with appearance of the first defect.

Assessment levels

P Y

n c n c

Sub-Group C11a

Dynamic characteristics 
at maximum operating 
temperature

ND Tamb = Tamb max.
Electrical conditions as 
for Sub-Group A5

Limits may be 
different from 
those in 
Sub-Group A5

22 0 22 0

(Note 7)
(Note 15)

(Note 7)
(Note 15)

Sub-Group C11b

Dynamic characteristics 
at minimum operating 
temperature

ND Tamb = Tamb min.
Electrical conditions as 
for Sub-Group A5

Limits may be 
different from 
those in 
Sub-Group A5

22 0 22 0

(Note 7)
(Note 15)

(Note 7)
(Note 15)

Sub-Group C12a

Verification of the 
function (as for 
Sub-Group A7a) and 
static characteristics (as 
in Sub-Group A4b) at 
minimum operating 
temperature

ND Tamb = Tamb max.
Electrical conditions as 
for Sub-Groups A4a and 
A7a

As for 
Sub-Groups A4a 
and A7a

22 0 22 0

(Note 7)
(Note 16)

(Note 7)
(Note 16)

Sub-Group C12b

Verification of the 
function (as for 
Sub-Group A7a) and 
static characteristics (as 
in Sub-Group A4b) at 
minimum operating 
temperature

ND Tamb = Tamb min.
Electrical conditions as 
for Sub-Groups A4a and 
A7a

As for 
Sub-Groups A4b 
and A7b

22 0 22 0

(Note 7)
(Note 16)

(Note 7)
(Note 16)

Sub-Group C13

Salt mist 4.6.14
(Where appropriate)

D 4.6.14 11 0 11 0

Sub-Group C14

Additional electrical 
characteristics

ND See relevant SS, FS, 
BDS and DS

22 0 22 0

(Note 7) (Note 7)
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NOTE 1 One inspection lot: max. 1 week and max. 35 000 devices.
NOTE 2 One inspection lot: max. 1 month or 4 consecutive weeks.
NOTE 3 Correlated measurements are allowed: see 4.5.10.
NOTE 4 Only the following defects are defined as (visual) inoperatives: 

— type identification marking, missing or wrong;
— wrong reference for terminal identification;
— pins missing and/or broken;
— package damaged or incomplete such that chip or bond wires are exposed.

NOTE 5 Verification of the function may be implicitly contained in tests performed in Sub-Groups A3 to A7b.
NOTE 6 With correlation: same characteristics as in Sub-Group A5; without correlation: same characteristics as in Sub-Group A5, 
except where measurability problems justify the shift of a characteristic to Sub-Group C14. This shall be specified in the DS.
NOTE 7 Sampling size can be increased according to LTPD Tables with a maximum acceptance number c = 1. However the 
application of this clause to all Sub-Groups for which it is applicable shall not result in a total combined of defectives exceeding 2 for 
cavity packages and 4 for non cavity packages.

Examination or test D 
ND Conditions of test Limits to be 

specified Inspection requirements

GROUP D Inspection Assessment levels

P Y

n c n c

Sub-Group D1

Electrical endurance 
8 000 h
See relevant SS, FS, BDS or 
DS

D Tamb = Tamb max.
See relevant SS, FS, BDS 
or DS

20 — 20 —

(Note 14)

End point tests:
Electrical tests:
Sub-Groups A2, A3 and A5

As for Sub-Groups A2, A3 
and A5

As for 
Sub-Groups A2, 
A3 and A5

Sub-Group D2

Transient energy test D 4.5.9 See relevant 
SS, FS, BDS 
and DS

11 0 11 0

End point tests:
Sub-Groups A2, A3 and A5

Sub-Groups A2, A3 and A5 Sub-Groups A2, 
A3 and A5

(Note 7) (Note 7)

Sub-Group D3

Thermal overstress 
(Under consideration)
(Where appropriate see 
option 2 of 2.5.4)

D (Under consideration) (Under 
consideration)

Sub-Group D4

Latch up
(Under consideration)
(Where appropriate see 
option 2 of 2.5.4)

D (Under consideration) (Under 
consideration)

Sub-Group D5

Input capacitance (Cin) 
(Where appropriate)

ND See relevant FS, BDS and 
DS

See relevant 
FS, BDS and 
DS

8 1 8 1

Sub-Group D6

Output capacitance (Cout) 
(Where appropriate)

ND See relevant FS, BDS and 
DS

See relevant 
FS, BDS and 
DS

8 1 8 1
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NOTE 8 Components subjected to test B4 shall have satisfied the requirements 4.6.9 1) or 4.6.9 3) and 4.6.9 2) (applicable to cavity 
devices with non-organic sealing only). 
NOTE 9 Damp heat cyclic test — IEC 68-2-30, Test Db, 55 °C, 6 cycles, variant 2 — shall be used until the damp heat stead state 
highly accelerated test is published.
NOTE 10 End point tests for level P: electrical tests are A2, A3 and A5.
NOTE 11 This test is not applicable for the devices with a screening class including a burn-in test of 168 h minimum duration, with 
an applicable PDA of 5 % maximum and if the temperature and operating conditions for burn-in are the same or more severe than 
the conditions for endurance testing. Where they are applied, accelerated test conditions shall be the same for burn-in and endurance 
testing.
NOTE 12 Components subjected to test C4 shall have satisfied the requirements of 4.6.9 1) or 4.6.9 3) and 4.6.9 2) (applicable to 
cavity devices with non-organic sealing only).
NOTE 13 After three successful consecutive tests the periodicity may be reduced to once per year.
NOTE 14 Applicable if specified in the DS.
NOTE 15 The tests of Sub-Group A6 that are performed with correlated test procedures.
NOTE 16 The tests of Sub-Groups A4 and A7 that are performed with correlated test procedures.

4 Test and measurement procedures
4.1 Standard conditions for testing

All tests shall be performed under the conditions given below as required by the test procedure.

4.1.1 Standard atmospheric conditions for reference

NOTE Air pressure is in accordance with IEC 68-1. Temperature and relative humidity are in accordance with IEC 749.

4.1.2 Standard atmospheric conditions for referee tests (See Clause 5.2 of IEC 68-1)

NOTE The relative humidity may be disregarded where it has no influence on the test results.

4.1.3 Standard atmospheric conditions for testing (See Clause 5.3 of IEC 68-1)

4.1.4 Standard atmospheric conditions for electrical measurements

NOTE These conditions are in accordance with Clause 5.3 of IEC 68-1, except for the temperature (see IEC 749).

4.1.5 Standard recovery conditions

NOTE These conditions are in accordance with Clause 5.4 of IEC 68-1, except for humidity.

4.2 Visual examination

4.2.1 Internal visual examination (pre-cap inspection)

When prescribed by the relevant specification, the internal visual examination shall be performed 
following the method described in Annex A of this specification.

Temperature: 25 °C
Relative humidity: 50 %
Air pressure: 1 013 hPa

Temperature: (25 ± 1) °C
Relative humidity: between 48 % and 52 %
Air pressure: between 860 hPa and 1 060 hPa

Temperature: between 15 °C and 35 °C
Relative humidity: between 45 % and 75 %
Air pressure: between 860 hPa and 1 060 hPa

Temperature: (25 + 5) °C
Relative humidity: between 45 % and 75 %
Air pressure: between 860 hPa and 1 060 hPa

Temperature: actual laboratory temperature within the temperature range 
between 15 °C and 35 °C

Relative humidity: between 45 % and 75 %
Air pressure: between 860 hPa and 1 060 hPa
Recovery period: until reference point temperature equilibrium is reached
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For screening purposes, the test condition A, in A.3.1, applies to Class H devices and the test condition B, 
in A.3.2, applies to Classes B and C devices. (Classes of microcircuits refer to screening requirements 
of 4.10.)
For other purposes, the relevant DS shall prescribe requirements as in A.4.
An alternative screening method as define in A.3.4 of Annex A may be used on an optional basis on any 
microcircuits, where Condition B of “Internal Visual Examination” is specified as applicable for the 
relevant screening classes.
This alternate method may be used if the conditions and limits of the special electrical tests and other own 
applicable manufacturer’s tests are submitted to, and approved by the ONS, and if at least one of the 
following criteria is met:

1) Minimum horizontal geometry is less than 5 4m.
2) Two or more levels of metallization.
3) Opaque materials mask design features.

4.2.2 External visual examination

Unless otherwise specified, visual examination shall be performed under approved factory lighting 
conditions and under normal visual conditions.
Inspection shall include the following items:

— correctness of marking and legibility (excluding possible confusion between figures and/or letters)
— correctness of terminal identification
— correctness of appearance 
(for example, no broken encapsulation or terminals, no cracks in encapsulation, no open encapsulation)

4.3 Dimensions

Dimensions shall be checked in accordance with the reference drawings or as prescribed in the DS. The 
dimensions which shall be checked as part of the Group B and Group C are indicated in Table 1, using the 
reference letters of IEC 191-3.
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Table 1 

4.4 Immersion in cleaning solvents

This test shall be in accordance with Test XA of IEC 68-2-45:1980 with the following requirements:
The sample shall be divided in two equal parts:

— The first part shall be submitted to test with solvent defined by sub-clause 3.1.1 of IEC 68-2-45 at the 
temperature of (23 ± 5) °C.
— The second part shall be submitted to test with solvent defined by sub-clause 3.1.2 of IEC 68-2-45 at 
the temperature of (55 ± 5) °C.

Initial measurements:

Final measurements:

Form of device
(NOTE 1) Sub-Group B1 Sub-Group C1

FORM 1

Amax.
A1 min.
Ì b2 min. + max.
e (NOTE 2)
Lmin.
Zmax.
Z1 max.

FORM 2

Amax.
A1 min.
bmin. + max.
Cmin. + max.
e (NOTE 2)
Lmin.
Zmax.

other dimensions 
not included in B1

FORM 3

Amax.
Ì a (NOTE 2)
Ì b2 min. + max.
Ì Dmax.
Lmin.
! and/ or " (NOTE 2)

FORM 4

Amax.
bmin. + max.
e (NOTE 2)
Hmin. + max.
Lmin.
Zmax.

NOTE 1 See IEC 191-3
NOTE 2 Positional tolerances of terminals

— external visual 
examination:

see 4.2.2

— electrical measurements: optional

Conditioning: method 2 (without rubbing)

Recovery time: not less than 1 h and not more than 2 h, unless otherwise specified

— external visual examination: see 4.2.2

— electrical measurements: optional
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The values of the following test conditions shall be prescribed in the DS:
— initial electrical measurements (if applicable)
— recovery time (if different from 1 h to 2 h)
— final electrical measurements (if applicable)

4.5 Electrical measurement procedures

4.5.1 Ratings

The test conditions for all measurements shall be such that the maximum ratings of the device are not 
exceeded (see IEC 134).

4.5.2 Equilibrium conditions

All electrical tests shall be conducted under equilibrium conditions unless otherwise specified, or unless 
the measurement is being carried out under pulsed conditions. When test conditions cause significant 
change with time of the characteristics being measured, means of compression for such effects shall be 
specified; for example, the length of time that the device shall be maintained at test conditions before 
making a measurement.

4.5.3 Temperature

The ambient temperature shall be measured as the air temperature adjoining the integrated circuit in an 
environment of substantially uniform temperature, cooled only by natural air convection and not 
materially affected by reflective and radiant surfaces.

4.5.4 Precautions

The precautions shall include limits on maximum instantaneous currents and applied voltages. It is 
recommended that devices shall not be inserted into, or removed from, a test circuit while the latter is 
energized.
For electrostatic sensitive devices (for example MOS devices), adequate precautions shall be taken to 
prevent damage from static charge both before and after test.

4.5.5 Measurement circuit requirements

Unless otherwise prescribed in the DS the following tolerances shall apply:
— resistance ± 1 %
— capacitors ± 5 %
— power supplies ± 1 %
— voltage and current instruments ± 1 %
— pulse time measuring equipments ± 5 % but not less than ± 0,5 ns
— constant current source:
a current shall be considered constant if a two-to-one increase of the effective load impedance does not 
produce a change in the parameter being measured that is greater than the required accuracy of the 
measurement
— current measuring device:
the effective admittance of a current measuring device shall be sufficiently high so that halving its 
value does not significantly affect the accuracy of the measurement
— constant voltage source:
a voltage shall be considered constant if a two-to-one decrease of the effective load impedance does not 
produce a change in the parameter being measured that is greater than the required accuracy of the 
measurement
— voltage measuring device:
the effective impedance of a voltage measuring device shall be sufficiently high so that halving its value 
does not significantly affect the measurement
— load impedance:
the load impedance represents the equivalent input impedance of the test circuit and the device under 
test. For acceptance test purposes, the input impedance may be replaced by a resistor representing 
worst-case conditions
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— power supplies:
the sources of direct currents and voltages shall not have a ripple content large enough to affect the 
desired accuracy of measurement. Test or supply voltages or current shall be within ± 1% of the 
specified value
— precision of measurements:
the limits specified in the DS are absolute. Measurement inaccuracies shall be taken into account when 
determining actual measurement limits

4.5.6 Multiple integrated circuits

Each functionally independent section of a multiple integrated circuit shall be tested individually and all 
terminals associated solely with sections not under test shall be left open circuit, or as specified. Multiple 
integrated circuits shall be checked to ensure that interaction is not present between functionally 
independent sections.
Each of a group of functionally equivalent signal terminals shall be tested individually, with connections 
applied to the remainder as specified in the DS.

4.5.7 Unspecified connections to terminals

Any terminal for which no conditions are specified, shall be left open-circuited.

4.5.8 Electrical measuring methods

Measurements may be carried out by using the methods as prescribed in the SS or any other method giving 
compatible results, but in case of conflict, the specified method shall be used.
NOTE By “compatible” it is meant that the value of the characteristic established by such other method will fall within the specified 
limits when measured by the specified method (see also CECC 00111).

4.5.9 Transient energy test

Purpose
To prove the capability of an integrated circuit to withstand a specified level of electrostatic discharge.

The insulation resistance of the capacitor C1 shall be greater than 1 G7. S1 is a break-before-make 
bounceless switch (for example a mercury-wetted relay). The stray capacitance (excluding the device under 
test) should not exceed 5 % of the value of C1. Switch S2 prevents the build-up of charge in the stray 
capacitance and shall be closed during the insertion and removal of the device under test.
Description
With S1 in position 1, the capacitor C1 is charged to the voltage V, the source of which may be either 
polarity, via the protection resistor R1. This resistor has the double function to protect the power supply 
and the operator in case of malfunction. Its resistance shall be 1 M7 to 10 M7. With S2 open and S1 in 
position 2, capacitor C1 is discharged into the device under test via the resistor R2.

Figure 1 

PS DC Power supply DUT Device under test

V 500 V R1 Protection resistor

R2 1,5 kohm C1 100 pF
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The test is regarded as destructive.
The performance of the test apparatus shall be verified by the following procedure. With no device in the 
test socket and S2 closed, the waveform across R2 shall have a rise time (10 % to 90 %) of (13 ± 2) ns. The 
decay time from the peak value to 36,8 % of this value shall be 150 ns ± 10 %. The peak value of this voltage 
shall be within ± 5 % of the specified value.

Test procedure
With all other terminals open-circuited, each specified pair of terminals is subjected to a minimum 5 cycles 
with one polarity of the voltage V, with a time interval between each discharge of 
between 100 and 5 000 ms. Each single terminal including supply terminal(s) shall be tested with respect 
to the reference terminal(s) then with respect to each supply terminal of the device.
The test is repeated with the other polarity of voltage V.
Precautions
The device should be handled as an electrostatic sensitive device (see IEC 747-1, Chapter IX, Clause 3).
Specified conditions:
Test voltage, if other than 500 V
Post-test measurements
The conditions should be prescribed as far as possible in order to achieve comparable test results.

4.5.10 Correlated measurements

1) Procedures for correlated measurements
If it can be demonstrated that the results of an electrical or functional parameter tested under two 
different conditions are correlated, it is allowed to perform the test of the relevant characteristic under 
one condition only.
This test condition may not necessarily be the specified one.
Example: Measurements at 25 °C, correlated with those at 125 °C 

— The applicable correlation is determined as shown in 4.5.10 2) a) or b)
— The defined correlations shall be checked as shown in 4.5.10 3)

2) Methods for correlation measurement
Two methods are allowed to determine correlation 

— Statistical correlation
— Empirical method

The method is selected by the manufacturer.
The applied correlated limits for each relevant characteristic are declared to the ONS. 

a) Statistical Correlation
This method is based on the calculation of the correlation coefficient r which shall be higher 
than 0,85. This coefficient r is defined by the formula

Figure 2 
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where xi = Xi – X 

yi = Yi – Y

Xi and Yi are the results of tests under the two relevant conditions

X and Y are the arithmetic means of the n values of Xi and Yi respectively

n is the sample size
The sample size is at least 100 pieces for each product type from three different production lots 
(33 pieces minimum per production lot).
The formulae applied to the readouts of the relevant electrical characteristics to be correlated.
b) Empirical Method
Based on: 

— a thorough knowledge of the technology
— a good understanding of the influence of the relevant test conditions on the product 
performances

The formula applies to determine correlated limits.
3) Verification of correlated test limits
The verification is performed with a sample which is first tested according to correlated test conditions 
and test limits, and then to the specified test conditions and limits.
The number of devices tested shall be as large as necessary to obtain, at least, the specified sample size 
n which is accepted at the first test.
The correlation is not valid if the number of devices accepted in the first test and not accepted in the 
second test is more than the relevant acceptance criteria C.
This verification takes place: 

— during qualification of a type (structural similarity rules do not apply) n = 76, C = 0
— during periodic testing (structural similarity rules apply) according, to the relevant quality 
assessment procedures

4.5.11 Die attach (ND)

Purpose
To determine the integrity of die attachment using a thermal transient measurement, which is an essential 
requirement for integrated circuits to be used in long term applications.
Description
With all substrate diodes [input(s), output(s), power supply terminal(s)] connected in parallel, a current 
pulse is applied to the device under test, resulting in a nearly homogeneous heating of the die. The 
variation on the effective substrate diode forward voltage is measured.
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Procedure
The ambient temperature conditions shall be set to the specified value. The current Ip is set to the specified 
value. The value of the power burst should be greater than 5 % of the rated package dissipation. The 
measuring current Im is set to 1 mA.
The integrated circuit shall be inserted into the test socket in accordance with its marking and terminal 
identification.
With switch S open the measuring current source is switched on, and the voltage V1 across the substrate 
diode is measured.
The power burst is applied by closing switch S for 100 ms.
Within 1 ms after removal of the power burst the voltage V2 across the substrate diode is measured.
The variation of the diode forward voltage is calculated from V1 – V2.
The measurement current source is switched off and the integrated circuit is removed from the test socket.

Specified conditions
The values of the following test conditions shall be prescribed in the DS.

— Ambient temperature for the test
— Power burst current Ip

— Limits of the diode forward voltage variation V1 – V2

4.6 Environmental testing procedures

The following tests are indicated “destructive” (D) or “non-destructive” (ND) according to their effect on the 
device.
For additional information on delivery see 3.4.8.
Definition of axes see 4.7.

4.6.1 Storage at high and low temperatures

1) Storage at high temperature (ND)
This test shall be in accordance with Test Ba of IEC 68-2-2:1974 [with supplement IEC 68-2-2A:1976)], 
amended by IEC 749 with the following requirements: 

Preconditioning: none

Initial measurements: optional

Severity:

— temperature: Tstg max. unless otherwise specified

— duration:
168 –10

+16 h , 336 –20
+16 h , 672 –30

+20 h , 1 000 –30
+36 h
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No loading (electrical operation) or measurement during conditioning.

The values of the following test conditions shall be prescribed in the DS: 
— initial measurements (if applicable)
— temperature of conditioning (if different from Tstg max.)
— duration of conditioning
— recovery conditions (if non standard)
— final measurements (if applicable)

2) Storage at low temperature (ND)
This test is similar to Test Aa of IEC 68-2-1:1974 [with supplement IEC 68-2-1A:1976)] with the 
following requirements: 

No loading (electrical operation) or measurement during conditioning.

The values of the following test conditions shall be prescribed in the DS: 
— initial measurements (if applicable)
— temperature of conditioning (if different from Tstg min.)
— duration of conditioning
— recovery conditions (if non standard)
— final measurements (if applicable)

4.6.2 Damp heat, steady-state (D)

Reference: IEC 68-2-3, third edition (1969), Test Ca: Damp heat, steady-state.
This test shall be in accordance with Test Ca, with the following specific requirements:

1) Object
To assess, using unsaturated damp heat, the external aspect (such as surface finish) of semiconductor 
devices.
2) Information to be given in the relevant specification 

a) Pre-conditioning procedure: none
b) Checks to be made prior to the test: 

— mechanical tests: none
— electrical tests: none
— visual examination

c) Prior to the introduction of the device into the chamber, the device shall be heated to a temperature 
greater than that of the chamber, so as to avoid condensation on the device; as an alternative, the 
chamber may be brought to room ambient temperature prior to introduction of devices into it
d) Severities: 10, 21 or 56 days: 21 and 56 days to be preferred
e) Loading (electrical operation) during conditioning: none
f) Electrical and mechanical checks to be made during conditioning and the period(s) after which they 
should be performed: none

Recovery: standard unless otherwise specified

Preconditioning: none

Initial measurements: optional

Severity:

— temperature: Tstg min. unless otherwise specified

— duration:

Recovery: standard unless otherwise specified

168 –10
+16 h , 336 –20

+16 h , 672 –30
+20 h ,1 000 – 30

+ 36 h  
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