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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
INTERNATONAL SPECIAL COMMITTEE ON RADIO INTERFERENCE 

____________ 
 

SPECIFICATION FOR RADIO DISTURBANCE AND IMMUNITY 
MEASURING APPARATUS AND METHODS – 

 
Part 2: Methods of measurement of disturbances and immunity 

 
 
 

FOREWORD 
1) The formal decisions or agreements of the CISPR on technical matters, prepared by subcommittees on which 

all the National Committees and other Member Organizations of the CISPR having a special interest therein 
are represented, express, as nearly as possible, an international consensus on the subjects dealt with. 

2) They have the form of recommendations for international use and they are accepted by the National 
Committees and other Member Organizations of the CISPR in that sense. 

3) In order to promote international unification, the CISPR expresses the wish that all National Committees should 
adopt the text of the CISPR recommendations for their national rules in so far as national conditions will 
permit. Any divergence between the CISPR recommendations and the corresponding national rules should, as 
far as possible, be clearly indicated in the latter.  
 

This standard has been prepared by CISPR subcommittee A: Radio interference measure-
ments and statistical methods. 

This consolidated version of CISPR 16-2 is based on the first edition (1996) [documents 
CISPR/A(CO)66+73+74 and CISPR/A/260/RVD, CISPR/A(CO)85+86], its amendment 1 (1999) 
[documents CISPR/A/241/FDIS and CISPR/A/249/RVD] and its amendment 2 (2002) 
[documents CISPR/A/375/FDIS and CISPR/A/396/RVD]. 

It bears the edition number 1.2. 

A vertical line in the margin shows where the base publication has been modified by 
amendments 1 and 2. 

This CISPR publication is expected to be amended in the future, as dictated by experience 
gained from its use. 

Annexes A, B, C, D and E are for information only. 

This standard should be read in conjunction with CISPR 16-1. 

The committee has decided that the contents of the base publication and its amendment will 
remain unchanged until 2003. At this date, the publication will be  
• reconfirmed; 
• withdrawn; 
• replaced by a revised edition, or 
• amended. 
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SPECIFICATION FOR RADIO DISTURBANCE AND IMMUNITY MEASURING 
APPARATUS AND METHODS – 

 
Part 2: Methods of measurement of disturbances and immunity 

 
 
 

1  Section 1: General 

 

1.1 Scope 

This part of CISPR 16 specifies the methods of measurement of EMC phenomena in the 
frequency range 9 kHz to 18 GHz. 

1.2 Normative references 

The following referenced documents are indispensable for the application of this document. For 
dated references, only the edition cited applies. For undated references, the latest edition of 
the referenced document (including any amendments) applies. 

IEC 60083:1975, Plugs and socket-outlets for domestic and similar general use – Standards 

IEC 60364-4: Electrical installations of buildings – Part 4: Protection for safety 

CISPR 11:1990, Limits and methods of measurement of electromagnetic disturbance 
characteristics of industrial, scientific and medical (ISM) radio-frequency equipment 

CISPR 13:1990, Limits and methods of measurement of radio interference characteristics of 
sound and television broadcast receivers and associated equipment 

CISPR 14:1985, Limits and methods of measurement of radio interference characteristics of 
household electrical appliances, portable tools and similar electrical apparatus 

CISPR 14:1993, Limits and methods of measurement of radio disturbance characteristics of 
electrical motor-operated and thermal appliances for household and similar purposes, electric 
tools and electric apparatus 

CISPR 16-1:1993, Specification for radio disturbance and immunity measuring apparatus and 
methods – Part 1: Radio disturbance and immunity measuring apparatus 

ITU-R 468: Measurement of audio-frequency noise voltage level in sound broadcasting 

1.3 Definitions 

For the purpose of this part of CISPR 16, the definitions of IEC 60050(161) apply, as well as 
the following: 

1.3.1 
associated equipment 
1) transducers (e.g. probes, networks and antennas) connected to a measuring receiver or 

test generator 
2) transducers (e.g. probes, networks, antennas) which are used in the signal or disturbance 

transfer between an EUT and measuring equipment or a (test-) signal generator 

CISPR 16−2:1996
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1.3.2 
EUT 
the equipment (devices, appliances and systems) subjected to EMC (emission and immunity) 
compliance tests 

1.3.3 
product publication 
publication specifying EMC requirements for a product or product family, taking into account 
specific aspects of such a product or product family 

1.3.4 
emission limit (from a disturbing source) 
the specified maximum emission level of a source of electromagnetic disturbance 
[IEV 161-03-12] 

1.3.5 
immunity limit 
the specified minimum immunity level [IEV 161-03-15] 

1.3.6 
ground reference 
a connection that constitutes a defined parasitic capacitance to the surrounding of an EUT and 
serves as reference potential 
NOTE See also IEV 161-04-36. 

1.3.7 
(electromagnetic) emission 
the phenomenon by which electromagnetic energy emanates from a source [IEV 161-01-08] 

1.3.8 
Immunity (to a disturbance) 
the ability of a device, equipment or system to perform without degradation in the presence of 
an electromagnetic disturbance [IEV 161-01-20] 

1.3.9 
coaxial cable 
a cable containing one or more coaxial lines, typically used for a matched connection of 
associated equipment to the measuring equipment or (test-)signal generator providing a 
specified characteristic impedance and a specified maximum allowable cable transfer 
impedance 

1.3.10 
common mode (asymmetrical disturbance voltage) 
the RF voltage between the artificial midpoint of a two-conductor line and reference ground, or 
in case of a bundle of lines, the effective RF disturbance voltage of the whole bundle (vector 
sum of the unsymmetrical voltages) against the reference ground measured with a clamp 
(current transformer) at a defined terminating impedance 
NOTE See also IEV 161-04-09. 

1.3.11 
common mode current 
the vector sum of the currents flowing through two or more conductors at a specified cross-
section of a "mathematical" plane intersected by these conductors 

CISPR 16−2:1996

6

Full document details: BS CISPR 16-2:1996

http://www.avadocuments.com/doc/bs-cispr-16-2-1996
http://www.avadocuments.com/doc/bs-cispr-16-2-1996


 

 

1.3.12 
differential mode voltage; symmetrical voltage 
the RF disturbance voltage between the wires of a two conductor line [IEV 161-04-08, modified] 

1.3.13 
differential mode current 
half the vector difference of the currents flowing in any two of a specified set of active 
conductors at a specified cross-section of a "mathematical" plane intersected by these 
conductors 

1.3.14 
unsymmetrical mode (V-terminal voltage) 
the voltage between a conductor or terminal of a device, equipment or system and a specified 
ground reference. For the case of a two-port network, the two unsymmetrical voltages are 
given by:  
a) the vector sum of the asymmetrical voltage and half of the symmetrical voltage; and  
b) the vector difference between the asymmetrical voltage and half of the symmetrical voltage. 
NOTE See also IEV 161-04-13. 

1.3.15 
measuring receiver 
a receiver for the measurement of disturbances with different detectors 
NOTE The receiver is specified according to CISPR 16-1. 

1.3.16 
test configuration 
gives the specified measurement arrangement of the EUT in which an emission or immunity 
level is measured 
NOTE The emission level or immunity level is measured as required by IEV 161-03-11, IEV 161-03-12, IEV 161-03-14 and 
IEV 161-03-15, definitions of emission level and immunity level. 

1.3.17 
artificial network (AN) 
an agreed reference load (simulation) impedance presented to the EUT by actual networks 
(e.g., extended power or communication lines) across which the RF disturbance voltage is 
measured 

1.3.18 
artificial mains network (AMN) 
a network inserted in the supply mains lead of apparatus to be tested which provides, in a 
given frequency range, a specified load impedance for the measurement of disturbance 
voltages and which may isolate the apparatus from the supply mains in that frequency range 
[IEV 161-04-05] 

1.3.19 
weighting (quasi-peak detection) 
the repetition-rate dependent conversion of the peak-detected pulse voltages to an indication 
corresponding to the psychophysical annoyance of pulsive disturbances (acoustically or 
visually) according to the weighting characteristics, or alternatively gives the specified manner 
in which an emission level or an immunity level is evaluated 
NOTE 1 The weighting characteristics are specified in CISPR 16-1. 

NOTE 2 The emission level or immunity level is evaluated as required by IEC 60050(161) definitions of level (see 
IEV 161-03-01, IEV 161-03-11 and IEV 161-03-14). 
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1.3.20 
continuous disturbance 
RF disturbance with a duration of more than 200 ms at the IF-output of a measuring receiver, 
which causes a deflection on the meter of a measuring receiver in quasi-peak detection mode 
which does not decrease immediately [IEV 161-02-11, modified] 
NOTE The measuring receiver is specified in CISPR 16-1. 

1.3.21 
discontinuous disturbance 
for counted clicks, disturbance with a duration of less than 200 ms at the IF-output of a 
measuring receiver, which causes a transient deflection on the meter of a measuring receiver 
in quasi-peak detection mode 
NOTE 1 For impulsive disturbance, see IEV 161-02-08. 

NOTE 2 The measuring receiver is specified in CISPR 16-1.  
 

2  Section 2: Disturbance measurements 

2.1 Types of disturbance to be measured 

This subclause describes the classification of different types of disturbance and the detectors 
appropriate for their measurement. 

2.1.1 Types of disturbance 

For physical and psychophysical reasons, dependent on the spectral distribution, measuring 
receiver bandwidth, the duration, rate of occurrence, and degree of annoyance during the 
assessment and measurement of radio disturbance, distinction is made between the following 
types of disturbance: 

a) narrowband continuous disturbance, i.e. disturbance on discrete frequencies as, for 
example, the fundamentals and harmonics generated with the intentional application of RF 
energy with ISM equipment, constituting a frequency spectrum consisting only of individual 
spectral lines whose separation is greater than the bandwidth of the measuring receiver so 
that during the measurement only one line falls into the bandwidth in contrast to b); 

b) broadband continuous disturbance, which normally is unintentionally produced by the 
repeated impulses of, for example, commutator motors, and which have a repetition 
frequency which is lower than the bandwidth of the measuring receiver so that during the 
measurement more than one spectral line falls into the bandwidth; and 

c) broadband discontinuous disturbance is also generated unintentionally by mechanical or 
electronic switching procedures, for example by thermostats or programme controls with a 
repetition rate lower than 1 Hz (click-rate less than 30/min). 

The frequency spectra of b) and c) are characterized by having a continuous spectrum in the 
case of individual (single) impulses and a discontinuous spectrum in case of repeated 
impulses, both spectra being characterized by having a frequency range which is wider than 
the bandwidth of the measuring receiver specified in CISPR 16-1. 
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2.1.2 Detector functions 

Depending on the types of disturbance, measurements may be carried out using a measuring 
receiver with: 

a) an average detector generally used in the measurement of narrowband disturbance and 
signals, and particularly to discriminate between narrowband and broadband disturbance; 

b) a quasi-peak detector provided for the weighted measurement of broadband disturbance for 
the assessment of audio annoyance to a radio listener, but also usable for narrowband 
disturbance; 

c) a peak detector which may be used for either broadband or narrowband disturbance 
measurement. 

Measuring receivers incorporating these detectors are specified in CISPR 16-1. 

2.2 Connection of measuring equipment 

This subclause describes the connection of measuring equipment, measuring receivers and 
associated equipment such as artificial networks, voltage and current probes, absorbing 
clamps and antennas. 

2.2.1 Connection of associated equipment 

The connecting cable between the measuring receiver and the associated equipment shall be 
shielded and its characteristic impedance shall be matched to the input impedance of the 
measuring receiver. 

The output of the associated equipment shall be terminated with the prescribed impedance. 

2.2.2 Connections to RF reference ground 

The artificial mains network (AMN) shall be connected to the reference ground by a low RF 
impedance, e.g. by direct bonding of the case of the AMN to the reference ground or reference 
wall of a shielded room, or with a low impedance conductor as short and as wide as practical 
(maximum length to width ratio is 3:1). 

Terminal voltage measurements shall be referenced only to the reference ground. Ground 
loops (common impedance coupling) shall be avoided. This should also be observed for 
measuring apparatus (e.g. measuring receivers and connected associated equipment, such as 
oscilloscopes, analyzers, recorders, etc.) fitted with a protective earth conductor (PE) of 
Protection Class I equipment. If the PE connection of the measuring apparatus and the PE 
connection of the power mains to the reference ground do not have RF isolation from the 
reference ground, the necessary RF isolation shall be provided by means such as RF chokes 
and isolation transformers, or if applicable, by powering the measuring apparatus from 
batteries, so that the RF connection of the measuring apparatus to the reference ground is 
made via only one route.  

For the treatment of PE connection of the EUT to the reference ground, see clause A.4. 

Stationary test configurations do not require a connection with the protective earth conductor if 
the reference ground is connected directly and meets the safety requirements for protective 
earth conductors (PE connections). 
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2.2.3 Connection between the EUT and the artificial mains network 

General guidelines for the selection of grounded and non-grounded connections of the EUT to 
the AMN are discussed in annex A. 

2.3 General measurement requirements and conditions 

Radio disturbance measurements shall be: 

a) reproducible, i.e. independent of the measurement location and environmental conditions, 
especially ambient noise; 

b) free from interactions, i.e. the connection of the EUT to the measuring equipment shall 
neither influence the function of the EUT nor the accuracy of the measurement equipment. 

 These requirements may be met by observing the following conditions: 
c) existence of a sufficient signal-to-noise ratio at the desired measurement level, e.g. the 

level of the relevant disturbance limit; 
d) having a defined measuring set-up, termination and operating conditions of the EUT; 
e) having a sufficiently high impedance of the probe at the measuring point, in the case of 

voltage probe measurements; 
f) when using a spectrum analyzer or scanning receiver due considerations shall be given to 

its particular operating and calibration requirements. 

2.3.1 Disturbance not produced by the equipment under test 

The measurement signal-to-noise ratio with respect to ambient noise shall meet the following 
requirements. Should the spurious noise level exceed the required level, it shall be recorded in 
the test report. 

2.3.1.1 Compliance testing 

A test site shall permit emissions from the EUT to be distinguished from ambient noise. The 
ambient noise level should preferably be 20 dB, but at least be 6 dB below the desired 
measurement level. For the 6 dB condition, the apparent disturbance level from the EUT is 
increased by up to 3,5 dB. The suitability of the site for required ambient level may be 
determined by measuring the ambient noise level with the test unit in place but not operating. 

In the case of compliance measurement according to a limit, the ambient noise level is 
permitted to exceed the preferred –6 dB level provided that the level of both ambient noise and 
source emanation combined does not exceed the specified limit. The EUT is then considered 
to meet the limit. Other actions can also be taken; for example, reduce the bandwidth for 
narrowband signals and/or move the antenna closer to the EUT. 

NOTE If both the ambient field strength and field strength of ambient and EUT are measured separately, it may be 
possible to provide an estimate of the EUT field strength to a quantifiable level of uncertainty. Reference is made in 
this respect in annex E and annex C of CISPR 11. 

2.3.2 Measurement of continuous disturbance 

2.3.2.1 Narrowband continuous disturbance 

The measuring set shall be kept tuned to the discrete frequency under investigation and 
returned if the frequency fluctuates. 
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2.3.2.2 Broadband continuous disturbance 

For the assessment of broadband continuous disturbance the level of which is not steady, the 
maximum reproducible measurement value shall be found. See 2.3.4.1 for further details. 

2.3.2.3 Use of spectrum analyzers and scanning receivers 

Spectrum analyzers and scanning receivers are useful for disturbance measurements, 
particularly in order to reduce measuring time. However, special consideration must be given to 
certain characteristics of these instruments, which include: overload, linearity, selectivity, 
normal response to pulses, frequency scan rate, signal interception, sensitivity, amplitude 
accuracy and peak, average and quasi-peak detection. These characteristics are considered in 
annex B. 

2.3.3 Operating conditions of the EUT 

The EUT shall be operated under the following conditions: 

2.3.3.1 Normal load conditions 

The normal load conditions shall be as defined in the product specification relevant to the EUT, 
and for EUTs not so covered, as indicated in the manufacturer's instructions. 

2.3.3.2 The time of operation 

The time of operation shall be, in the case of EUTs with a given rated operating time, in 
accordance with the marking; in all other cases, the time is not restricted. 

2.3.3.3 Running-in time 

No specific running-in time, prior to testing, is given, but the EUT shall be operated for a 
sufficient period to ensure that the modes and conditions of operation are typical of those 
during the life of the equipment. For some EUTs, special test conditions may be prescribed in 
the relevant equipment publications. 

2.3.3.4 Supply 

The EUT shall be operated from a supply having the rated voltage of the EUT. If the level of 
disturbance varies considerably with the supply voltage, the measurements shall be repeated 
for supply voltages over the range of 0,9 to 1,1 times the rated voltage. EUTs with more than 
one rated voltage shall be tested at the rated voltage which causes maximum disturbance. 

2.3.3.5 Mode of operation 

The EUT shall be operated under practical conditions which cause the maximum disturbance at 
the measurement frequency. 

2.3.4 Interpretation of measuring results 

2.3.4.1 Continuous disturbance 

a) If the level of disturbance is not steady, the reading on the measuring receiver is observed 
for at least 15 s for each measurement; the highest readings shall be recorded, with the 
exception of any isolated clicks, which shall be ignored (see 4.2 of CISPR 14). 
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b) If the general level of the disturbance is not steady, but shows a continuous rise or fall of 
more than 2 dB in the 15 s period, then the disturbance voltage levels shall be observed for 
a further period and the levels shall be interpreted according to the conditions of normal 
use of the EUT, as follows: 
1) if the EUT is one which may be switched on and off frequently, or the direction of 

rotation of which can be reversed, then at each frequency of measurement the EUT 
should be switched on or reversed just before each measurement, and switched off just 
after each measurement. The maximum level obtained during the first minute at each 
frequency of measurement shall be recorded; 

2) if the EUT is one which in normal use runs for longer periods, then it should remain 
switched on for the period of the complete test, and at each frequency the level of 
disturbance shall be recorded only after a steady reading (subject to the provision that 
item a) has been obtained). 

c) If the pattern of the disturbance from the EUT changes from a steady to a random 
character part way through a test, then that EUT shall be tested in accordance with item b). 

d) Measurements are taken throughout the complete spectrum and are recorded at least at 
the frequency with maximum reading and as required by the relevant CISPR publication.  

2.3.4.2 Discontinuous disturbance 

Measurement of discontinuous disturbance may be performed at a restricted number of 
frequencies. For further details, see CISPR 14.  

2.3.4.3 Measurement of the duration of disturbances 

The EUT is connected to the relevant artificial mains network. If a measuring set is available, it 
is connected to the network and a cathode-ray oscilloscope is connected to the i.f. output of the 
measuring set. If a receiver is not available, the oscilloscope is connected directly to the 
network. The time base of the oscilloscope can be started by the disturbances to be tested; the 
time base is set to a value of 1 ms/div –10 ms/div for EUT with instantaneous switching and 10 
ms/div – 200 ms/div for other EUT. The duration of the disturbance can either be recorded 
directly by a storage oscilloscope or digital oscilloscope or by photograph or hard copy 
recording of the screen. 

2.4 Measurement of disturbances conducted along leads, 9 kHz to 30 MHz 

2.4.1 Introduction 

When testing for compliance with emission limits for electromagnetic disturbances conducted 
along leads, the following items shall be considered as minimum, both in the standardized 
situation (type tests) and at the place of installation (in situ tests): 

a) the types of disturbances: there are two methods of measuring conducted disturbances, 
either as a voltage (prevailing method for CISPR measurements) or as a current. Both 
methods can be used to measure the three types of conducted disturbances, i.e: 
–  common mode (also called asymmetrical mode) 
–  differential mode (also called symmetrical mode) 
–  unsymmetrical mode 

 NOTE The unsymmetrical mode voltage is primarily measured at the mains network. The common mode 
voltage (or current) is measured primarily for signal and control lines. 

b) the measuring equipment: the type of measuring equipment is chosen in relation to the 
disturbance properties to be determined (see 2.4.2); 
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c) the associated equipment: the type of associated equipment, i.e., artificial networks, current 
probes or voltage probes, is chosen in accordance with the type of disturbance to be 
measured in accordance with 2.4.1 a). Each type of associated equipment presents RF 
loading to the measured signals and lines (see 2.4.3); 

d) RF load conditions of the disturbance source: the measuring set-up will present certain RF 
load impedances to the disturbance source(s) in the EUT. These impedances are 
standardized in type tests or might depend on the conditions at the place of installation in 
the case of in situ tests (see 2.4.3 and 2.4.4); 

e) the test configuration of EUT: a standardized test configuration shall specify the reference 
ground, the position of the EUT and associated measuring equipment with respect to that 
reference ground, connections to that reference ground and interconnections of the EUT 
with the associated equipment (see 2.4.4 and 2.4.5). 

2.4.2 Measuring equipment (receivers, etc.) 

In general, a distinction is drawn between continuous and discontinuous disturbances. 
Continuous radio-frequency disturbances are predominantly measured in terms of frequency 
domain parameters. Discontinuous disturbances are also measured in terms of frequency 
domain parameters but may need additional time domain measurements. 

The measuring sets and other measuring equipment specified in CISPR 16-1 shall be used. 
For time domain measurements oscilloscopes etc. may be used. 

2.4.2.1 Use of detectors for conducted disturbance measurements 

CISPR 16-1 specifies the characteristics of detectors that are required to perform measurements 
per product specifications. Several of these product specifications require the use of both 
quasi-peak and average detectors for conducted disturbance measurements. The time 
constants of these two detectors are very long and make automated measurements time 
consuming. 

A peak detector with shorter time constants may be used to make initial measurements and to 
determine compliance with a limit. But if the measured disturbance levels are above a limit they 
shall be followed by measurements with the quasi-peak and average detectors. 

Annex D provides guidance on how these measurements may be performed efficiently. 

2.4.3 Associated measuring equipment 

Associated measuring equipment for conducted disturbance measurement is divided into two 
categories: 

a) voltage measuring sensors, such as artificial networks (AN) and voltage probes; 
 NOTE The artificial network is sometimes referred to as impedance simulation network (ISN). 

b)  current measuring sensors, such as current probes. 

2.4.3.1 Artificial networks (AN) 

The common mode, differential and unsymmetrical mode impedances of actual networks, such 
as of power mains and telephones, are location dependent and, in general, time varying. 
Therefore, type testing of disturbance requires standardized impedance simulation networks, 
referred to as artificial networks (AN). The AN provides standardized RF load impedances to 
the EUT. For this purpose, the AN is inserted in series with the terminals of the EUT and the 
actual network or signal simulator. In this way the AN simulates extended networks (long lines) 
with defined impedances. 
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2.4.3.1.1 Types of artificial networks 

The ANs specified in CISPR 16-1 shall be used, unless specific reasons call for another 
construction. In general three types of AN can be distinguished: 

a) the V-type AN: in a defined frequency range the RF impedances between each of the EUT 
terminals to be measured and the reference ground have a defined value, whereas no 
impedance component is connected directly between these terminals. The construction 
defines (indirectly) both the differential and common mode voltage measured. In principle, 
there is no limit for the number of EUT terminals, i.e. for the number of lines to be 
measured by V-type ANs; 

b) the Delta-type AN: in a defined frequency range the RF impedance between a pair of EUT 
terminals to be measured and between these terminals and the reference ground have a 
defined value. This construction defines directly both the differential and the common mode 
RF load impedances. 

 Addition of a balance/unbalance transformer makes it possible to measure the symmetric 
and asymmetric disturbance voltage; 

c) the T-type AN: in a defined frequency range the common mode RF impedance between a 
pair of EUT terminals to be measured and a reference ground has a defined value. 
In general, no defined differential load impedance is included in a T-type AN as such. 
The defined differential impedance must then be provided by the external circuit connected 
to the supply (line) terminals of the T-type AN. This type of AN is used to measure common 
mode disturbance voltages only. 

2.4.3.1.2 Minimum requirements 

The AN shall meet the following minimum requirements: 

a) in a defined frequency range the AN shall provide defined RF impedances between the 
terminals of the EUT to be measured and between these terminals and the reference 
ground. By meeting this requirement, the disturbance source to be measured is loaded in a 
defined manner if, in addition, the test configuration (see 2.4.4) is defined; 

b) if the AN is intended to separately measure common mode and/or differential mode 
disturbances (see 2.4.3.1.1), the rejection ratio of differential to common mode signals, and 
vice versa, shall be specified in the appropriate frequency range; 

c) in a defined frequency range there shall normally be an isolation between the defined RF 
impedances and the actual network (or a signal simulator) so that the loading of the AN by 
the actual network (or the signal simulator) does not unduly influence the value of any of 
the defined RF impedances; 

d) the AN shall provide a defined connection (connector) to which the defined measuring 
equipment can be connected, in order to make a defined test configuration possible. 
The input connector shall be suitable for measuring equipment with 50 Ω input impedance 
as defined in CISPR 16-1; 

e) the AN shall provide a defined connecting point to which the reference ground can be 
connected, in order to make a defined test configuration possible; 

f) the AN shall be calibrated according to a prescribed procedure. 

2.4.3.1.3 Additional requirements 

The AN shall have the following additional requirements:  

a) the AN shall contain a decoupling or blocking network to prevent: 
– damage of the components forming the defined RF impedances by the wanted line 

voltages of the network, such as the mains voltage, 
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– damage of the components forming the defined RF impedances by peak voltages 
produced by the EUT, such as switching transients, 

– influence of the rated line voltages on the measuring results, for example overload of 
the input stage of the measuring equipment; 

b) the AN shall contain a filter to prevent intentional signals on the actual network or the signal 
simulator influencing the measuring results. 

2.4.3.2 Voltage probes 

For standardized voltage probes, see CISPR 16-1. 

Disturbance voltages on terminals which are not to be measured with an AN can be measured 
with a voltage probe. Examples of such terminals are connecting jacks for antennas, control 
lines, signal lines and load lines. In general the voltage probe is used to measure the common 
mode disturbance voltage. The probe presents a high RF impedance between the terminal to 
be measured and the reference ground. 

2.4.3.2.1 Minimum requirements 

a) In a defined frequency range the voltage probe shall provide a high RF impedance between 
its measuring tip and the reference ground so as not to affect the voltage to be measured. 

b) The voltage probe shall have a blocking capacitor of such a value to ensure that line 
voltage cannot damage the measuring receiver. 

c) The voltage probe shall provide a defined 50 Ω connection (connector) to which the 
standardized measuring receiver can be connected, in order to make a defined disturbance 
measurement. 

d) The voltage probe shall provide a defined connection point to which the reference ground 
can be connected in a defined manner via a lead of defined maximum length unless the 
reference ground is connected to the EUT in another specified way. 

e) The voltage probe shall be calibrated according to a prescribed procedure, where this 
procedure shall account for parasitic effects near the test point, for example unwanted 
capacitive coupling between the test point and the screening of the probe. The voltage 
division between probe impedance and input impedance of measuring equipment shall be 
independent of frequency or accounted for in the calibration process. 

f) The voltage probe name-plate shall state the maximum line voltage.  

2.4.3.3 Current probes 

Current probes or current transformers allow the measurement of all three types of disturbance 
current (see 2.4.1) on mains leads, signal lines, load lines etc. A clip-on construction of the 
probe will facilitate its use. 

The common mode current on leads is measured when the current probe is clipped around 
those leads, regardless of the number of wires. In this situation, the differential mode currents 
on the leads will induce signals with equal magnitude but opposite sign, so that these signals 
cancel to a high degree. The latter effect allows the measurement of a common mode current 
with a small amplitude in the presence of differential mode (operating) currents with large 
amplitude. 

For already defined (and standardized) current probes see CISPR 16-1. 
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2.4.3.3.1 Minimum requirements 

a) In a defined frequency range the current probe shall have a defined transfer impedance, 
that is, a defined ratio of the RF voltage induced in the probe and the known RF current on 
a single wire running through the probe, as measured in a specified way. 

b) In a defined frequency range the insertion loss caused by the current probe, that is of the 
EUT, shall be less than 1 Ω. 

c) The current probe shall be constructed in such a way that the influence of electric fields on 
the measuring results can be neglected. 

d) The current probe shall provide a defined connection (connector) to which the defined (and 
standardized) measuring equipment can be connected, in order to make a defined test 
configuration possible. In addition, the input impedance of the measuring equipment to be 
used in connection with the current probe shall be indicated. 

e) The current probe specification shall include the maximum current rating before saturation 
effects will take place.  

f) The current probe shall be calibrated according to a prescribed procedure. 

2.4.4 Equipment test configuration 

2.4.4.1 Disposition of equipment under test and its connection to the artificial network 

For measurement of the disturbance voltage the equipment under test (EUT) is connected to 
the power supply mains and any other extended network via one or more artificial network(s) 
(in general, the V-type network is used for this purpose) (see figure 1), in accordance with the 
following requirements. Other CISPR publications supply additional test details relevant to 
particular EUTs. 

An EUT, whether intended to be grounded or not, and which is to be used on a table is 
configured as follows:  

– either the bottom or the rear of the EUT shall be at a controlled distance of 40 cm from a 
reference ground plane. This ground plane is normally the wall or floor of a shielded room. 
It may also be a grounded metal plane of at least 2 m by 2 m. This is physically 
accomplished as follows:  
• place the EUT on a table of non-conducting material which is at least 80 cm high. Place 

the EUT so that it is 40 cm from the wall of the shielded room, or  
• place the EUT on a table of non-conducting material which is 40 cm high so that the 

bottom of the EUT is 40 cm above the ground plane;  
– all other conductive surfaces of the EUT shall be at least 80 cm from the reference ground 

plane;  
– the ANs are placed on the floor as shown in figure 1 in such a way that one side of the AN 

housings is 40 cm from the vertical reference ground plane and other metallic parts; 
– the EUT cable connections shall be as shown in figure 1;  
– the optional test configuration for table-top EUT with only a power cord attached is shown in 

figure 2. 

Floor-standing EUTs are subject to the same provisions as above with the exception that they 
shall be placed on a floor, the points of contact being consistent with normal use. A ground-
connected floor of metal shall be used but shall not make metallic contact with the floor 
support(s) of the EUT. The metal floor may be used as the reference ground plane and 
shall extend at least 50 cm beyond the boundaries of the EUT and have minimum dimensions 
of 2 m by 2 m. For examples of test configurations, see figures 3 and 4. 
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The artificial network is RF bonded to the reference ground plane by a low radio-frequency 
impedance connection. 

NOTE The "low" radio-frequency impedance value should preferably be less than 10 Ω at 30 MHz. This can, 
for example, be achieved if the housing of the artificial network is mounted directly to the reference ground plane or 
its connection strap has a length-to-width ratio not more than 3:1. 

The EUT is located so that the distance between the boundary of it and the closest surface of 
the artificial network is 80 cm. 

The power mains leads to an artificial network and the connecting cable from the network to 
the measuring receiver must be arranged in such a way that their locations do not influence the 
measurement results. EUTs, which are not equipped with fixed connecting leads, are 
connected to the artificial network with a 1 m long lead as specified in the relevant equipment 
documentation. 

If the EUT is to be connected to a reference ground this shall be done by means of a lead 
running parallel to the EUT mains lead and of the same length at a distance of not more than 
10 cm from it, unless a ground conductor is contained in the mains lead itself. If a fixed lead is 
attached to the EUT this shall be 1 m long, or if in excess of 1 m, part of the lead is folded back 
and forth in the shape of a meander, as far as possible so as to form a bundle not exceeding 
40 cm in length, and arranged in the form of a non-inductive serpentine in such a way that the 
total length of the lead does not exceed 1 m (see also figure 5). However, when the bundled 
lead may influence the measurement results, a shortening of the length to 1 m is 
recommended. 

2.4.4.2 Procedure for the measurement of unsymmetric disturbance voltages 
with V-networks 

2.4.4.2.1 Disposition of equipment with ground connection 

For equipment under test which is required to be grounded during its operation, or the 
conductive housing of which can come into contact with ground, the unsymmetric radio 
interference voltage of the individual mains lead is measured with reference to the reference 
metal wall (general mass of the measuring equipment) to which the housing of the equipment 
under test is connected via its protective ground conductor and the ground connection of the 
artificial mains network (see the equivalent circuit in figure 6). 

The parameters determining the interference potential of grounded test units are discussed in 
clause A.3. 

For EUTs with two or more power and safety conductors or special ground connections the 
measurement result depends much on the termination conditions of the mains terminals and 
the grounding conditions (refer also to 2.4.5 on measurement in systems). 

As the ground safety conductors in the actual mains power supply installation may have a 
considerable length, and therefore do not guarantee a ground impedance as low and effective 
as in the standard test set-up with only a 1 m long ground wire connection to the reference 
mass, and moreover, since safety conductors need not be used on every product per IEC 60364-4, 
disturbance voltage measurements on pluggable Class I appliances shall be carried out 
according to 2.4.4.2.2, also without the safety or ground wire being connected (non-grounded 
measurement). If however for safety reasons it is necessary to maintain the safety function of 
ground wires, this can be achieved by the use of an RF choke or impedance equal to the 
network impedance of a V-network in the safety wire path. 

Exceptions may be made for non-radiating or well screened EUTs which have to be grounded 
according to special requirements or instructions (see A 2.1 and A 4.1). 
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2.4.4.2.2 Disposition of equipment without ground connection 

Devices without ground connection comprise electrical devices with protective insulation 
(protection Class II) and devices which can be operated without ground or safety conductor 
(device of protection Class III) and also pluggable protection Class I devices connected via an 
isolating transformer. For these devices, the unsymmetrical disturbance voltage of the 
individual conductors must be measured with respect to the metal reference ground of the 
measurement arrangement as shown in the equivalent circuit of figure 7. 

Since in the long and medium wave bands (0,15 MHz to 2 MHz) the results of measurement 
can be considerably influenced by the low series capacitance C2 between the EUT and the 
reference ground, and since it is determined by the specified distance, the arrangement must 
be exactly followed and other external influence such as body and hand capacitance, for 
example, should be avoided.  

2.4.4.2.3 Disposition of handheld equipment without a ground connection 

Measurements shall first be made in accordance with 2.4.4.2.2. Additional measurements shall 
then be made using the artificial hand described in CISPR 16-1. 

The general principle to be followed in the application of the artificial hand is shown in figure 9. 
Terminal M of the RC element shall be connected to any exposed non-rotating metal work and 
to metal foil wrapped around all handles, both fixed and detachable, supplied with the EUT. 
Metalwork which is covered with paint or lacquer is considered as exposed metalwork and shall 
be directly connected to the RC element. 

The artificial hand shall consist of metal foil wrapped around the case, or part thereof, as 
specified below. The foil shall be connected to one terminal (terminal M) of an RC element (see 
figure 8) consisting of a capacitor of 220 pF ± 20 % in series with a resistor of 510 Ω ± 10 %; the 
other terminal of the RC element shall be connected to the reference earth of the measuring 
system. 

The artificial hand is to be applied the following way: 

a)  when the case of the EUT is entirely of metal, no metal foil is needed, but the terminal M of 
the RC element shall be connected directly to the body of the EUT; 

b)  when the case of the EUT is of insulating material, metal foil shall be wrapped around the 
handle B (figure 9), and also around the second handle D, if present. Metal foil 60 mm wide 
shall also be wrapped around the body C at that point where the iron core of the motor 
stator is located or around the gearbox if this gives a higher emission level. All these pieces 
of metal foil, and the ring or bushing A, if present, shall be connected together and to the 
terminal M of the RC element; 

c)  when the case of the EUT is partly metal and partly insulating material, and has insulating 
handles, metal foil shall be wrapped around the handles B and D (figure 9). If the case is 
non-metallic at the location of the motor, a metal foil 60 mm wide shall be wrapped around 
the body C at that point where the iron core of the motor stator is located, or alternatively 
around the gearbox, if this is of insulating material and a higher emission level is obtained. 
The metal part of the body, the point A, the metal foil round the handles B and D and the 
metal foil on the body C shall be connected together and to the terminal M of the RC 
element; 

d)  when the EUT has two handles of insulating material A and B and a case of metal C, for 
example an electric saw (figure 10), metal foil shall be wrapped around the handles A 
and B. The metal foil at A and B and the metal body C shall be connected together and to 
the terminal M of the RC element. 
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2.4.4.2.4 Disposition of keyboards, electrodes and other equipment sensitive 
to human touch 

In the case of such equipment the artificial hand shall be applied as required by the product 
specifications and in general according to 2.4.4.2.3. 

2.4.4.2.5 Disposition of equipment with external suppression components 

If interference suppression devices are attached outside the EUT (e.g. in a plug device for 
connection to the mains) or as an element inserted in the connecting cable (power cord 
emission suppression device), or if shielded power cords are used, an additional 1 m long 
unshielded cable must be connected between the emission suppression device and the 
artificial network for measurement of the disturbance voltage. The line between the device and 
the emission suppression device must be placed in the direct proximity of the test object. 

2.4.4.2.6 Disposition of equipment having auxiliary apparatus connected at the end 
 of a lead other than the mains lead 

NOTE 1 Regulating controls incorporating semiconductor devices are excluded from this subclause; the provisions 
of 2.4.4.4.1 shall apply. 

NOTE 2 When the auxiliary apparatus is not essential to the operation of the EUT and has a separate test 
procedure specified elsewhere, this subclause does not apply. The main EUT is tested as an individual EUT. 

NOTE 3 The ultimate decision whether to measure and apply limits is to be made in the relevant CISPR product 
publication. 

Connecting leads exceeding 1 m in length shall be bundled in accordance with 2.4.4.1. 

Measurements are not required when the connecting lead between EUT and auxiliary 
apparatus is permanently fixed on both ends and is either shorter than 2 m or shielded, 
provided that in the latter case the shielded lead is connected at both ends to the metal 
housing of the EUT and that of the auxiliary apparatus. Leads with removable plugs and 
sockets are considered to be extendable to a length of more than 2 m and measurements are 
required. 

The equipment under test shall be arranged in accordance with previous parts of 2.4.4.2, with 
the following additional requirements: 

a) the auxiliary apparatus shall be placed at the same height as and at the same distance 
from the grounded conducted surface and if the lead is long enough, it is to be treated in 
accordance with 2.4.4.1. If the auxiliary lead is shorter than 0,8 m, its length shall be 
maintained, and the auxiliary apparatus shall be placed as far away as possible from the 
main apparatus. When the auxiliary apparatus is a control, the arrangements for its 
operation must not affect the level of disturbance; 

b) if an EUT having an auxiliary apparatus is grounded, no artificial hand shall be connected. 
If the EUT itself is made to be held in the hand, the artificial hand shall be connected to the 
EUT and not to any auxiliary apparatus; 

c) if the EUT is not made to be held in the hand, auxiliary apparatus which is not grounded 
and is made to be held in the hand must be connected to the artificial hand. If the auxiliary 
apparatus is not made to be held in the hand either, it shall be placed in relation to a 
grounded conducting surface as described in 2.4.4.1. 

In addition to the measurement on the terminals for the mains connection, measurements are 
conducted on all other terminals for incoming and outgoing leads (e.g. control and load lines) 
using a voltage probe connected to the input of the measuring receiver. 
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The auxiliary apparatus, control or load is connected to allow measurements to be made under 
all provided operating conditions and during interactions between the EUT and the auxiliary 
apparatus. 

Measurements are performed both on the power input terminals of the EUT and the power 
input terminals of the auxiliary apparatus. 

2.4.4.3 Measurement of common mode voltages at differential mode signal terminals 

2.4.4.3.1 Measurement using the delta-type network 

The common mode disturbance voltage at the terminals for differential mode signal lines of 
telecommunication, data processing and other equipment is measured with delta-networks in 
accordance with 11.6 of CISPR 16-1, in the frequency range 150 kHz to 30 MHz. The delta-
networks specified in CISPR 16-1 could be amended in order to allow signal and d.c. current 
paths needed for the proper functioning of the EUT as long as the requirements on differential 
mode and common mode impedances of CISPR 16-1 are complied with. 

When using the delta network for measurements on signal terminals, the differential 
mode rejection must be as great as needed not to give erroneous results when measuring a 
common mode disturbance voltage at the same frequency as the operational differential 
mode signal. 

When the EUT is to be measured on its power supply terminals using an artificial mains 
network all voltage measurements shall be carried out with both networks connected 
simultaneously. The provisions prescribed in 2.4.4.1 and 2.4.4.2 are to be observed. 

NOTE The frequency range of the delta-network can be extended to 9 kHz using the same network impedance if 
decoupling of the connected signal line and coupling to the measuring receiver are designed accordingly. 

2.4.4.3.2 Measurements using the T-type network 

Alternatively a common mode artificial network, e.g. a T-type network according to clause 20 of 
CISPR 16-1, can be used for the measurement of common mode disturbance voltages in the 
frequency range 9 kHz to 30 MHz. 

In contrast to the delta-network which provides a differential mode and a common mode 
termination with equal simulation impedances of 150 Ω, the T-network provides only a common 
mode termination of 150 Ω and almost no loading and high isolation to the differential mode 
operational signal on the communication line. 

At the supply side of the T-type network a signal simulator, load circuits for d.c. or the 
operational signal frequency of the EUT or other circuits needed for the operation of the EUT 
can be connected. These circuits shall either themselves provide a differential mode RF 
resistance of 100 Ω – 150 Ω, as required for the particular EUT, or with a termination to 
provide this resistance. When no external circuit is specified for the operation of the EUT a 
resistor of 150 Ω shall be connected as differential mode RF termination to the T-type network. 
Figure 11 shows an example of a T-type network. 
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2.4.4.4 Measurements using voltage probes 

2.4.4.4.1 With an artificial mains network 

In order to test devices and systems with several connected or connectable lines, the 
disturbance voltage at the line connections, which cannot be measured with artificial mains 
networks (e.g. for connecting lines between parts of components which are separated from the 
mains) as well as the connecting jacks for antennas, control and load lines, must be measured 
with a voltage probe with a high input impedance (1500 Ω or more) to ensure that the lines are 
not loaded by the probe.  

For these cases, however, the primary power input wires must be isolated and RF terminated 
with the AMN. For the remaining lines, also those not to be measured with the probe, the 
corresponding conditions of 2.4.4.1 and the operating conditions laid down for the individual 
devices in the respective product specifications (e.g. CISPR 11 and CISPR 14) must be 
observed in regard to arrangement and length. The voltage probe is connected to the 
measuring receiver via a coaxial cable, the screen of which is connected to the ground 
reference and the case of the voltage probe. No connection shall be made directly from this 
case to live parts of the EUT. 

Figure 12 shows an example for a test set-up for measuring the interference voltage of a semi-
conductor regulating control. 

2.4.4.4.2 Without an artificial mains network  

During testing of EUTs which are not to be measured with artificial mains networks, the 
disturbance voltage is measured across a defined simulation resistance (e.g. artificial fence 
simulation in 5.4.1 of CISPR 14 or under open-circuit conditions with an exactly defined 
arrangement and line layout taking into consideration the specifications of 2.4.4.1). The 
disturbance voltage is measured with a high-impedance voltage probe. 

This is valid also for e.g. power electronic devices which are fed from their own separate power 
supplies or battery devices to which separately installed lines are connected which are not to 
be loaded. 

In the case of disturbance voltage measurements on separate individual power sources for 
currents of more than 25 A (e.g. battery, generator, convertor), an impedance measurement 
must be applied to ascertain that the tolerance of the simulated resistance, in accordance with 
CISPR 16-1 is not exceeded. 

The flexible ground connection for probes with an input impedance Rx of more than 1500 Ω 
should not be longer than 1/10 of the wave-length at the maximum measurement frequency 
and shall be connected in the shortest possible way to the metal surface serving as reference 
ground. In order to avoid additional capacitive loading of the test point by the screening of the 
probe, the tip of the probe should not exceed a length of approximately 3 cm. The screened 
connections to the measuring receiver must be arranged in such a way that the capacitance of 
the test object is not altered with respect to the reference ground. 

2.4.4.4.3 Artificial mains network as voltage probe 

Where the current rating of an EUT exceeds the rating of available AMNs, the AMN can be 
used as a voltage probe. The EUT port of the AMN is connected to each of the supply lines of 
the EUT (single or three phase). 
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Prior to connecting an AMN to the mains supply, it must be safely connected to the local 
physical earth PE. 

WARNING: Before disconnecting the PE, the AMN should be disconnected from the mains 
supply. The mains port of the AMN is left open. When the AMN is connected as 
a voltage probe, the pins on the AMN power input connector/plug will be energized by the 
supply voltage. The pins on the plug must be made safe with an insulated protective cover 
or other means. 

In the frequency range of 150 kHz to 30 MHz, the supply lines of the EUT shall be connected to 
the mains via an inductance of 30 µH to 50 µH (see figure A.8, configuration 2). The 
inductance may be realized by a choke, a line of 50 m length or a transformer. In the frequency 
range of 9 kHz to 150 kHz a greater inductance will normally be required for decoupling from 
the mains. This guarantees also a reduction of noise from the mains network (see A.5). 

Since measurements are preferable with AMNs in their standard configuration, the AMN as a 
voltage probe should only be used for in situ tests and where practical current limitations are 
exceeded. It shall not be used for testing according to a product standard unless it is referred 
to in the product standard as an alternative measuring method. 

2.4.4.5 Measurements using current probes 

Disturbance current measurements may be useful for several reasons. The first is that in some 
devices it may not be possible to insert an artificial mains network. This is particularly true 
when tests are performed on installed systems, or where the EUT has very high currents. A 
second reason for the use of the current probe is that at the lower end of the frequency range 
the mains impedance becomes very low, so the disturbance source is a current generator. The 
measurement of this current can be made by means of a current transformer without 
interrupting or disconnecting the mains connection. 

Current probes shall conform to the requirements of clause 12 of CISPR 16-1. 

Current probes enable the direct measurement of the D common mode components of the 
disturbance current by enclosing the cable containing all leads. Therefore, common mode 
disturbance currents can be easily separated from differential mode operating currents. 

If measurements are performed with known load and source impedances, the disturbance 
voltage can be calculated. 

If only one conductor is enclosed, the superposition of the differential and common mode 
disturbance current components is measured. If, in this case, any extremely high (above 200 A) 
operating current exists, there is a risk of false data because the magnetic core of the current 
probe may saturate. 

2.4.5 System test configuration for conducted emissions measurements 

2.4.5.1 General approach to system measurements 

The general objective of defining a system test configuration for conducted emission 
measurements has the following key points: 

– avoiding common mode disturbance ground loops; 
– defining a configuration which is easily duplicated; 
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– decoupling of lines not being measured from the line being measured; 
– placing of lines to achieve decoupling; 
– duplicating requirements in 2.4.1 to 2.4.4 for the system test to the maximum extent 

possible. 

Whenever possible, the disturbance voltage on a system line shall be measured with an AN. 
For currents up to 50 A, ANs can be used quite easily. The AN shall be installed within 80 cm 
of the system equipment being measured. Each wire of a multi-wire power mains circuit shall 
be routed through an AN. Each AN shall be terminated with a 50 Ω resistor at the 
measurement terminal. 

The EUT shall be arranged and connected with cables terminated in accordance with the 
manufacturer's instructions. 

For some measurements, relevant product publications may state a specific load to be used 
together with load voltage probes, instead of an AN. A voltage probe may also be used for 
conducted measurements when the mains current is above 50 A and an appropriate AN is not 
available. In this latter case test results with an AN will take precedence over the results with a 
voltage probe, however. 

For some measurements, the use of current probes may be specified in the relevant product 
publication. 

2.4.5.2 System configuration 

The system shall be carefully configured, installed, arranged and operated in a manner that is 
most representative of the system as typically used (i.e. as specified in the instruction manual) 
or as specified herein. Equipment that typically operates within a system made up of multiple 
interconnected units should be tested as part of such a typical operational system. 

Generally, the system that is tested shall be of the same type that is supplied to the end user. If 
the marketing information is not available or it is not practical to assemble extraordinary 
amounts of equipment to replicate a complete product installation, the test shall be performed 
using the best judgement of the test engineer in consultation with the design engineering staff. 
The results of any such discussion and decision process shall be documented in the test 
report. 

The selection and placement of cables, a.c. line cords, host and peripherals depends on the 
type of EUT and must be representative of expected equipment installation. Three types are 
distinguished. First, there are systems normally used entirely on one table top. A second type 
of system consists of equipment normally used in a floor-standing configuration. These include 
systems mounted over a specially designed raised floor which facilitates intra-system 
connection under the raised floor. Equipment making up the floor-standing system can be 
interconnected with cabling lying on the floor, under the floor in a raised floor installation, or 
overhead according to normal installation. Third, there are systems that are a combination 
of floor-standing and table-top systems. The remainder of this clause provides instructions 
for the testing of each of these systems. In addition, the specific requirements in 2.4.1 to 2.4.4 
shall be observed. 

Equipment in a system, normally being floor-standing, shall be placed on a floor in accordance 
with 2.4.4.1. Equipment designed for both table-top and floor operation shall be tested only in 
the table-top configuration.  
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2.4.5.2.1 Operating conditions 

The system shall be operated at the rated (nominal) operating voltage and typical load condi-
tions – mechanical or electrical, or both – for which it is designed. Loads may be actual or 
simulated as described in the individual equipment requirements. For some systems, it may be 
necessary to develop a set of explicit requirements specifying the test conditions, operations, 
etc. to be used in testing a specific system. 

If the system includes a visual display unit or monitor, the following operating conditions apply 
unless the product publication specifies otherwise: 

a) set the contrast control to maximum; 
b) set the brightness control to maximum or at raster extinction if raster extinction occurs at 

less than maximum brightness; 
c) for colour monitors, use white letters on a black background to represent all colours; 
d) select the worst case of positive or negative video if both are available; 
e) set character size and number of characters per line so that the maximum number of 

characters per screen is displayed; 
f) for a monitor that has no graphics capabilities, regardless of the video card used, a pattern 

consisting of random text shall be displayed; 
g) for a monitor with graphics capabilities, even though another video card may be needed to 

accomplish a graphic display, a pattern consisting of a line of scrolling Hs should be 
displayed; 

h) if a monitor has no text capabilities, use a typical display. 

2.4.5.2.2 Interfacing equipments, simulators and cables 

Compliance testing is performed with peripheral and cable placement which is judged realistic 
and likely to be found in the final installation. Figures 1, 3, 4 and 5 describe standardized test 
set-ups which will provide a basis for repeatability among testing laboratories and is consistent 
with the requirement for a realistic system and cable orientation. Any deviation from the 
standard test set-ups shall be documented together with its supporting rationale. 

Since a system is required to interact functionally with other units, the actual interfacing units 
should be used. Simulators may be used to provide representative operating conditions, 
provided the effects of the simulator used in lieu of an actual interfacing unit properly represent 
the electrical, and in some cases the mechanical, characteristics of the interfacing units, 
especially concerning RF signals, impedances and shield terminations. Because of the added 
degree of uncertainty when a simulator is used, such use should be avoided if possible. In case 
of a dispute, measurements made with an actual interfacing unit shall take precedence. If a 
device is designed to be used only with a specific host computer or peripheral, it should be 
tested with that computer or peripheral. 

Interfacing cables should be typical of normal use as supplied with the normal system and at 
least 2 m long unless the manufacturer's user manual specifies shorter cables. The same type 
of cable (that is, non-shielded, braided shield, foil shield, etc.) specified in the user manual 
should be used throughout the tests. Excessive lengths of cable shall be folded into a 
serpentine-like bundle at the approximate centre of the cable with the bundles 30 cm to 40 cm 
in length. 
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If shielded or special cables are used during the tests to achieve compliance, then a statement 
must be included in the test report and in the instruction manual advising of the need to use 
those types of cables. 

Interface ports (connectors) shall have a cable connected to one of each type of functional 
interface port of the system, and each cable shall be terminated in a device typical of actual 
usage. Where there are multiple interface ports all of the same type, additional connecting 
cables shall be added to the system to determine the effect these cables have on emissions 
from the system. 

Normally, the loading of similar ports is limited to the following: 

a) availability of multiple loads (for large systems); 
b) reasonableness of multiple loads representing a typical installation. 

The rationale for the selection of the configuration and loading of ports shall be included in the 
test report; that is 25 % of possible cables were connected and the emissions did not increase 
by more than 2 dB when one or more cables were added. Additional ports on support units, 
interfacing units or simulators, other than those associated with the system or the minimum 
required system, need not be connected or used during testing. 

2.4.5.2.3 Mains connection 

If the system is an assembly of equipment each having its own power cords, the point of 
connection for the ANs is determined from the following rules: 

a) each power cord which terminates in a mains supply plug of a standard design (IEC 60083, 
for example) shall be tested separately; 

b) power cords or terminals which are not specified by the manufacturer to be connected via a 
host unit shall be tested separately; 

c) power cords or field wiring terminals which are specified by the manufacturer to be 
connected to a host unit or other power-supplying equipment shall be connected to that 
host unit or other power-supplying equipment, and the terminals or cords of that host unit or 
other power-supplying equipment are connected to the ANs and tested; 

d) where a special mains connection is specified, the necessary connection hardware to the 
AN shall be supplied by the manufacturer for the purpose of the test. 

The ground safety conductor of units separately powered shall be isolated from the equipment 
under test by a 50 µH AN in the frequency range 0,15 MHz to 30 MHz. The normal AN mains 
input is connected to the reference ground in this use of the AN as a filter. 

2.4.5.3 Measurements of interconnecting lines 

In addition to the measurement on the terminals for the mains connection, measurements may 
need to be performed with a voltage probe on other terminals for incoming and outgoing leads 
(for example control and load lines). If the function of the equipment under test is affected by 
the 1500 Ω impedance of the probe, the impedance at 50/60 Hz and at radio frequencies may 
need to be increased (for example 15 kΩ in series with 500 pF). In place of a voltage 
measurement, a current measurement with a current probe may also be used, if required (or 
offered as an option) in the product specification. 

During the measurement, the ANs on the mains lead remain in place to provide a defined 
mains isolation and a defined RF termination. The auxiliary apparatus (control, load) is 
connected to allow measurements to be made under all provided operating conditions and 
during interactions between the equipments. Measurements are made on the specified 
terminals of each equipment. 

CISPR 16−2:1996

25

Full document details: BS CISPR 16-2:1996

http://www.avadocuments.com/doc/bs-cispr-16-2-1996
http://www.avadocuments.com/doc/bs-cispr-16-2-1996


 

 

If the connecting lines between equipments are permanently fixed on both ends and either 
shorter than 2 m or shielded, no measurements are necessary, provided that in the latter case 
the shielded cable is connected at both ends to the reference ground, that is metal housing of 
the equipments. Non-shielded connecting lines with plug(s) or socket(s) are considered to be 
extendable to a length of more than 2 m and therefore must be extended by at least 2 m and 
must be tested. Shielded cables must be at least 2 m long unless the user manual specifies 
shorter cables. 

2.4.5.4 Decoupling of system components 

One of the sources of inaccurate conducted measurements in a system is any ground 
circulating current. This ground current may be interrupted by installing a 50 µH AN in the 
frequency range 0,15 MHz – 30 MHz in the ground safety conductor to the EUT. 

An additional source of circulating currents can be the shields of interconnecting cables 
between units. Therefore, the ground safety conductor to these units shall also be isolated by a 
50 µH AN.  

The measurement receiver should be referenced to ground only at the measurement point to 
prevent ground loops. (Caution: shock hazard may exist if the measuring set is not supplied 
with an isolation transformer.)   

2.4.6 In situ measurements 

Testing may be performed at the end user's or manufacturer's premises, if the system cannot 
be set up on test site. In this case, both the system and its location are considered as the 
system tested. The emission results are unique to the installation site because site 
containment properties affect the measurement. However, where testing of a given system has 
been accomplished at three or more representative locations, the results may be considered 
representative of all sites with similar systems for purposes of determining compliance with 
emission requirements (if allowed in the procuring or requirement document). 

The disturbance voltage shall be measured under the existing conduction conditions with non-
reactive pick-up devices (high resistance voltage probes). The conduction conditions and 
measurement results are affected by: 

– the existing reference ground or the reference mass used during measurement. Neither a 
conducting ground plane nor an AN shall be installed for user's installation testing unless 
one or both are to be a permanent part of the installation; 

– the RF characteristics and loading conditions for the power mains conduction;  
– the ambient RF environment; and 
– the input impedance of the pick-up device.  

2.4.6.1 Reference ground 

The existing ground at the place of installation should be used as reference ground. This should 
be selected by taking high-frequency (RF) criteria into consideration. Generally, this is 
accomplished by connecting the EUT via wide straps, with a length-to-width ratio not exceeding 3, 
to structural conductive parts of buildings that are connected to earth ground. These include 
metallic water pipes, central heating pipes, lightning wires to earth ground, concrete reinforcing 
steel and steel beams. 
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In general, the safety and neutral conductors of the power installation are not suitable as 
reference ground as these may carry extraneous disturbance voltages and can have undefined 
RF impedances. 

If no suitable reference ground is available in the surroundings of the test object or at the place 
of measurement, sufficiently large conductive structures such as metal foils, metal sheets or 
wire meshes set up in the proximity can be used as reference ground for measurement. 

The general requirements of 2.4.4.2.1 and of annex A should be observed. 

2.4.6.2 Measurement with voltage probes 

Testing of conducted disturbance voltage is made with the voltage probe. Special precautions 
must be taken to establish a reference ground for the measurements. 

Any voltage decrease caused by loading of the circuit to be measured can be determined 
qualitatively by varying the voltage probe input impedance. If the input impedance of the 
voltage probe is high compared to the internal impedance of the test point or of the tested 
network, then only slight differences in the measurement of the disturbance voltage occur when 
the probe input impedance is increased. The input impedance of the probe can be doubled by 
series connection of a 1500 Ω resistor. If the disturbance voltage is reduced by (the predicted) 
5 dB or 6 dB, then the 1500 Ω probe can be used to measure the disturbance voltage. 

2.4.6.3 Selection of measuring points 

Radio disturbance voltage measurements at the place of installation are carried out at the 
boundaries of the user's premises, of industrial areas, or at points to be specified within 
the influence area of receiving system. 

2.4.6.3.1 Measurements on mains and other supply leads 

In power supply networks it is sufficient to measure the unsymmetric disturbance voltage with 
the voltage probe at accessible power outlets near the power entrance to the building. 

2.4.6.3.2 Measurements on unshielded and shielded cables 

In the case of non-shielded and shielded signal, control and load leads with non-grounded 
shield leaving the boundaries, the unsymmetric disturbance voltage shall be measured with the 
voltage probe on the individual wires or the screens against reference ground. 

In the case of shielded cables with grounded shield, the common mode disturbance current is 
measured at a distance greater than one-tenth wavelength from the connecting and grounding 
points using a current probe. 

2.5 Measurements using the absorbing clamp, 30 MHz to 1 000 MHz 

2.5.1 General 

Absorbing clamps (see figure 13) are suitable for the measurement of the disturbance power 
that can be radiated from a cable for some types of equipment depending on construction and 
size. The precise measuring procedure and its applicability is to be specified in each product 
specification. If the dimensions of the EUT, without connecting leads, approach a quarter of a 
wavelength of the measuring frequency, direct cabinet radiation may occur and the absorbing 
clamp method is not suitable to assess the full radiation capacity of the EUT. In general, the 
method is most useful for small EUTs and in the frequency range of 30 MHz to 300 MHz.  
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The disturbance potential of an EUT with a mains lead being the only external lead may be 
taken as the power it could supply to its main lead acting as a radiating antenna. This power is 
nearly equal to that supplied by the EUT to the absorbing clamp placed around the lead at the 
position where the absorbed power is maximum.  

Equipment having external leads other than a mains lead can radiate disturbance from such 
leads, shielded or unshielded, in the same manner as radiation from the mains lead. Absorbing 
clamp measurements can also be used on these leads for diagnostic purposes. 

Radiation from leads at frequencies above 300 MHz, up to 1000 MHz, may be measured with a 
suitable absorbing clamp. Such measurements are also suitable for diagnostics. However, it 
should be noted that radiation could emanate directly from the equipment as well. 

Historical background of the absorbing clamp is contained in annex C. 

2.5.2 Measurements 

When using the absorbing clamp, the EUT is placed on a non-metallic table at least 80 cm 
high. The lead to be measured is stretched horizontally in a straight line, to permit variation in 
position of the absorbing clamp along the lead to find the maximum indication. The lead shall 
be at least a half-wavelength at the lowest frequency of measurement, plus the length of the 
absorbing clamp and a possible second absorbing clamp: at 30 MHz the lead length is 6 m and 
with the second (filtering) absorbing clamp must be at least 7 m. Leads shorter than 1 m are 
not suitable for absorbing clamp measurements. 

The absorbing clamp is placed around the lead to be measured as shown in figure 13. The 
position of the absorbing clamp along the lead shall be varied from zero to one half-wavelength 
distance from the EUT at each test frequency. The maximum indication obtained on the 
measurement receiver connected to the absorbing clamp is proportional to the disturbance 
power available. 

When measurements are made on an EUT having more than one lead attached, detachable 
leads shall be removed if operationally possible, at the time when another lead is measured. 
A lead which cannot be removed shall be isolated by means of lossy ferrite rings or another 
absorbing clamp put around the lead immediately adjacent to the EUT. 

The test arrangement for the absorbing clamp is shown in figure 13. No person or metallic 
objects shall be positioned within 80 cm of the measuring set-up. The required movement of 
the absorbing clamp may be performed with pulleys and a rope that is operated by a motor that 
can be operated from a remote location.  

The power corresponding to the measured receiver voltage indication at each test frequency is 
derived from the absorbing clamp calibration procedure described in clause 13 of CISPR 16-1. 

2.6 Measurement of radiated disturbances 

2.6.1 Introduction 

This section sets forth the general procedures for the measurement of the field strength of 
radio disturbance produced by devices and systems. Experience with radiated disturbance 
measurements is less extensive than that of voltage measurements. The radiated disturbance 
measurement procedures are therefore open to revision and extension as knowledge and 
experience are accumulated. In particular, attention shall be given to the effect of leads and 
cables associated with the EUT. 
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For some products, it may be required to measure the electric, the magnetic, or both 
components of the radiated disturbance. Sometimes a measurement of a quantity related to 
radiated power is more appropriate. Normally measurements should be made of both the 
horizontal and vertical components of the disturbance with respect to the reference ground 
plane. The results of measurements of either the electric or magnetic components may be 
expressed in peak, quasi-peak, average or r.m.s. values. 

The magnetic component of the disturbance is normally measured at frequencies up to 30 MHz. 
In magnetic field measurements only the horizontal component of the field at the position of the 
receiving antenna is measured when using the distant antenna procedure. If the large loop 
antenna (LLA) system is used, the three orthogonal magnetic dipole moments of the EUT are 
measured. (Note that in the single antenna method, the horizontal component of the field at the 
position of the antenna is determined by the horizontal and vertical dipole moments of the EUT, 
because reflection plays a part.) 

2.6.2 Field-strength measurements in the frequency range 9 kHz to 1 GHz 

Field-strength measurements may be made on an open area test site, in an absorber-lined 
shielded enclosure, in a reverberating chamber or using a LLA system. For practical reasons 
other test sites may have to be specified. 

2.6.2.1 Open area test site measurements 

The open area test site shall conform with the relevant specifications in clause 16 of CISPR 16-1 
for its physical and electrical properties and for its validation. 

2.6.2.2 General measurement method 

Figure 14 shows the concept of measurements made on an open area test site with the direct 
and ground reflected rays arriving at the receiving antenna. 

The EUT is set up at a specified height above the ground plane and configured to represent 
normal operating conditions. The antenna is positioned at the specified separation distance. 
The EUT is rotated in the horizontal plane and the maximum reading noted. The height of the 
antenna is adjusted so that the direct and reflected rays approach or meet in-phase addition. 
The procedural steps may be interchanged and may need to be repeated to find the maximum 
disturbance. For practical reasons the height variation is restricted and hence perfect in-phase 
addition may not be achieved. 

2.6.2.3 Measurement distance 

An EUT subject to a radiated disturbance limit at a specified distance should be measured at 
that distance unless to do so would be impractical because of equipment size, etc. The 
measurement distance is the length of the projection of the EDTs closest point to the antenna 
and the midpoint of the antenna onto the ground plane. In some test set-ups the distance is 
measured from the antenna to the radiation centre of the EUT. For a measurement distance of 
10 m either method may be used. A distance of 10 m is preferred at most outdoor sites since at 
this distance the expected level of the disturbance being measured is sufficiently above the 
general ambient noise level to permit useful testing. Distances of less than 3 m or greater than 
30 m are not generally used. If a measurement distance other than the specified distance is 
necessary, the results should be extrapolated using the procedures specified in the product 
standards. If no guidance is given, suitable justification for extrapolation shall be provided. 
In general, extrapolation does not follow a simple inverse distance law.  
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Where possible, measurement should be made in the far field. The far field region may be 
defined by the following conditions. 

Measurement distance d is selected so that: 

a) d ≥ λ/6. At this distance E/H = Zo = 120 π = 377 Ω, that is electrical and magnetic field 
strength components are perpendicular to each other, and the measurement error is in the 
order of 3 dB if the EUT is regarded as being a tuned dipole antenna; or 

b) d ≥ λ, condition for a plane wave, where the error is in the order of 0,5 dB if the EUT is 
regarded as a tuned dipole antenna; or 

c) d ≥ 2D2/λ, where D is the largest dimension of either the EUT or the antenna deter-
mining the minimum aperture for the illumination of the EUT, which applies to cases, 
where D >> λ. 

2.6.2.4 Antenna height variation 

For electric field-strength measurements the antenna height above the ground plane shall be 
varied within a specified range to obtain the maximum reading which will occur when the direct 
and reflected rays are in phase. As a general rule, for measurement distances up to and 
including 10 m, the antenna height for electric field strength measurements shall be varied 
between 1 m and 4 m. At greater distances of up to 30 m, preferably the height shall be varied 
between 2 m and 6 m. It may be necessary to adjust the minimum antenna height above 
ground down to 1 m in order to maximize the reading. These height scans apply for both 
horizontal and vertical polarization, except that for vertical polarization, the minimum height 
shall be increased so that the lowest point of the antenna clears the site ground surface by at 
least 25 cm. For magnetic field strength measurements using the single magnetic loop 
antenna, the height of the receiving antenna may be fixed at a specified elevation (typically 1 m 
from ground to the bottom of the loop antenna). The loop antenna and EUT shall be rotated in 
azimuth to maximize the measured disturbance. 

2.6.2.5 Product specification details 

In addition to specifying the detailed measurement method and the disturbance parameters to 
be measured, the product standards shall include other relevant details as outlined below. 

2.6.2.5.1 Test environment 

The influence of the test environment shall be considered so as to ensure correct functioning of 
the EUT. Important parameters in the physical environment shall be specified, e.g. temperature 
and humidity.  

The electromagnetic environment needs special consideration to ensure accurate disturbance 
measurements. The ambient radio noise and signal levels measured at the test site with the 
EUT de-energized should be at least 6 dB below the limit. It is recognized that this is not 
always realizable at all frequencies. However, in the event that the measured levels of the 
ambient plus EUT radio noise emissions are not above the limit, the EUT shall be considered 
to be in compliance with the limit. For further guidance on ambient levels and resulting 
measurement error, see 2.3.1.1 and annex E. 

If the ambient field-strength level at frequencies within the specified measurement ranges 
exceeds the limit(s), the following alternatives may be used: 

a) perform measurements at a closer distance and extrapolate results to the distance at which 
the limit is specified. The extrapolation formula shall be as recommended by the Product 
standard or shall be verified by measurements at no less than three different distances; 
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b) perform measurements in critical frequency bands during hours when broadcast stations 
are off the air and ambients from industrial equipment are lower; 

c) compare the amplitude of the EUT disturbance at the frequency under investigation with the 
amplitude of disturbance on adjacent frequencies in a shielded room or anechoically 
treated shielded room. The amplitude of the EUT disturbance at the frequency under 
investigation can be estimated by measuring the amplitude of the adjacent frequency 
disturbance and making a comparison; 

 NOTE The shielded or anechoic room should not be used for compliance determination at the other EUT 
frequencies unless the anechoic room data is correlatable to the open area test site data. 

d) in orienting the axis of an open field area test site, it is desirable to consider the directions 
of strong ambient signals, so that the orientation of the receiving antenna on the site 
discriminates against such signals as far as possible; 

e) for narrowband disturbances from the EUT occurring near an RF ambient, when both are 
within the standard bandwidth, a narrower instrument bandwidth may be useful. 

2.6.2.5.2 Configuration of equipment under test  

The operating conditions of the EUT shall be specified, e.g., the characteristics of the input 
signals, the modes of operation, the arrangement of components, the lengths and types of 
interconnecting cables, etc. 

The testing of individual and multi-component systems shall satisfy the following two 
conditions: 

a) the system is configured for use in a typical manner; 
b) the system is configured in a manner that will maximize disturbances. 

The term "system" refers to the EUT in combination with the components that are connected to 
the EUT and all required connecting cables. 

The term "configuration" refers to the orientation of the EUT, the other components of the 
system, the interconnecting cables, and the power mains leads that comprise the system. 
During all measurements, the configuration of the system shall be adjusted so that the above 
two conditions, the condition a) being satisfied first and followed by condition b), are fulfilled, 
within the guidelines described in the following paragraphs. 

The term "typical" is used to describe the arrangement of how the EUT will actually be used. 
Guidelines for setting up a typical configuration are outlined below. 

For equipment designed to be part of a multi-unit system, the EUT shall be installed in a typical 
system and configured in accordance with the manufacturer's instructions. It shall also be 
operated in a manner that is representative of the typical usage for that EUT. During all tests, 
the EUT and all system components shall be manipulated within the confines of typical usage 
to maximize each disturbance. 

Interface cables shall be connected to each interface port on the EUT. The effect of varying the 
position of each cable shall be investigated to find the configuration that maximizes each 
disturbance as constrained by its typical configuration in actual use. The number of 
manipulations may be limited if a few such cable configurations will lead to maximum 
disturbances over the frequency range investigated. 

Interface cables shall be of the type and length specified by the equipment manufacturer. 
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Any excess length of each cable shall be separately bundled in a serpentine fashion at the 
approximate centre of the cable with the bundle 30 cm to 40 cm in length. If it is impractical to 
do so because of cable bulk or stiffness or because the testing is being done at a user 
installation, disposition of the excess cable length is left to the discretion of the test engineer 
and should be noted in the test report. Different requirements for excess cabling may be 
specified in the product standard. 

Cables shall not be placed underneath, on top of the EUT or on system components unless it is 
appropriate to do so, e.g. a cable is normally routed through overhead cable racks or under the 
ground plane. Cables shall be positioned adjacent to the exterior cabinets of the EUT and all 
system components only if typically used in that manner. The EUT should be investigated in 
different modes of operation. 

For an EUT normally operated on top of a table, radiated emission tests should be performed 
with the EUT on a non-conducting table, the top of which is of suitable size. The table should 
be placed on a remotely controlled rotating platform constructed with non-conducting materials. 
The top of the rotating platform should normally be less than 0,5 m above the ground plane and 
the height of the table and platform together 0,8 m above the ground plane. If the rotating 
platform is at the same elevation as the ground plane, its surface shall be of conducting 
material and the 0,8 m height shall be measured with respect to the top of the rotating platform. 
An EUT normally placed on the floor will be tested on the floor. A flush-mounted rotating 
platform is useful in this situation. 

The EUT shall be grounded in accordance with the manufacturer's requirements and conditions 
of intended use. If the EUT is operated without a ground connection, it shall be tested 
ungrounded. When the EUT is furnished with a grounding terminal or internally grounded lead 
which is to be connected in actual installation conditions, the ground lead or connection shall 
be connected to a ground plane (or facility for earth ground), simulating actual installation 
conditions. Any internally grounded lead included in the plug end of the a.c. mains cord of the 
EUT shall be connected to ground through the mains power service. 

2.6.2.6 Measurement instrumentation 

The measurement instrumentation, including antennas, shall conform with the relevant 
requirements in CISPR 16-1. 

2.6.2.7 Field-strength measurements on other out-door sites 

Out-door test sites similar to an open area test site but without any metal ground plane may 
have to be prescribed for practical reasons for some products, e.g. ISM equipment and motor 
vehicles. The provisions given in 2.6.2.3 to 2.6.2.6 are valid. Equally, the general provisions 
given in clause 16 of CISPR 16-1 are referred to but not the requirements on validation. 

2.6.2.8 Measurements in reverberating chambers 

(Under consideration) 

2.6.2.9 Measurements in absorber-lined shielded enclosures 

(Under consideration) 

2.6.2.10 Measurements in TEM cells 

(Under consideration) 
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