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FIXED LOW POWER
NON-WIREWOUND
RESISTORS —
INSULATED

TYPICAL CONSTRUCTION:
METAL FILM
HELICALLY CUT

FULL
ASSESSMENT

NOTE 1. For ordering information see clause 4.

NOTE 2. All dimensions are in millimetres.

NOTE 3. Dagger (}) to be replaced by the letter appropriate to the temperature characteristic.

NOTE 4. Where terminations of the permissible diameter are used this shall be stated in the application for qualification approval
for inclusion in the qualified products list.

Table 1. Dimensions and ratings

Style Rated Limiting Isolation Maximum | d (See note 4)

dissipation element voltage dimensions
(See voltage
note 3) (W at Vd.c. or Vd.c. or L D Preferred Permissible

70°C) a.c. r.m.s, a.c. peak

min. [ nom.| max. [ min. | nom. | max.

Ht 0.063 150 210 8.5] 3.6/0.55(0.6 ] 0.66/0.45]0.5 [0.55
It 0.125 200 280 11.5| 4.210.75|10.8 [ 0.88{0.55|0.6 |0.66
K+t 0.25 250 ~ 350 16.7| 6.7]10.75|10.8 [ 0.88]0.55|0.6 |0.66
L} 0.5 350 500 24.0| 8.5/0.75|10.8 [ 0.88]0.95|1.0 |1.10
Mt 1.0 500 700 32.5(11.5|10.75|10.8 | 0.88]0.95|1.0 {1.10
Nt 2.0 750 1000 61.5/13.0/0.95|1.0 [ 1.10/0.75]0.8 |{0.88

*Superseding BS 9111 N0O1

Issue 2, June 1974

Gr3

Full document details: BS E9111 N001:1975
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BS E9111 NOO1

Issue 1, September 1975

1. Ratings (including limiting conditions of use) and characteristics

Resistance range The preferred values are those of the E24 series of BS 2488: 1966
(IEC Publication 63). Where the use of intermediate values is
essential they should be chosen from a series in that document.

Standard selection tolerances +1%,£05%,£025%,+0.1 %
Environmental classification 55/155/56

Vibration severity 10 Hz to 500 Hz, 0.75 mm or 98 m/s?
Low air pressure 8.5 kPa (85 mbar)

Limit of resistance change after
1000 h endurance test 0.5%

Temperature characteristic of

resistance (+ 20 °C to + 70 °C) ForR>1

AR/R<+0.075% (15 p.p.m./°C) ForY
+0.125% (25 p.p.m./°C) ForD
£0.25 % (50 p.p.m./°C) ForC
+0.50 % (100 p.p.m./°C) ForZ

ForSQ<R<10Q

AR/R<*0.15%  (30p.p.m/°C) ForY
+0.25% (50 p.p.m./°C) ForD
+0.50% (100 p.p.m./°C) ForC
+1.0 % (200 p.p.m./°C) ForZ

Not specified for R <5 §2

These resistors are suitable for printed wiring applications.

The range of values available in each style is given in PD 9002.

1.1 Derating. Resistors covered by this specification are derated linearly from 100 % of rated dissipation at 70 °C
to zero dissipation at 155 °C. The dissipation below 70 °C is the rated dissipation.

100

Percentage
of rated
dissipation

-55 0 +70 +155
Ambient temperature (°C)

2. Marking of the component and package
The marking of the component and package shall be in accordance with the requirements of 2.4 of BS E9110: 1974.

3. Related documents

BS 2488 (IEC 63) ‘Schedule of preferred numbers for the resistance of resistors and the capacitance of
capacitors for telecommunication equipment’.

BS 6001 (IEC 410) ‘Sampling procedures and tables for inspection by attributes’.
(BS 9001 has the same technical content).

BS 9000 ‘General requirements for electronic components of assessed quality’. Documents
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AMD 1854

=

Amendment Slip No.1, published 28 November 1975
to BS E9111 NOO1 Issue 1 (CECC 40 101 004), September 1975
Detail specification for fixed low power non-wirewound resistors —

insulated. Typical construction: metal film, helically cut.
Full assessment

—

Correction

AMD 1854 Front page

N ber 1975 . . .
ovember Delete the asterisked footnote and substitute the following:

“*This detail specification is issued in the BS E9000 scries as a harmonized detail specification
within the CECC system. It will eventually replace the comparable BS 9000 specitication but
tor a period both standards will be valid because of existing approvals.’
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