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National foreword

This British Standard is the official English language version of
EN 10088-3:2005. It supersedes BS 1554:1990 and BS EN 10088-3:1995 which
is withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
ISE/30, Stainless steels, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed;

— monitor related international and European developments and
promulgate them in the UK.

BS EN 10088 is published in three parts. Two further parts of this series
(prEN 10088-4 and prEN 10088-5) are currently in preparation and have
been designed to meet the needs of the Construction Products Directive
(CPD).

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 55 and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication
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Foreword

This document (EN 10088-3:2005) has been prepared by Technical Committee ECISS/TC 23 “Steels for heat
treatment, alloy steels and free-cutting steels - Qualities and dimensions”, the secretariat of which is held by
DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by December 2005, and conflicting national standards shall be withdrawn
at the latest by December 2005.

This document supersedes EN 10088-3:1995.
EN 10088, under the general title "Stainless steels", consists of the following parts:

— Part 1: List of stainless steels (including a table of European Standards, in which these stainless steels
are further specified, see Annex D),

— Part 2: Technical delivery conditions for sheet/plate and strip of corrosion resisting steels for general
purposes,

— Part 3: Technical delivery conditions for semi-finished products, bars, rods, wire, sections and bright
products of corrosion resisting steels for general purposes.

The European Organisation for Standardisation (CEN) draws attention to the fact that it is claimed that
compliance with this document may involve the use of patents concerning four steel grades.

CEN takes no position concerning the evidence, validity and scope of these patent rights.

The holder of these patent rights has assured CEN that they are willing to negotiate licenses, under
reasonable and non-discriminatory terms and conditions, with applicants throughout the world. In this respect,
the statements of the holders of these patent rights are registered with CEN. Information may be obtained
from:

Grades 1.4362, 1.4410 and 1.4477

Sandvik AB
SE-811 81 SANDVIKEN
Sweden

Grade 1.4652

Outokumpu Stainless AB
SE-77480 AVESTA
Sweden

Attention is drawn to the possibility that some of the elements within this document may be the subject of
patent rights other than those indicated above. CEN shall not be responsible for identifying any or all such
patent rights.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic,
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland
and United Kingdom.

Documents
Document Shgring Hub

Full document details: BS EN 10088-3:2005


http://www.avadocuments.com/doc/bs-en-10088-3-2005
http://www.avadocuments.com/doc/bs-en-10088-3-2005

EN 10088-3:2005 (E)

1 Scope
1.1 This part of EN 10088 specifies the technical delivery conditions for semi-finished products, hot or cold

formed bars, rods, wire, sections and bright products of standard grades and special grades of corrosion
resisting stainless steels for general purposes.

NOTE  General purposes include the use of stainless steels in contact with foodstuffs.

1.2 The general technical delivery conditions specified in EN 10021 apply in addition to the specifications of
this European Standard, unless otherwise specified in this European Standard.

1.3 This European Standard does not apply to components manufactured by further processing of the
product forms listed in 1.1 with quality characteristics altered as a result of such further processing.
2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

EN 10002-1, Metallic materials - Tensile testing - Part 1: Method of test at ambient temperature.
EN 10002-5, Metallic materials - Tensile testing - Part 5: Method of test at elevated temperature.
EN 10021, General technical delivery requirements for steel and iron products.

EN 10027-1, Designation systems for steels - Part 1: Steel names, principal symbols.

EN 10027-2, Designation systems for steels - Part 2: Numerical system.

EN 10045-1, Metallic materials - Charpy impact test - Part 1: Test method.

EN 10052, Vocabulary of heat treatment terms for ferrous products.

EN 10079, Definition of steel products.

EN 10088-1, Stainless steels - Part 1: List of stainless steels.

EN 10163-3, Delivery requirements for surface condition of hot rolled steel plates, wide flats and sections - Part 3:
Sections.

EN 10168:2004, Steel products - Inspection documents - List of information and description.

EN 10204:2004, Metallic products - Types of inspection documents.

EN 10221, Surface quality classes for hot-rolled bars and rods - Technical delivery conditions.
EN 10306, Iron and steel - Ultrasonic testing of H beams with parallel flanges and IPE beams.

EN 10308, Non destructive testing - Ultrasonic testing of steel bars.

EN ISO 377, Steel and steel products - Location and preparation of samples and test pieces for mechanical
testing (ISO 377:1997).
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EN ISO 3651-2, Determination of resistance to intergranular corrosion of stainless steels - Part 2: Ferritic,
austenitic and ferritic-austenitic (duplex) stainless steels - Corrosion test in media containing sulphuric acid
(ISO 3651-2:1998).

EN ISO 6506-1, Metallic materials - Brinell hardness test - Part 1: Test method (ISO 6506-1:1999).

EN ISO 14284, Steel and iron - Sampling and preparation of samples for the determination of chemical
composition (ISO 14284:1996).

ISO 286-1, ISO system of limits and fits — Part 1: Bases of tolerances, deviations and fits.

3 Terms and definitions
For the purposes of this European Standard, the following terms and definitions apply.

3.1
stainless steels
definition in EN 10088-1 applies

3.2
corrosion resisting steels
steels with at least 10,5 % Cr and max. 1,20 % C if their resistance to corrosion is of primary importance

3.3
product forms
definitions in EN 10079 apply

3.4

types of heat treatment

definitions in EN 10052 apply

3.5

general purposes

purposes other than the special purposes mentioned in the Bibliography
3.6

standard grades

grades with a relatively good availability and a wider range of application
3.7

special grades
grades for special use and/or with limited availability

4 Designation and ordering

4.1 Designation of steel grades

The steel names and steel numbers (see Tables 2 to 5) were formed in accordance with EN 10027-1 and EN
10027-2 respectively.

4.2 Designation to be used on ordering

The complete designation for ordering a product according to this document shall contain the following
information:
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— desired quantity;

— product form (e. g. round bars, square bars or rod);

— where an appropriate dimensional standard is available (see Table 7 and Annex C) the number of the
standard plus any choice of requirements; if there is no dimensional standard, the nominal dimensions
and tolerances required;

— type of material (steel);

— number of this document;

— steel name or steel number;

— if for the relevant steel in the table for the mechanical properties more than one treatment condition is
covered, the symbol for the desired heat treatment or cold worked condition;

— desired condition (see symbols in Table 7);

— if a verification of internal soundness is required, products shall be tested in accordance with EN 10306 or
EN 10308;

— if an inspection document is required, its designation in accordance with EN 10204.

EXAMPLE 10 t round bars of a steel grade with the name X5CrNi18-10 and the number 1.4301 as specified in EN
10088-3 of 50 mm diameter, dimensional tolerances as specified in EN 10060, in condition 1D (see Table 7), inspection
document 3.1 as specified in EN 10204:

10 t round bars EN 10060-50
Steel EN 10088-3-X5CrNi18-10+1D
Inspection document 3.1

or

10 t round bars EN 10060-50
Steel EN 10088-3-1.4301+1D
Inspection document 3.1

5 Classification of grades

Steels covered in this document are classified according to their structure into
— ferritic steels,

— martensitic steels,

— precipitation hardening steels,

— austenitic steels,

— austenitic-ferritic steels.

See also Annex B to EN 10088-1.
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6 Requirements

6.1 Steelmaking process

Unless otherwise agreed at the time of enquiry and order, the steelmaking and manufacturing process for steels
conforming to this document shall be at the discretion of the manufacturer.

6.2 Delivery condition

The products shall be supplied in the delivery condition agreed at the time of enquiry and order by reference to the
conditions given in Table 7 and, where different alternatives exist, to the treatment conditions given in Tables 8 to
19 and 25 (see also Annex A).

6.3 Chemical composition

6.3.1 The chemical composition requirements given in Tables 2 to 5 apply in respect of the chemical
composition according to the cast analysis.

6.3.2 The product analysis may deviate from the limiting values for the cast analysis given in Tables 2 to 5
by the values listed in Table 6.

6.4 Chemical corrosion properties

Referring to resistance to intergranular corrosion as defined in EN ISO 3651-2, for ferritic, austenitic and
austenitic-ferritic stainless steels the specifications in Tables 8, 11 and 12 apply.

NOTE 1 EN ISO 3651-2 is not applicable for testing martensitic and precipitation hardening steels.

NOTE 2 The corrosion resistance of stainless steels is very dependent on the type of environment and can
therefore not always be clearly ascertained through laboratory tests. It is therefore advisable to draw on the available
experience of the use of the steels.

6.5 Mechanical properties

6.5.1 The mechanical properties at room temperature as specified in Tables 8 to 12 apply for hot worked
products of every condition, condition 1U and semi-finished products excluded, for cold processed products in
condition 2D (excluding wire), and for each specified heat treatment condition.

For cold processed products of every specified condition, condition 2D and wire excluded, and each specified
heat treatment condition, the mechanical properties at room temperature as specified in Tables 13 to 17 apply.
For these products, the condition is the prime property with the mechanical properties secondary.

If by agreement at the time of ordering the products are to be supplied in a non-heat-treated condition, the
mechanical properties specified in Tables 8 to 17 shall be obtained from reference test pieces which have
received the appropriate heat treatment (simulated heat treatment).

For wire, the properties as specified in Tables 18 and 19 apply.

For bars which are intentionally cold work hardened in order to increase their tensile strength to a specified level,
the mechanical properties at room temperature as specified in Table 25 apply. For these products, the mechanical
properties are prime, with the condition a secondary property.

NOTE  Austenitic steels are insensitive to brittle fracture in the solution annealed condition. Because they do not
have a pronounced transition temperature, which is characteristic of other steels, they are also useful for application
at cryogenic temperatures.
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6.5.2 The values in Tables 20 to 24 apply for the 0,2 %- and 1 %- proof strength at elevated temperatures.

6.6 Surface quality

The available surface finishes are given in Table 7. Slight surface imperfections, inherent to the rolling process,
are permitted. Exact requirements concerning maximum depth of acceptable defects for bars, rods and sections
in the relevant conditions are given in Table 1.

Table 1 — Maximum depth of acceptable defect for bars, rods and sections

Conditions Product forms Permissible defect depth? Max. % of delivered weight in excess of
permissible defect depth

1U, 1C, 1E, 1D Sections To be agreed upon at the time of enquiry and order on the basis of EN 10163-3.

1U,1C, 1E, 1D Rounds and rod To be agreed upon at the time of enquiry and order on the basis of EN 10221.

1X°, 2H°, 2D° Rounds - max. 0,2 mm for d <20 mm 1%

-max. 0,01 dfor20 < d<75mm

- max. 0,75 mm for d > 75 mm

Hexagons -max. 0,3 mm for d £ 15 mm 2%

-max. 0,02 dfor 15 <d <63 mm

Other bars - max. 0,3 mm for d £ 15 mm 4%

-max. 0,02 dfor 15 < d <63 mm

1G, 2B, 2G, 2P Rounds Technically defect free by manufacture. 0,2%

a

Defect depth is understood as being the distance, measured normally to the surface, between the bottom of the defect and that
surface.

At the time of enquiry and order it may be agreed that the product shall be delivered with a surface being technically defect free by
manufacture. In this case, also the maximum % of delivered weight in excess of permissible defect depth shall be agreed.

For further information, e.g. roughness in conditions 2G and 2P, see Table 7.

6.7 Internal soundness

The products shall be free of internal defects which would exclude them from being used for their usual purpose.
At the time of enquiry and order ultrasonic testing of H-beams with parallel flanges and IPE-beams may be agreed
in accordance with EN 10306 and ultrasonic testing of steel bars may be agreed in accordance with EN 10308.

6.8 Formability at room temperature

Cold formability may be verified by elongation in the tensile test.

6.9 Dimensions and tolerances on dimensions and shape

The dimensions and the tolerances on dimensions are to be agreed at the time of enquiry and order, as far as
possible with reference to the dimensional standards listed in Table 7 and in Annex C.

6.10 Calculation of mass and tolerances on mass

6.10.1 When calculating the nominal mass from the nominal dimensions the values given in
EN 10088-1 shall be used as a basis for the density of the steel concerned.
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6.10.2 If the tolerances on mass are not specified in the dimensional standard listed in Table 7 or in Annex
C, they may be agreed at the time of enquiry and order.

7 Inspection and testing

7.1 General

The appropriate process control, inspection and testing shall be carried out to ensure that the product
complies with the requirements of the order.

This includes the following:

— suitable frequency of verification of the dimensions of the products;
— adequate intensity of visual examination of the surface quality of the products;
— appropriate frequency and type of test to ensure that the correct grade of steel is used.

The nature and frequency of these verifications, examinations and tests is determined in the light of the degree of
consistency that has been determined by the evidence of the quality system. In view of this, verifications by
specific tests for these requirements are not necessary unless otherwise agreed.

7.2 Agreement on tests and inspection documents

7.2.1 At the time of ordering the type of inspection document in accordance with EN 10204 may be agreed
for each delivery.

7.2.2 If it is agreed to issue a test report 2.2 in accordance with EN 10204:2004 it shall indicate the
following information:

a) information groups A, B and Z of EN 10168:2004;
b) results of the cast analysis in accordance with the code numbers C71 to C92 in EN 10168:2004.

7.2.3 If the issuing of an inspection certificate 3.1 or 3.2 according to EN 10204:2004 has been agreed,
specific inspections according to 7.3 are to be carried out and the following information shall be given in the
inspection document with the code numbers and details required by EN 10168:2004:

a) under 7.2.2 a);
b) under 7.2.2 b);
c) results of the mandatory tests marked in Table 26, second column, by 'm';

d) results of any optional test or inspections agreed at the time of enquiry and order.

7.3 Specific inspection and testing

7.3.1 Extent of testing

The tests to be carried out, either mandatorily (m) or by agreement (0) and the composition and size of the test
units, and the number of sample products, samples and test pieces to be taken are given in Table 26.
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7.3.2 Selection and preparation of samples

7.3.21 Sampling and sample preparation shall be in accordance with the requirements of EN ISO 14284
and EN ISO 377. In addition, the stipulations in 7.3.2.2 apply for the mechanical tests.

7.3.2.2 The samples for the tensile test shall be taken in accordance with Figures 1 to 3. If it has been
agreed that impact tests shall be carried out, the samples shall be taken from the same location.

The samples shall be taken from products in the delivery condition. If agreed, samples from bars may be taken
before straightening. For samples to be given a simulated heat treatment the conditions for annealing, hardening
and tempering shall be agreed.

7.3.23 Samples for the hardness test and for the resistance to intergranular corrosion test, where
requested, shall be taken from the same locations as those for the mechanical tests.

7.4 Test methods
7.41 The chemical analysis shall be carried out using appropriate European Standards. The choice of a
suitable physical or chemical analytical method for the analysis shall be at the discretion of the manufacturer.
The manufacturer shall declare the test method used if required.

NOTE The list of available European Standards on chemical analysis is given in CR 10261.
7.4.2 The tensile test at room temperature shall be carried out in accordance with EN 10002-1, this
generally being with proportional test pieces having a gauge length L,= 5,65 VS,. (S, = cross-section of the

parallel length). In cases of doubt and in referee testing these test pieces shall be used.

For wire of nominal diameter < 4 mm, the tensile test is made directly on the product using a gauge length of
100 mm.

The tensile strength, elongation after fracture and the 0,2 %-proof strength shall be determined. In addition, for
austenitic steels only, the 1 %- proof strength shall be determined.

7.4.3 If a tensile test at elevated temperature has been ordered, this shall be carried out in accordance with
EN 10002-5. If the proof strength is to be verified, the 0,2 %- proof strength shall be determined, for ferritic,
martensitic, precipitation hardening and austenitic-ferritic steels. In the case of austenitic steels the 0,2 %- and
the 1 %- proof strength shall be determined.

7.4.4 If an impact test has been ordered, it shall be carried out in accordance with EN 10045-1 on test
pieces with a V-notch. The average obtained from three test pieces is considered to be the test result (see
also EN 10021).

7.4.5 The Brinell hardness test shall be carried out in accordance with EN ISO 6506-1.

7.4.6 The resistance to intergranular corrosion shall be tested in accordance with EN ISO 3651-2.

7.4.7 Dimensions and dimensional tolerances of the products shall be tested in accordance with the
requirements of the relevant dimensional standards, where available.

7.5 Retests

See EN 10021.
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8 Marking

8.1  Marking shall be durable.

8.2 Unless otherwise agreed, the requirements listed in Table 27 apply.
8.3 Unless otherwise agreed, the products shall be marked as follows:

— semi-finished products, bars and sections in thicknesses over 35 mm by inking, adhesive labels,
electrolytic etching or stamping;

— bars and sections in thicknesses up to 35 mm by labels attached to the bundle or by means of the
possibilities listed in the first hyphen;

— rods by means of a label attached to the coil.

NOTE If the marking is to be applied by inking or adhesive label, the inks or adhesives should be carefully selected to
ensure that resistance to corrosion is not impaired.

Documents
Document SWring Hub

Full document details: BS EN 10088-3:2005


http://www.avadocuments.com/doc/bs-en-10088-3-2005
http://www.avadocuments.com/doc/bs-en-10088-3-2005

EN 10088-3:2005 (E)

Type Round cross-section products Rectangular cross-section products
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Impact ®

#  For products of a round cross-section, the axis of the notch is parallel to a diameter; for products with a rectangular

cross-section, the axis of the notch is perpendicular to the greatest rolled surface.

b Samples of product may alternatively be tested unmachined, in accordance with EN ISO 377.

Figure 1 — Position of test pieces for steel bars and rods < 160 mm diameter or thickness
(longitudinal test pieces)
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Key
tr transverse

NOTE The axis of the notch on the impact test pieces should be radial in the case of round steel bars, and
perpendicular to the nearest rolled surface for rectangular bars.

Figure 2 — Position of test pieces for steel bars > 160 mm diameter or thickness (transverse test
pieces)
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KEY
1 Location of sample

@ By agreement, the sample can be taken from the web, at a quarter of the total height.

NOTE  The axis of the notch on the impact test pieces should be perpendicular to the outside surface of the
section.

Figure 3 — Position of test pieces for beams, channels, angles, T sections and Z sections
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Table 2 — Chemical composition (cast analysis)® of ferritic corrosion resisting steels

Steel designation % by mass
Name Number C Si Mn P S N Cr Mo Ni Ti Others

max. max. max. max. max.

Standard grades

X2CrNi12 1.4003 0,030 1,00 1,50 0,040 <0,030° 0,030 10,5t0 12,5 - 0,30 to 1,00 - -
X6Cr13 1.4000 0,08 1,00 1,00 0,040 <0,030° - 12,0 to 14,0 - - - -
X6Cr17 1.4016 0,08 1,00 1,00 0,040 <0,030° - 16,0 to 18,0 - - - -
X6CrMoS17 1.4105 0,08 1,50 1,50 0,040 0,15t0 0,35 - 16,0 to 18,0 0,20 to 0,60 - - -
X6CrMo17-1 1.4113 0,08 1,00 1,00 0,040 <0,030° - 16,0 to 18,0 0,90 to 1,40 - - -

Special grades

X2CrTi17 1.4520 0,025 0,50 0,50 0,040 <0,015 0,015 16,0 to 18,0 - - 0,30 to0 0,60 -

X3CrNb17 1.4511 0,05 1,00 1,00 0,040 <0,030° - 16,0 to 18,0 - - - Nb: 12xC to 1,00
X2CrMoTiS18-2 1.4523 0,030 1,00 0,50 0,040 0,15t0 0,35 - 17,510 19,0 2,00 to 2,50 - 0,30 to 0,80 (C+N)<0,040
X6CrMoNb17-1 1.4526 0,08 1,00 1,00 0,040 <0,015 0,040 16,0 to 18,0 0,80 to 1,40 - - Nb:[7x(C+N)+ 0,10] to 1,00
X2CrTiNb18 1.4509 0,030 1,00 1,00 0,040 <0,015 - 17,510 18,5 - - 0,10 to 0,60 Nb:[(3xC)+0,30] to 1,00

@ Elements not quoted in this table may not be intentionally added to the steel without the agreement of the purchaser except for finishing the cast. All appropriate precautions

are to be taken to avoid the addition of such elements from scrap and other materials used in production which would impair mechanical properties and the suitability of the steel.

e Particular ranges of sulphur content may provide improvement of particular properties. For machinability a controlled sulphur content of 0,015 % to 0,030 % is recommended

and permitted. For weldability, a controlled sulphur content of 0,008 % to 0,030 % is recommended and permitted. For polishability, a controlled sulphur content of 0,015 % max. is
recommended.
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Table 3 — Chemical composition (cast analysis)® of martensitic and precipitation hardening corrosion resisting steels

Steel designation % by mass
Name Number C Si Mn P S Cr Cu Mo Nb Ni Others

max. max.

Standard grades (Martensitic steels)®

X12Cr13 1.4006 0,08t0 0,15 | 1,00 | 1,50 | 0,040 <0,030° 11,5t0 13,5 - - - <0,75 -
X12CrS13 1.4005 0,06t0 0,15 | 1,00 | 1,50 | 0,040 | 0,15t0 0,35 | 12,0 to 14,0 - <0,60 - - -
X15Cr13 1.4024 0,12t0 0,17 | 1,00 | =1,00 | 0,040 <0,030° 12,0 to 14,0 - - - - -
X20Cr13 1.4021 0,16t0 0,25 | 1,00 | 1,50 | 0,040 <0,030° 12,0 to 14,0 - - - - -
X30Cr13 1.4028 0,26t00,35 | 1,00 | <1,50 | 0,040 <0,030° 12,0 to 14,0 - - - - -
X39Cr13 1.4031 0,36t0 0,42 | 1,00 | 1,00 | 0,040 <0,030° 12,5t0 14,5 - - - - -
X46Cr13 1.4034 0,43t00,50 | 1,00 | 1,00 | 0,040 <0,030° 12,5t0 14,5 - - - - -
X38CrMo14 1.4419 0,36t0 0,42 | 1,00 | 1,00 | 0,040 <0,015 13,0 to 14,5 - 0,60 to 1,00 - - -
X50CrMoV15 1.4116 0,45t00,55 | 1,00 | 1,00 | 0,040 <0,030° 14,0 to 15,0 - 0,50 to 0,80 - - V:0,10t0 0,20
X55CrMo14 1.4110 0,48t00,60 | 1,00 | 1,00 | 0,040 <0,030° 13,0 to 15,0 0,50 to 0,80 V:<0,15
X14CrMoS17 1.4104 0,10t0 0,17 | 1,00 | 1,50 | 0,040 | 0,15t0 0,35 | 15,5t0 17,5 - 0,20 to 0,60 - - -
X39CrMo17-1 1.4122 0,33t0 0,45 | 1,00 | 1,50 | 0,040 <0,030° 15,5t0 17,5 - 0,80 to 1,30 - <1,00 -
X17CrNi16-2 1.4057 0,12t0 0,22 | 1,00 | =1,50 | 0,040 <0,030° 15,0to 17,0 - - - 1,50 to 2,50 -
X3CrNiMo13-4 1.4313 <0,05 0,70 | =1,50 | 0,040 <0,015 12,0 to 14,0 - 0,30 to0 0,70 - 3,5t04,5 N: = 0,020
X4CrNiMo16-5-1 1.4418 <0,06 0,70 | =1,50 | 0,040 <0,030° 15,0to 17,0 - 0,80 to 1,50 - 4,0t06,0 N: = 0,020

Standard grades (Precipitation hardening steels)

X5CrNiCuNb16-4 1.4542 <0,07 0,70 | =1,50 | 0,040 <0,030° 15,0to 17,0 3,0t0 5,0 <0,60 5xCto 0,45 3,0t0 5,0 -
X7CrNiAI17-7 1.4568 <0,09 0,70 | =1,00 | 0,040 <0,015 16,0 to 18,0 - - - 6,5 to 7,8° Al: 0,70 to 1,50
X5CrNiMoCuNb14-5 1.4594 <0,07 0,70 | =1,00 | 0,040 <0,015 13,0t0 15,0 | 1,20 t0 2,00 | 1,20 to 2,00 0,15 to0 0,60 5,0t06,0 -

Special grades (Martensitic steels) ©

X29CrS13 1.4029 0,25t0 0,32 1,00 <1,50 | 0,040 | 0,15t0 0,25 12,0t0 13,5 - <0,60 - - -
X46CrS13 1.4035 0,43 to 0,50 1,00 <2,00 | 0,040 | 0,15t0 0,35 12,510 14,0 - - - - -
X70CrMo15 1.4109 0,60to0 0,75 0,70 <1,00 | 0,040 < 0,030b 14,0 to 16,0 - 0,40 to0 0,80 - - -
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