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The European Standard EN 10113-3 : 1993 has the status of a
British Standard
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obtenus par laminage thermomeÂchaniques
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Hot-rolled products in
weldable fine grain
structural steels

Part 3. Delivery conditions for
thermomechanical rolled steels
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Cooperating organizations

The European Committee for Standardization (CEN), under whose supervision
this European Standard was prepared, comprises the national standards
organizations of the following countries:

Austria Oesterreichisches Normungsinstitut

Belgium Institut belge de normalisation

Denmark Dansk Standardiseringsraad

Finland Suomen Standardisoimisliito, r.y.

France Association francËaise de normalisation

Germany Deutsches Institut fuÈr Normung e.V.

Greece Hellenic Organization for Standardization

Iceland Technological Institute of Iceland

Ireland National Standards Authority of Ireland

Italy Ente Nazionale Italiano di Unificazione

Luxembourg Inspection du Travail et des Mines

Netherlands Nederlands Normalisatie-instituut

Norway Norges Standardiseringsforbund

Portugal Instituto PortugueÁs da Qualidade

Spain AsociacioÂn EspanÄola de NormalizacioÂn y CertificacioÂn

Sweden Standardiseringskommissionen i Sverige

Switzerland Association suisse de normalisation

United Kingdom British Standards Institution
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National foreword

This British Standard has been prepared under the direction of the Iron and
Steel Standards Policy Committee and is the English language version of
EN 10113-3 : 1993 Hot rolled products in weldable fine grain structural steels
Part 3 : Delivery conditions for thermomechanical rolled steels, published by
the European Committee for Standardization (CEN).

Together with BS EN 10113-1, BS EN 10113-2 and BS EN 10155, it partially
supersedes BS 4360 : 1990 which will be withdrawn in due course.

The other Parts of BS EN 10113 are as follows:

BS EN 10113-1 Hot rolled products in weldable fine grain structural steels
Part 1 : General delivery conditions

BS EN 10113-2 Hot rolled products in weldable fine grain structural steels
Part 2 : Delivery conditions for normalized/normalized
rolled steels

Compliance with a British Standard does not of itself confer immunity
from legal obligations.
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Descriptors: Iron and steel products, hot rolled products, structural steels, welded construction, hot rolling, delivery, designation,
quality classes, chemical composition, grades : quality, mechanical properties, inspection, tests

English version

Hot-rolled products in weldable fine

grain structural steels Ð

Part 3: Delivery conditions for thermomechanical

rolled steels

Produits lamineÂs aÁ chaud end aciers de
construction soudable aÁ grains fins
Partie 3: Conditions de livraison des aciers
obtenus per laminage thermomeÂchaniques

Warmgewalzte Erzeugnisse aus
schweissgeeigneten FeinkornbaustaÈhlen
Teil 3: Lieferbedingungen fuÈr
thermomechanisch gewalzte StaÈhle

This European Standard was approved by CEN on 1993-03-05. CEN members
are bound to comply with the CEN/CENELEC Internal Regulations which
stipulate the conditions for giving this European Standard the status of a
national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any
CEN member.

This European Standard exists in three official versions (English, French,
German). A version in any other language made by translation under the
responsibility of a CEN member into its own language and notified to the
Central Secretariat has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium,
Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.
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