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National foreword

This British Standard has been prepared by Technical Committee ISE/12 and is 
the English language version of EN 10137-1:1995, Plates and wide flats made of 
high yield strength structural steels in the quenched and tempered or precipitation 
hardened conditions — Part 1: General delivery conditions, published by the 
European Committee for Standardization (CEN).
Together with BS EN 10137-2:1996 and BS EN 10137-3:1996, it supersedes 
BS 7613:1994 which is withdrawn.

Cross-references

Publication referred to Corresponding British Standard

EN 10002-1:1990 BS EN 10002 Tensile testing of metallic materials

Part 1:1990 Method of test at ambient temperature

EN 10020:1988 BS EN 10020:1991 Definition and classification of grades 
of steel

EN 10021:1993 BS EN 10021:1993 General technical delivery 
requirements for iron and steel products

BS EN 10027 Designation systems for steel
EN 10027-1:1992 Part 1:1992 Steel names, principal symbols
EN 10027-2:1992 Part 2:1992 Steel numbers

EN 10029:1991 BS EN 10029:1991 Specification for tolerances on 
dimensions, shape and mass for hot rolled steel 
plates 3 mm thick or above

EN 10045-1:1990 BS EN 10045 Charpy impact test on metallic materials
Part 1:1990 Test method (V- and U-notches)

EN 10051:1991 BS EN 10051:1992 Specification for continuously
hot-rolled uncoated plate, sheet and strip of non-alloy and 
alloy steels. Tolerances on dimensions and shape

EN 10052:1993 BS EN 10052:1994 Vocabulary of heat treatment terms 
for ferrous products

EN 10079:1992 BS EN 10079:1993 Definition of steel products

BS EN 10163 Specification for delivery requirements for 
surface conditions of hot rolled steel plates, wide flats and 
sections

EN 10163-1:1991 Part 1:1991 General requirements
EN 10163-2:1991 Part 2:1991 Plates and wide flats

EN 10164:1993 BS EN 10164:1993 Steel products with improved 
deformation properties perpendicular to the surface of the 
product. Technical delivery conditions

EN 10204:1991 BS EN 10204:1991 Metallic products. Types of inspection 
documents

ISO 2566-1:1984 BS 3894:Method for converting elongation values for steel
Part 1:1965 Carbon and low alloy steels
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A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and iv, 
the EN title page, pages 2 to 12, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.
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