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European foreword

This document (EN 10164:2018) has been prepared by Technical Committee ECISS/TC 103 “Structural 
steels other than reinforcements”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by April 2019, and conflicting national standards shall be 
withdrawn at the latest by April 2019.

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 10164:2004.

The main changes with respect to the previous edition are listed below:

a)	 Normative references added and updated;

b)	 Clauses 6.1 and 6.2 revised; 

c)	 Clause 8.2.2.2.3 c) is applicable for thicknesses 20 mm < t ≤ 80 mm;

d)	 Figure 1 and 4 revised;

e)	 Clause 12 revised;

f)	 Standard editorial revised.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, 
Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, 
Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, 
Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and 
the United Kingdom.
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Introduction

Flat products and sections of steel as normally manufactured have deformation properties 
perpendicular to the surface (through thickness) which are different from those obtained in the surface 
direction. This anisotropy of the properties may lead to difficulties in welded structures, for instance 
lamellar tearing.

It is, however, possible to improve the through thickness properties by using additional steel 
making procedures.

Through thickness properties are characterized in this document by specified values for reduction of 
area in a through thickness tensile test.

The minimum values for reduction of area in this document cannot by themselves be regarded as 
ensuring safety against occurrence of lamellar tearing. Indeed, the risk of lamellar tearing is also 
basically influenced for instance by the type of structure, weld design and welding procedure.

However, the reduction of area is a good general guide to lamellar tear resistance, i.e. the risk of lamellar 
tearing decreases with increased reduction of area in the through thickness tensile test.
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