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National foreword
This British Standard is the official English language version of           
EN 10169-3:2003.

The UK participation in its preparation was entrusted to Technical Committee 
ISE/10, Flat rolled steel products, which has the responsibility to: 

A list of organizations represented on this committee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.
This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 17 and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.
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Foreword

This document (EN 10169-3:2003) has been prepared by Technical Committee ECISS/TC 27 "Surface coated flat
products - Qualities, dimensions, tolerances and specific tests", the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by December 2003, and conflicting national standards shall be withdrawn at the latest
by December 2003.

EN 10169 consists of the following parts under the general title Continuously organic coated (coil coated) steel flat
products:

Part 1: General information (definitions, materials, tolerances, test methods);

Part 2: Products for building exterior applications;

Part 3: Products for building interior applications.

Annexes A and B are informative.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal,
Slovakia, Spain, Sweden, Switzerland and the United Kingdom.

1 Scope

This part of this European Standard gives the specific requirements for continuously organic coated (coil coated)
steel flat products used for building interior applications.

It particularly specifies the performance requirements of different product flexibility categories and different
corrosion protection categories.

General information concerning continuously organic coated steel flat products is provided by EN 10169-1.

Products for building exterior applications are covered by ENV 10169-2.

The products covered are wide strips, sheets cut from wide strip, slit wide strips, strips rolled in widths less than
600 mm and cut lengths (from sheet or strip).

2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text, and the publications are listed hereafter. For
dated references, subsequent amendments to or revisions of any of these publications apply to this European
Standard only when incorporated in it by amendment or revision. For undated references the latest edition of the
publication referred to applies (including amendments).

ENV 606, Bar coded transport and handling labels for steel products.

EN 10020:2000, Definition and classification of grades of steel.

EN 10021:1993, General technical delivery requirements for steel and iron products.

EN 10027-1, Designation systems for steel - Part 1: Steel names, principal symbols.
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EN 10027-2, Designation systems for steel - Part 2: Numerical system.

EN 10079:1992, Definition of steel products.

EN 10130, Cold rolled low carbon steel flat products for cold forming - Technical delivery conditions.

EN 10131, Cold rolled uncoated low carbon and high yield strength steel flat products for cold forming - Tolerances
on dimensions and shape.

EN 10139, Cold rolled uncoated mild steel  narrow strip for cold forming - Technical delivery conditions.

EN 10140, Cold rolled narrow steel strip - Tolerances on dimensions and shape.

EN 10142, Continuously hot-dip zinc coated low carbon steels strip and sheet for cold forming - Technical delivery
conditions.

EN 10143, Continuously hot-dip metal coated steel sheet and strip - Tolerances on dimensions and shape.

EN 10147, Continuously hot-dip zinc-coated structural steels strip and sheet - Technical delivery conditions.

EN 10152, Electrolytically zinc coated cold rolled steel flat products - Technical delivery conditions.

EN 10154, Continuously hot-dip Aluminium-Silicon (AS) coated steel strip and sheet - Technical delivery
conditions.

EN 10169-1:1996, Continuously organic coated (coil coated) steel flat products - Part 1: General information
(definitions, materials, tolerances, test methods).

EN 10204:1991, Metallic products - Types of inspection documents.

EN 10214, Continuously hot-dip zinc-aluminium (ZA) coated steel strip and sheet - Technical delivery conditions.

EN 10215, Continuously hot-dip aluminium-zinc (AZ) coated steel strip and sheet - Technical delivery conditions.

EN 10268, Cold rolled flat products made of high yield strength micro-alloyed steels for cold forming - General
delivery conditions.

EN 10292, Continuously hot-dip coated strip and sheet of steels with higher yield strength for cold forming -
Technical delivery conditions.

EN 13523-0:2001, Coil coated metals - Test methods - Part 0: General introduction and list of test methods.

EN 13523-1, Coil coated metals - Test methods - Part 1: Coating thickness.

EN 13523-2, Coil coated metals - Test methods - Part 2: Specular gloss.

EN 13523-6, Coil coated metals - Test methods - Part 6: Adhesion after indentation (cupping test).

EN 13523-7, Coil coated metals - Test methods - Part 7: Resistance to cracking on bending (T- bend test).

EN 13523-8, Coil coated metals - Test methods - Part 8: Resistance to salt spray (fog).

EN 13523-9, Coil coated metals - Test methods - Part 9: Resistance to water  immersion.

EN 13523-18, Coil coated metals - Test methods - Part 18: Resistance to staining.

EN 13523-22 , Coil coated metals - Test methods - Part 22: Colour difference – Visual comparison.

prEN ISO 4628-2, Paints and varnishes - Evaluation of degradation of coatings - Designation of quantity and size
of defects, and of intensity of changes - Part 2: Assessment of the degree of blistering (identical to ISO/DIS 4628-
2:2000).
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