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BS EN 10223-2:2012 BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 10223-2:2012.
It supersedes BS EN 10223-2:199§, which is withdrawn.

The UK participation in its preparation was entrusted to
Technical Committee ISE/106, Wire Rod and Wire.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2012.
Published by BSI Standards Limited 2012.

ISBN 978 0 580 64499 3
ICS 77.140.65

Compliance with a British Standard cannot confer immunity
from legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 December 2012.

Amendments issued since publication
Date Text affected
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EUROPEAN STANDARD EN 10223-2
NORME EUROPEENNE

EUROPAISCHE NORM November 2012

ICS 77.140.65 Supersedes EN 10223-2:199

English Version

Steel wire and wire products for fencing and netting - Part 2:
Hexagonal steel wire netting for agricultural, insulation and
fencing purposes

Fils et produits tréfilés en acier pour clbétures et grillages - Stahldraht und Drahterzeugnisse fur Zaune und
Partie 2: Grillage a mailles hexagonales en acier utilisé Drahtgeflechte - Teil 2: Stahldrahtgeflecht mit
dans l'agriculture pour l'isolation et les clétures sechseckigen Maschen fur landwirtschaftliche Zwecke,

Isolierungen und Zaune

This European Standard was approved by CEN on 13 October 2012.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management Centre has the same
status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and United
Kingdom.
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EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2012 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 10223-2:2012: E
worldwide for CEN national Members.
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Foreword

This document (EN 10223-2:2012) has been prepared by Technical Committee ECISS/TC 106 “Wire rod and
wires”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by May 2013, and conflicting national standards shall be withdrawn at the
latest by May 2013.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 10223-2:1997.

EN 10223 "Steel wire and wire products for fencing and netting" consists of the following parts:

— Part 1: Zinc and zinc-alloy coated steel barbed wire

— Part 2: Hexagonal steel wire netting for agricultural, insulation and fencing purposes

— Part 3: Hexagonal steel wire mesh products for engineering purposes

— Part 4: Steel wire welded mesh fencing

— Part 5: Steel wire woven hinged joint and knotted mesh fencing

— Part 6: Steel wire chain link fencing

— Part 7: Steel wire welded panels for fencing

— Part 8: Welded mesh gabion products

According to the CEN/CENELEC Internal Regulations, the national standards organisations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,

Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.
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1 Scope

This European Standard specifies requirements for the dimensions and coating of steel wire netting having
meshes of hexagonal shape specified for agricultural, insulation and fencing purposes.

2 Normative references
The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

N 10021, General technical delivery requirements for steel products

N 10204, Metallic products — Types of inspection documents

N 10244-1|, Steel wire and wire products — Non-ferrous metallic coatings on steel wire — Part 1: General
principles

EN 10244-2:2009, Steel wire and wire products — Non-ferrous metallic coatings on steel wire — Part 2: Zinc
or zinc alloy coatings

N 10245-1|, Steel wire and wire products — Organic coatings on steel wire — Part 1. General rules

N _ISO 1461, Hot dip galvanized coatings on fabricated iron and steel articles — Specifications and test
methods (SO 146

EN 1SO 16120-1|, Non-alloy steel wire rod for conversion to wire — Part 1: General requirements (SO 16120
1)

EN ISO 16120-4, Non-alloy steel wire rod for conversion to wire — Part 2: Specific requirements for general-
purpose wire rod (ISO 16120-2

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.
3.1

mesh size of hexagonal mesh

distance measured at right angles between two twisted sides. An average distance, D (see Figure 1) is measured
over 10 meshes
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