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National foreword

This British Standard is the official English language version of

EN 10296-1:2003. It supersedes BS 6323-7:198% and B‘S 6323-2:1989 which
will be withdrawn. Together with BS EN 10305-3 and BS EN 10305-5 i
superseded BS 6323-5:1989, Wthh W111 be Wlthdrawn upon pubhcatlon of

BS EN 10305-1, 4
BS EN 10305-5 and | -q it will supersede BS 6323-1: 1982| which
will be withdrawn upon publication of the other standards.

The UK participation in its preparation was entrusted to Technical Committee
ISE/8, Steel pipes, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 29 and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.
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Foreword

This document (EN 10296-1:2003) has been prepared by Technical Committee ECISS/TC 29, "Steel tubes and
fittings for steel tubes”, the secretariat of which is held by UNL.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by December 2003, and conflicting national standards shall be withdrawn at the latest
by December 2003.

Another part of EN 10296 in course of preparation is :

— Part 2: Stainless steel tubes

Another European Standard series covering seamless steel tubes for mechanical and general engineering
purposes is currently being prepared.

— EN 10297: Seamless circular steel tubes for mechanical and general engineering purposes — Technical
delivery conditions.

Other European Standard series being prepared in this area are prEN 10294 for hollow bars for machining and
prEN 10305 for steel tubes for precision applications.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,
France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Luxembourg, Malta, Netherlands, Norway, Portugal,
Slovakia, Spain, Sweden, Switzerland and the United Kingdom.
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1 Scope
This Part of EN 10296 specifies the technical delivery conditions for electric welded, laser beam welded and

submerged arc welded tubes of circular cross section made of non-alloy and alloy steels for mechanical and
general engineering purposes.

2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text and the publications are listed hereafter. For
dated references, subsequent amendments to or revisions of any of these publications apply to this European
Standard only when incorporated in it by amendment or revision. For undated references the latest edition of the
publication referred to applies (including amendments).

, Destructive tests on welds in metallic materials - Bend tests.

EN 10002-1|, Metallic materials - Tensile testing - Part 1: Method of test at ambient temperature.

EN 1002d, Definition and classification of grades of steel.

EN 10021, General technical delivery requirements for steel and iron products.

, Designation systems for steel - Part 1: Steel names, principal symbols.

, Designation systems for steel - Part 2: Numerical system.

EN 10045-1|, Metallic materials - Charpy Impact test - Part 1: Test method.

EN 10053, Vocabulary of heat treatment terms for ferrous products.

prEN 101681, Steel products - Inspection documents — List of information and description.

EN 10204, Metallic products - Types of inspection documents.

, Seamless and welded steel tubes — Dimensions and masses per unit length.

EN 10234, Metallic materials - Tube (in full section) - Bend test.

EN 10233, Metallic materials - Tube - Flattening test.

EN 10234, Metallic materials - Tube - Drift expanding test.

N 10246-1|, Non-destructive testing of steel tubes - Part 1: Automatic electromagnetic testing of seamless and
welded (except submerged arc-welded) ferromagnetic steel tubes for verification of hydraulic leak-tightness.

N 10246-3, Non-destructive testing of steel tubes - Part 3: Automatic eddy current testing of seamless and welded
(except submerged arc-welded) steel tubes for the detection of imperfections.

N 10246-5, Non-destructive testing of steel tubes - Part 5: Automatic full peripheral magnetic transducer/flux
leakage testing of seamless and welded (except submerged arc-welded) ferromagnetic steel tubes for the detection
of longitudinal imperfections.

N 10246-7, Non-destructive testing of steel tubes - Part 7: Automatic full peripheral ultrasonic testing of seamless
and welded (except submerged arc-welded) steel tubes for the detection of longitudinal imperfections.

1) In preparation; until this document is published as a European Standard, a corresponding national standard should b ]
enquiry and order. %96 ﬁm Qms
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N 10246-8, Non-destructive testing of steel tubes - Part 8: Automatic ultrasonic testing of the weld seam of
electric welded steel tubes for the detection of longitudinal imperfections.

N 10246-9, Non-destructive testing of steel tubes - Part 9: Automatic ultrasonic testing of the weld seam of
submerged arc-welded steel tubes for the detection of longitudinal and/or transverse imperfections.

N 10246-10, Non-destructive testing of steel tubes - Part 10: Radiographic testing of the weld seam of automatic
fusion arc welded steel tubes for the detection of imperfections.

N 10256, Non-destructive testing of steel tubes — Qualification and competence of level 1 and 2 non-destructive
testing personnel.

R 10260, Designation systems for steel - Additional symbols.

prEN 102662), Steel tubes, fittings and structural hollow sections — Symbols and definitions of terms for use in
product standards.

N ISO 377, Steel and steel products - Location and preparation of samples and test pieces for mechanical testing
SO 377:1997).

N ISO 643, Steels - Micrographic determination of the apparent grain size (ISO/DIS 643:2003).

N ISO 2566-1|, Steel — Conversion of elongation values - Part 1: Carbon and low alloy steels (ISO 2566-1:1984).

3 Terms and definitions

For the purposes of this Part of EN 10296, the terms and definitions given in EN_10020, EN 10021], EN 10052 and
prEN 10266 and the following apply.

3.1
fine grain steel
steel having an austenitic/ferritic grain size equal to or finer than 6 when measured in accordance with EN 1ISO 643.

3.2

normalizing rolling

rolling process in which the final deformation is carried out in a certain temperature range leading to a material
condition equivalent to that obtained after normalizing so that the specified values of the mechanical properties are
retained even after normalizing (+N)

3.3

thermomechanical rolling

rolling process in which the final deformation is carried out in a certain temperature range leading to a material
condition with certain properties which cannot be achieved or repeated by heat treatment alone

NOTE 1 The abbreviated form of this delivery condition is M.

NOTE 2  Subsequent heating above 580°C may lower the strength values. If temperatures above 580°C are needed
reference should be made to the supplier.

NOTE 3  Thermomechanical rolling leading to the delivery condition M can include processes with an increasing cooling rate
with or without tempering including self-tempering but excluding direct quenching and tempering.

3.4

hot reducing

process in which the outside diameter of a tube is reduced by a rolling and/or stretching process after heating into
the austenitic region (i.e. above Ac3)

2) In preparation; until this document is published as a European Standard, a corresponding national standard shoul j
enquiry and order. (Bedﬁﬁiﬁi}é Hfg
Document Sharingd—lub

Full document details: BS EN 10296-1:2003


http://dx.doi.org/10.3403/01901574U
http://dx.doi.org/10.3403/01963864U
http://dx.doi.org/10.3403/02019676U
http://dx.doi.org/10.3403/02019664U
http://dx.doi.org/10.3403/01389692U
http://dx.doi.org/10.3403/01110284U
http://dx.doi.org/10.3403/01110284
http://dx.doi.org/10.3403/02768234U
http://dx.doi.org/10.3403/01771701U
http://dx.doi.org/10.3403/01771701
http://dx.doi.org/10.3403/00251671U
http://dx.doi.org/10.3403/00318391U
http://dx.doi.org/10.3403/00321617U
http://dx.doi.org/10.3403/02768234U
http://www.avadocuments.com/doc/bs-en-10296-1-2003
http://www.avadocuments.com/doc/bs-en-10296-1-2003

EN 10296-1:2003 (E)

NOTE The thickness can be increased or decreased during processing.
3.5

annealing

heat treatment at a temperature slightly below Ac1 (+A)

3.6

employer

organisation for which the person works on a regular basis

NOTE The employer may be either the tube manufacturer or a third party organisation providing non-destructive testing
(NDT) services.
4 Symbols

For the purpose of this Part of EN 10296, the symbols given in prEN 10266 and [CR 10260 apply.

5 Classification and designation

5.1 Classification

In accordance with EN 10020 the grades in Table 2 and the grade E275K2 are non-alloy quality steels, grade
E355K2 is an alloy quality steel, grade E460K2 and the grades in Table 4 are alloy special steels.

5.2 Designation
5.2.1  For tubes covered by this Part of EN 10296 the steel designation consists of :
the number of this part of EN 10296 (EN _10296-1));

plus either:

the steel name in accordance with EN 10027-1 and CR 1026(; or

the steel number allocated in accordance with EN 10027-3;

The steel name is designated by:
the capital letter E for engineering steels;
the specified minimum yield strength (R.) MPa for T 16 mm;

NOTE The specified minimum yield strength varies with delivery condition and may be higher or lower than the designated
value.

the alphanumeric K2 for steels with specified impact energy of 40 J at - 20 C;

the letter M when the strip or plate is produced by a thermomechanical rolling process.

6 Information to be supplied by the purchaser

6.1 Mandatory information
The following information shall be supplied by the purchaser at the time of enquiry and order:

1) the quantity (mass or total length or number); Documents
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2) the term "tube";
3) the dimensions (outside diameter, wall thickness) (see 8.7);

4) the steel designation according to this Part of EN 10296 (see 5.2).

6.2 Options

A number of options are specified in , and are listed below with appropriate clause references. In the
event that the purchaser does not indicate his wish to implement any of these options at the time of enquiry and
order the tube shall be supplied in accordance with the basic specification (see 6.1).

1)  Process of tube manufacture (see 7.3.1);

2) delivery condition of EW (see 7.3.2);

3) tube shall be supplied descaled (see 7.3.2);

4) EW tubes shall be produced from pickled strip (see 7.3.2);

5) non-destructive testing of the weld (see 8.4.2);

6) aleak tightness test (see 8.4.2);

7) random lengths (see 8.7.2);

8) exact lengths (see 8.7.2);

9) restriction of the residual height of the internal weld bead of EW tube (see 8.7.3.1);

10) specific inspection and testing for tube made of non-alloy quality steel (see 5.1 and 9.1);

11) inspection document type 2.2 (see 9.2.1);

12) inspection document type 3.1.A, 3.1.C or 3.2 (see 9.2.1);

13) flattening test or drift expanding or bend test (whole tube) (see 9.3);

14) selection of leak tightness test method for EW tube (see 11.8.1);

15) special coating for transit and storage (see clause 13).

6.3 Example of an order

Fifteen tonnes of tube with specified outside diameter of 60,3 mm and a specified wall thickness of 3,6 mm made of
steel in accordance with EN 10296-1| grade E275 supplied with specific inspection and testing.

15t Tube 60,3 x 3,6 N 10296-1 E275  Option 10

7 Manufacturing process

7.1 Steelmaking process
The steelmaking process is at the discretion of the manufacturer.
Elements not included in Tables 2, 3 or 4 for the relevant grade shall not be intentionally added to the steel without

the agreement of the purchaser, except for elements which may be added for finishing the cast. All appropriate
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measures shall be taken to prevent the addition of undesirable elements from scrap or other materials used in the
steelmaking process.

7.2 Deoxidation process

The steels shall be fully killed and additionally those grades in Tables 3 and 4 shall contain nitrogen-binding
elements and are fine grain steels.

7.3 Tube manufacture and delivery conditions

7.3.1 Tubes shall be produced by an EW, EW hot reduced (EWHR), laser beam welded (LBW) or submerged
arc welded (SAW) process. The process is at the discretion of the manufacturer unless option 1 is specified.

Option 1: The process of tube manufacture is specified by the purchaser from those mentioned in the above
paragraph.

A Table of typical dimension ranges for the different manufacturing processes is given for information in annex A.
EW tubes shall not include welds used for joining lengths of the strip prior to forming the tube.

Laser beam welded and submerged arc welded tubes may be longitudinally or helically welded. Strip used for the
manufacture of helically, laser beam welded (LBWH) or submerged arc-welded (SAWH) tubes shall have a width of
not less than 0,8 times or more than 3,0 times the outside diameter of the tube. Longitudinal welded LBW or SAW
tubes shall not include welds used for joining together lengths of the strip prior to forming. LBWH or SAWH tubes
may include the weld joining together lengths of the strip prior to forming, provided this weld is subject to the same
inspection and testing as the helical weld.

SAWL tubes may be cold sized by cold expanding (see Table 1).

7.3.2 Tubes shall be delivered in one of the delivery conditions shown in Table 1.

The delivery condition of EW tube including heat treatment is at the discretion of the manufacturer unless option 2
is specified.

Option2:  The delivery condition of EW tube is specified by the purchaser from those shown in Table 1.

When option 3 is specified tube shall be supplied descaled . The amount of scale shall be agreed at the time of
enquiry and order. The method is at the discretion of the manufacturer.

Option 3: Tubes shall be supplied descaled.
The starting material for tubes is at the discretion of the manufacturer unless option 4 is specified.
Option 4: EW tubes shall be produced from pickled strip.

7.3.3 All NDT activities shall be carried out by qualified and competent level 1, 2 and/or 3 personnel authorised
to operate by the employer.

The qualification shall be in accordance with EN 10256 or at least an equivalent to it.
It is recommended that the level 3 personnel be certified in accordance with or at least an equivalent to it.
The operating authorisation issued by the employer shall be in accordance with a written procedure.

NDT operations shall be authorised by a level 3 NDT individual approved by the employer.

NOTE The definition of level 1, 2 and 3 can be found in appropriate Standards, e.g. EN 473 and EN_10254.
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