
BRITISH STANDARD BS EN 
10306:2002

Iron and steel — 
Ultrasonic testing of      
H beams with parallel 
flanges and IPE beams

The European Standard EN 10306:2001 has the status of a 
British Standard

ICS 77.040.20

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW

Full document details: BS EN 10306:2002

http://www.avadocuments.com/doc/bs-en-10306-2002
http://www.avadocuments.com/doc/bs-en-10306-2002


BS EN 10306:2002

This British Standard, having 
been prepared under the 
direction of the Engineering 
Sector Policy and Strategy 
Committee, was published 
under the authority of the 
Standards Policy and Strategy 
Committee on                                  
26 February 2002

© BSI 26 February 2002

ISBN 0 580 39177 9

National foreword

This British Standard is the official English language version of 
EN 10306:2001.

The UK participation in its preparation was entrusted to Technical Committee 
ISE/72, Methods of physical and metallographic testing, which has the 
responsibility to: 

A list of organizations represented on this committee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Standards 
Catalogue under the section entitled “International Standards Correspondence 
Index”, or by using the “Find” facility of the BSI Standards Electronic 
Catalogue.
A British Standard does not purport to include all the necessary provisions of 
a contract. Users of British Standards are responsible for their correct 
application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible European committee any enquiries on the 
interpretation, or proposals for change, and keep the UK interests 
informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 14, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the 
document was last issued.
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Foreword

This European Standard has been prepared by Technical Committee ECISS/TC 2 "Steel - Physico-chemical and
non-destructive testing", the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by June 2002, and conflicting national standards shall be withdrawn at the latest by
June 2002.

Annex A is informative.

This standard includes a Bibliography.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,
France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden,
Switzerland and the United Kingdom.
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1 Scope

This European Standard specifies a reflection method for the ultrasonic testing of H beams with parallel flanges
and IPE beams for the detection of presence of internal discontinuities. Mechanised, semi-automatic or automatic
techniques may be used but should be agreed between the purchaser and the supplier.

2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text, and the publications are listed hereafter. For
dated references, subsequent amendments to or revisions of any of these publications apply to this European
Standard only when incorporated in it by amendment or revision. For undated references the latest edition of the
publication referred to applies (including amendments).

EN 473, Non destructive testing - Qualification and certification of NDT personnel – General principles.

EN 583-2, Non-destructive testing - Ultrasonic examination – Part 2: Sensitivity and range setting.

EN 583-5, Non-destructive testing - Ultrasonic examination – Part 5: Characterization and sizing of discontinuities.

EN 1330-4, Non destructive testing - Terminology - Part 4: Terms used in ultrasonic testing.

EN 12223, Non-destructive testing - Ultrasonic examination - Specification for calibration block n°1.

EN 12668-1, Non-destructive testing - Characterization and verification of ultrasonic examination equipment –
Part 1: Instruments.

EN 12668-2, Non-destructive testing - Characterization and verification of ultrasonic examination equipment –
Part 2: Probes.

EN 12668-3, Non-destructive testing - Characterization and verification of ultrasonic examination equipment –
Part 3: Combined equipment.

3 Terms and definitions

Definitions for general terms of non-destructive testing can be found in other European Standards, e.g. EN 1330-1
and EN 1330-2. For the purposes of this European Standard, the terms and definitions given in EN 1330-4 apply,
together with the following :

3.1
manual testing
testing by an operator applying an ultrasonic probe, or probes, to the flat product surface, manually executing the
appropriate scanning pattern on the flat product surface and assessing ultrasonic signal indications on the
electronic equipment screen either by direct viewing or by built-in signal amplitude alarm devices

3.2
automatic and semi-automatic testing
testing using a mechanised means of applying the ultrasonic probe or probes to, and executing the appropriate
scanning pattern on the flat product surface, together with ultrasonic signal indication evaluation by electronic
means

NOTE Such testing can be either fully automatic with no operator involvement, or semi-automatic when the operator
performs basic equipment operation functions

A list of equivalent terms in several European languages is given in annex A.
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