BRITISH STANDARD BS EN
1062-7:2004

Paints and varnishes —
Coating materials and
coating systems for
exterior masonry and
concrete —

Part 7: Determination of crack bridging
properties

The European Standard EN 1062-7:2004 has the status of a
British Standard

ICS 87.040

AN
| -y
r Ta
b
British Standards

za

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW

Full document details: BS EN 1062-7:2004


http://www.avadocuments.com/doc/bs-en-1062-7-2004
http://www.avadocuments.com/doc/bs-en-1062-7-2004

BS EN 1062-7:2004

This British Standard, was
published under the authority
of the Standards Policy and
Strategy Committee on

28 May 2004

© BSI 28 May 2004

ISBN 0 580 43821 X

National foreword

This British Standard is the official English language version of
EN 1062-7:2004.

The UK participation in its preparation was entrusted to Technical Committee
ST1/28, Paint systems for non-metallic substrates, which has the responsibility
to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 31 and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication
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Foreword

This document (EN 1062-7:2004) has been prepared by Technical Committees CEN/TC 104 “Concrete and
related products” and CEN/TC 139 “Paints and varnishes”, the secretariats of which are held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by November 2004, and conflicting national standards shall be withdrawn
at the latest by November 2004.

EN 1062, Paints and varnishes — Coating materials and coating systems for exterior masonry and concrete,
consists of the following parts:

— Part 1: Classification

— Part 3: Determination and classification of liquid-water transmission rate (permeability)

— Part 6: Determination of carbon dioxide permeability

— Part 7: Determination of crack bridging properties

— Part 11: Methods of conditioning before testing

Annexes A and B are normative. Annex C is informative.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic,
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia, Lithuania,

Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland
and United Kingdom.
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Introduction

This is one of a number of parts of EN 1062 dealing with test methods for coating materials and coating
systems for masonry and concrete.
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1 Scope

This European Standard specifies two methods for determining the crack-bridging properties of coating
materials, coating systems and related products, intended for exterior masonry and concrete. It should be
read in conjunction with EN 1062-1 and prEN 1504-2.

It also gives a classification of coatings on the basis of their crack-bridging properties.

NOTE The method to be used for a particular product or system should be agreed between the interested parties.

2 Normative references

This European Standard incorporates, by dated or undated reference, provisions from other publications.
These normative references are cited at the appropriate places in the text and the publications are listed
hereafter. For dated references, subsequent amendments to or revisions of any of these publications apply to
this European Standard only when incorporated in it by amendment or revision. For undated references the
latest edition of the publication referred to applies (including amendments).

N 196-1|, Methods of testing cement — Part 1: Determination of strength.
N 971-1:1998, Paints and varnishes - Terms and definitions for coating materials - Part 1: General terms.

N 1062-11|, Paints and varnishes — Coating materials and coating systems for exterior masonry and
concrete - Part 11: Methods of conditioning before testing.

N 1766:2000, Products and systems for the protection and repair of concrete structures —Test methods —
Reference concretes for testing.

N 1SO 1513, Paints and varnishes —Examination and preparation of samples for testing (ISO 1513:1992).
N ISO 15528, Paints, varnishes and raw materials for paints and varnishes —Sampling (ISO_15528:2000).

3 Terms and definitions
For the purposes of this European Standard, the following terms and definitions apply.

3.1
coating system
sum total of the coats of coating materials which are to be applied or which have been applied to a substrate

[EN971-1:1996]

3.2
crack
first visible or measurable failure through the coating, coating system or substrate

3.3

crack bridging

ability of the coating or coating system to take up the elongation resulting from the movement of the crack
sides (3.4)

3.4
crack sides
surfaces of the break in the substrate that are generated when the substrate is marking the crack
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3.5
crack width
mean distance of the crack sides (3.4) measured on the surface of the substrate

3.6

nominal crack point

place in the substrate where the crack will occur
3.7

substrate

surface to which a coating material is applied or is to be applied [EN 971-1:1996]

4 Principle

After coating the substrate, a defined crack is made in the substrate at a nominal crack point. The applied
coating is stretched over this crack. The mechanical stress is applied to the coating using one of the following
methods:

Method A: The crack width is continuously enlarged at a defined speed. The measurement is taken when
either failure occurs in the coating or coating system or when the required crack width is reached.

Method B: The crack width varies periodically within defined limits. The measurement is taken when either
failure occurs in the coating or the coating system or the dynamic cycle is completed.

The crack-bridging properties can be determined at different temperatures.
Annexes A and B, respectively, specify test conditions for methods A and B and lay down classes for the

crack-bridging properties on the basis of the respective test conditions. Annex C describes examples of
suitable test procedures which meet the further requirements specified for methods A and B.

5 Apparatus

The test apparatus for changing and controlling the crack width at specified temperatures shall ensure that the
movement of the cracks lies between given limits, and that shearing (horizontal and vertical movement) of the
crack sides is avoided during the determination.

It shall be provided with a device for maintaining the temperature at which the determination of the crack
bridging properties is to be carried out. The tolerance of the test temperature shall be + 2 K.

Devices for measuring the crack width, e.g. extension measuring strip or inductive path finder, accurate to
*+ 5 um, shall be provided. These measuring devices shall be suitable to monitor the change of the crack width
during the test (8.3.2 and 8.3.3).

6 Sampling

Take a representative sample of the product to be tested (or of each product in the case of a multi-coat
system), as described in EN ISO 15528.

Examine and prepare each sample for testing, as described in EN 1SO 1513.
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7 Test pieces

7.1Substrate
The substrate shall consist of either:

concrete complying with the requirements of EN 1768, using a test mortar MC (0,45) with an aggregate size 0
mm to 8 mm,

or:

mortar complying with the requirements of EN 196-1|, using a test mortar with 0 mm to 2 mm standard sand
and CEM [ 42,5 R.

Both types of substrate shall prepared as described in 6.4 and 6.5 of EN 1766:2000.

Store these substrates in accordance with EN 1062-11| for at least 7 days at (21 £2) °C and (60 = 10) %
relative humidity.

If specified, carry out a surface preparation, either using a metallic brush or by abrasive-blasting in
accordance with EN 1766, using grit abrasive.

Other substrates and their preparation can be agreed between the interested parties.

7.2Number and dimensions
Usually, three test pieces are used. The preparation and dimensions of the test pieces are given in annex C.

NOTE Test pieces of larger dimensions facilitate the application of the coating under practical conditions and a more
uniform film thickness will be achieved.

7.3 Coating and conditioning of the substrates
Before coating measure the roughness index in accordance with EN 1768.

For preparation of the test pieces, coat the substrate and cure the test piece in accordance with the
manufacturer's instructions.

Condition the test pieces in accordance with EN 1062-11| prior to testing. The conditioning method shall be
agreed between the interested parties and stated in the test report.

7.4 Cracking of the test pieces

Make an immediate crack into the coated substrate of the test piece at 23 °C (see annex C). The crack width
shall be £ 100 um. The nominal crack point shall be in the middle of the length of the test pieces.

8 Procedure

8.1 Preparation of the test apparatus

Mount the devices for measuring the crack width on to the test piece on both sides of the crack. Align the test
piece in the test apparatus in such a manner that the relative movement of the test piece and the apparatus is
negligible in relation to the crack movement.
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NOTE 1 If necessary, the device for measuring the crack width may be mounted to the movable parts of the test
apparatus.

NOTE 2  The test piece can be mounted directly in the test apparatus or be fixed in the apparatus, e.g. with steel clips
fixed on the surface or with reinforcement bars in the substrate.

8.2 Test temperature

Condition the test pieces at the test temperature specified in annex A or B (see 8.3) prior to testing and start
the measurement when the test pieces and the test apparatus have stabilized at the test temperature.

8.3 Measurement of the crack-bridging properties of the coating

8.3.1 Preparation

Apply force to the test piece in the test apparatus, following the procedures described in 8.3.2 or 8.3.3
respectively.

8.3.2 Method A: Continuous opening of the crack

Open the crack continuously at the test temperature until the coating shows failure, using a speed of 0,05
mm/min or 0,5 mm/min (see annex A).

8.3.3 Method B: Cyclic opening of the crack

Change periodically the crack width at the test temperature as defined in annex B. The curve is defined by
frequency f, amplitude w/2 and mean width of the crack.

The measurement will be finished when a crack in the coating or coating systems occurs or the dynamic cycle
is finished.

9 Expression of results

9.1 Method A: Continuous opening of the crack

Note the crack width in the substrate at which first failure in the coating or coating system in the area of the
crack occurs.

9.2 Method B: Periodical change of the crack width

Note whether the coating shows failure or not. Failures are cracks on the surface or cracks from underneath
the coating. Describe the type of cracking in the test report.

NOTE Cracks from underneath the coating become visible when the test piece is cut into slices rectangular to the
crack.

10 Precision

Precision data are currently not available.

11 Test report

The test report shall contain at least the following information:
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