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BS EN 1095:1998

National foreword

This British Standard is the English language version of EN 1095:1997. It supersedes
BS 4224:1982 and BS 4474:1979 which are withdrawn.

The UK participation in its preparation was entrusted by Technical Committee PH/5,
Industrial safety belts and harnesses, to Subcommittee PH/5/1, Yachtsmen'’s safety
harnesses, which has the responsibility to:

— aid enquirers to understand the text;

— present to the responsible European committee any enquiries on the
interpretation, or proposals for change, and keep the UK interests informed;

— monitor related international and European developments and promulgate
them in the UK.

A list of organizations represented on this subcommittee can be obtained on request
to its secretary.

Cross-references

The British Standards which implement international or European publications
referred to in this document may be found in the BSI Standards Catalogue under the
section entitled “International Standards Correspondence Index”, or by using the
“Find” facility of the BSI Standards Electronic Catalogue.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 11 and a back cover.

This British Standard, having Amendments issued since publication
been prepared under the
direction of the Health and Amd. No. Date Text affected

Environment Sector Board, was
published under the authority of
the Standards Board and comes
into effect on 15 May 1998
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EUROPEAN STANDARD EN 1095
NORME EUROPEENNE
EUROPAISCHE NORM January 1998

ICS 13.340.99; 47.080.00

Descriptors: Safety devices, mooring devices, safety harnesses, yachting, definitions, specifications, dimensions, tests, marking, labelling,
graphic symbols

English version

Deck safety hamess and safety line for use on recreational craft —
Safety requirements and test methods

Harnais de sécurité de pont et sauvegardes de Sicherheitsgurt und Sicherheitsleine zur Bentzung
hamais destinés a la navigation de plaisance — auf Sportbooten — Sicherheitsanforderungen und
Exigences de sécurité et méthodes d’essai Priifverfahren

This European Standard was approved by CEN on 23 November 1997.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations
which stipulate the conditions for giving this European Standard the status of a
national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards
may be obtained on application to the Central Secretariat or to any CEN member.

This European Standard exists in three official versions (English, French, German).
A version in any other language made by translation under the responsibility of a
CEN member into its own language and notified to the Central Secretariat has the
same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Czech
Republic, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Europiisches Komitee fiir Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels

© 1998 CEN All rights of exploitation in any form and by any means reserved worldwide for CEN national
Members.
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Foreword

This European Standard has been prepared by
Technical Committee CEN/TC 160, Protection against
falls from a height including working belts, the
secretariat of which is held by DIN.

This European Standard shall be given the status of a
national standard, either by publication of an identical
text or by endorsement, at the latest by July 1998, and
conflicting national standards shall be withdrawn at
the latest by July 1998.

This European Standard has been prepared under a
mandate given to CEN by the European Commission
and the European Free Trade Association, and
supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative
annex ZA, which is an integral part of this standard.

According to the CEN/CENELEC Internal Regulations,
the national standards organizations of the following
countries are bound to implement this European
Standard: Austria, Belgium, Czech Republic, Denmark,
Finland, France, Germany, Greece, Iceland, Ireland,
Italy, Luxembourg, Netherlands, Norway, Portugal,
Spain, Sweden, Switzerland and the United Kingdom.
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Introduction

This standard has been prepared to meet the needs of
persons afloat on recreational craft. Deck safety
harnesses and safety lines manufactured to this
standard will give reasonable assurance that the
wearer will remain attached to the vessel.

A deck safety harness and safety line does not provide
protection from falls from a height. Neither does this
standard cover the requirements of a dinghy “trapeze”
harness, a windsurfing harness, nor those of a seat
harness for fast motor boats.

This standard is intended to serve as a guide to
manufacturers, purchasers and users of such safety
equipment in ensuring that the equipment provides an
effective standard of performance in use.

Equally essential is the need for the designer to
encourage the wearing of the equipment by making it
comfortable and attractive for continuous wear while
afloat, rather than for it to be stowed in a locker for
emergency use. The principal reason for the existence
of this standard is the recognition that comfort and
mobility are important factors in determining whether
deck safety harnesses are worn.

The primary aims in wearing a deck safety harness are:

a) to retain the wearer on the working deck of the
vessel,

b) to prevent the wearer falling into the water;

c) to assist in the recovery of the wearer back onto
the working deck.

The prevention of the wearer from actually falling into
the water is dependent on the attachment point and
the length of the safety line. Because a correctly worn
deck safety harness and safety line will in normal
circumstances prevent the wearer entering the water,
no consideration is given to the towing position after a
fall. The importance of ensuring a firm fit cannot be
overstressed. Unless the harness is fitted with an
automatic tensioner, it remains the responsibility of the
wearer to correctly adjust the harness to achieve a
firm fit.

1 Scope

This standard specifies the requirements for
performance, sizing, marking and test methods for
deck safety harnesses and safety lines.

This European Standard is applicable to harnesses and
lines in the following sizes of body weight:

— size 1 > 50 kgD
_ size 2> 20 kg = 50 kgD
— size 3 = 20 kgl

which are intended to be worn by all persons when in
the exposed cockpit or on the working deck of a
recreational vessel afloat.

D) Multisizing possible.
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It is not applicable to dinghy “trapeze” harnesses,
windsurfing harnesses, or seat harnesses for fast motor
boats.

2 Normative references

This European Standard incorporates by dated or
undated reference, provisions from other publications.
These normative references are cited at the
appropriate places in the text and the publications are
listed hereafter. For dated references, subsequent
amendments to or revisions of any of the publications
apply to this European Standard only when
incorporated in it by amendment or revision. For
undated references the latest edition of the publication
referred to applies.

EN 354, Personal protective equipment against falls
Srom a height — Lanyards.

EN 364:1992, Personal protective equipment against
Salls from a height — Test methods.

EN 394, Lifejackets and personal buoyancy

aids — Additional items.

EN 892:1996, Mountaineering equipment — Dynamic
mountaineering ropes — Safety requirements and test
methods.

prEN 1913-1, Survival suits — Part 1: Constant wear
suits, requirements.

prEN 1913-2, Survival suits — Part 2: Abandonment
suits, requirements.

3 Definitions

For the purposes of this standard, the following
definitions apply.

3.1

deck safety harness

a device which provides a strong point of attachment
securely fitted to the user

3.2

safety line

a link between the strong point of attachment on the
deck safety harness and a strong point of attachment
on the vessel

3.3

hook

the means of attachment between the safety line and
the strong points on the deck safety harness and the
vessel on non-integral safety lines and between the
safety line and the strong points on the deck of the
vessel on integral safety lines
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