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National foreword

This British Standard is the UK implementation of EN 1097-10:2014.
It supersedes BS EN 1097-10:2002 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee B/502, Aggregates.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2014.
Published by BSI Standards Limited 2014

ISBN 978 0 580 80137 2
ICS 91.100.15

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 May 2014.
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English Version

Tests for mechanical and physical properties of aggregates -
Part 10: Determination of water suction height

Essais pour déterminer les caractéristiques mécaniques et Prihfverfahren fir mechanische und physikalische
physiques des granulats - Partie 10: Hauteur de succion Eigenschaften von Gesteinskérnungen - Teil 10:
d'eau Bestimmung der Wassersaughdhe

This European Standard was approved by CEN on 24 February 2014.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management Centre has the same
status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and United
Kingdom.
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Foreword

This document (EN 1097-10:2014) has been prepared by Technical Committee CEN/TC 154 “Aggregates”,
the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by October 2014 and conflicting national standards shall be withdrawn at
the latest by October 2014.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 1097-10:2002.

This European Standard forms part of a series of tests for mechanical and physical properties of aggregates.
Test methods for other properties of aggregates will be covered by parts of the following European Standards:

— EN 932, Tests for general properties of aggregates
— EN 933, Tests for geometrical properties of aggregates
— EN 1367, Tests for thermal and weathering properties of aggregates
— EN 1744, Tests for chemical properties of aggregates
— EN 13179, Tests for filler aggregate used in bituminous mixtures
The other parts of EN 1097 are:
— Part 1: Determination of the resistance to wear (micro-Deval)
— Part 2: Methods for the determination of resistance to fragmentation
— Part 3: Determination of loose bulk density and voids
— Part 4: Determination of the voids of dry compacted filler
— Part 5: Determination of the water content by drying in a ventilated oven
— Part 6: Determination of particle density and water absorption
— Part 7: Determination of the particle density of filler — Pyknometer method
— Part 8: Determination of the polished stone value
— Part 9: Determination of the resistance to wear by abrasion from studded tyres — Nordic test
— Part 11: Determination of compressibility and confined compressive strength of lightweight aggregates
The technical changes between this edition and the 2002 version are as follows:
a) 6.3 and 6.4, minimum size of vessel and moisture container have been reduced;

b) 6.13, tolerance on temperature stability has been broaden;
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c) Clause 7, Table 2, minimum volume of test portion has been reduced;

d) 8.4, Figure 2 has been redrawn and clarified;

e) 8.21to 8.4, units have been updated;

f)  Definition of constant moisture content has been clarified and appended to 8.4.
According to the CEN/CENELEC Internal Regulations, the national standards organisations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,

Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.
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