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National foreword

This British Standard is the UK implementation of
EN 1113:2008+A1:2011. It supersedes BS EN 1113:2008, which is withdrawn.

The start and finish of text introduced or altered by amendment is indicated
in the text by tags. Tags indicating changes to CEN text carry the number
of the CEN amendment. For example, text altered by CEN amendment Al
is indicated by ¢

The UK participation in its preparation was entrusted by Technical Committee
B/504, Water supply, to Subcommittee B/504/8, Sanitary tapware.

A list of organizations represented on this committee can be obtained on
request to its secretary.

WARNING

Attention is drawn to the scope of this standard and the pressures specified
under the “Limits” given in Table 1. Care should be taken to ensure that the
dynamic pressure given in Table 1 is not exceeded in cases where products
covered by this standard are used in connection with devices having a higher
limit of use (e.g. mixing valves).

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

Amendments/corrigenda issued since publication

Date Comments

30 June 2011 Implementation of CEN amendment A1:2011
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Foreword

This document (EN 1113:2008+A1:2011) has been prepared by Technical Committee CEN/TC 164 “Water
supply”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by August 2011, and conflicting national standards shall be withdrawn at
the latest by August 2011.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document includes Amendment 1, approved by CEN on 2011-01-09.
This document supersedes Ay EN 1113:2008 (il.
The start and finish of text introduced or altered by amendment is indicated in the text by tags @)

The scope is enlarged to include requirements for shower hoses used with water systems of type 1 and type 2.
See Tables 1, 2, 3 and 4.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and United Kingdom.

Documents
4 Document Sharing Hub

Full document details: BS EN 1113:2008+A1:2011


http://www.avadocuments.com/doc/bs-en-1113-2008-a1-2011
http://www.avadocuments.com/doc/bs-en-1113-2008-a1-2011

BS EN 1113:2008+A1:2011
EN 1113:2008+A1:2011 (E)

Introduction

In respect of potential adverse effects on the quality of water intended for human consumption caused by the
product covered by this standard.

— This standard provides no information as to whether the product may be used without restriction in any of
the Member States of the EU or EFTA.

— While awaiting the adoption of verifiable European criteria, existing national regulations concerning the
use and/or the characteristics of this product remain in force.

Documents
Document Sharingd—lub

Full document details: BS EN 1113:2008+A1:2011


http://www.avadocuments.com/doc/bs-en-1113-2008-a1-2011
http://www.avadocuments.com/doc/bs-en-1113-2008-a1-2011

BS EN 1113:2008+A1:2011
EN 1113:2008+A1:2011 (E)

1 Scope
This European Standard specifies:

— the dimensional, leaktightness, mechanical and hydraulic characteristics with which shower hoses shall
comply;

— the procedures for testing these characteristics.

This European Standard applies to shower hoses of any material used for ablutionary purposes and intended
for equipping and supplementing sanitary tapware for baths and showers.

This European Standard applies to shower hoses connected downstream of the obturator of the tapware.

Hoses which are an integral part of sanitary tapware (sink and wash basin mixing valves) or hoses intended to
connect sanitary tapware to the water supplies are not covered by this European Standard.

Details of pressures and temperatures are given in Table 1.

Table 1 — Conditions of use/Classifications

Water Supply Operating range of shower hoses Flow rates
system Limits Recommended See Table 3
Dynamic Pressure
Dynamic Pressure (0,110 0,3)MPa | Min. 0,42 I/s (25,2 l/min)
Type 1 0,05 MPa to 0,5 MPa (1,0 to 3,0) bar at 0,3 + 0,02 MPa (3 + 0,2 bar)

see Figure 1 0,5 bar to 5 bar

Dynamic Pressure Dynamic Pressure | Class E
(0,01 to 0,2) MPa (0,02 to 0,10) MPa | 0,06 l/s<Q<0,18I/s (3,6 I/min<Q<10,8
I/min.)
Type 2 (0.1102) bar (0.2to1,0)bar 1.0 51 MPa (0,1 bar)
see Figure 2 Class H
0,181/s=Q (10,8 I/min = Q)
at 0,01 MPa (0,1 bar)
Temperature T<70°C T <42°C
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