BS EN 12001:2012

BSI Standards Publication

Conveying, spraying and
placing machines for concrete
and mortar — Safety
requirements

[
bSlo ..making excelleDoewriembst.

Document Sharing Hub

Full document details: BS EN 12001:2012


http://www.avadocuments.com/doc/bs-en-12001-2012
http://www.avadocuments.com/doc/bs-en-12001-2012

BS EN 12001:2012 BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 12001:2012. It
supersedes BS EN 12001:2003+A1:2009 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee B/513/-/8, Concrete plant.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2012. Published by BSI Standards
Limited 2012

ISBN 978 0 580 69526 1
1CS 91.220

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 November 2012.

Amendments issued since publication
Date Text affected

Documents

Document Sharing Hub

Full document details: BS EN 12001:2012


http://www.avadocuments.com/doc/bs-en-12001-2012
http://www.avadocuments.com/doc/bs-en-12001-2012

BS EN 12001:2012

EUROPEAN STANDARD EN 12001
NORME EUROPEENNE
EUROPAISCHE NORM August 2012

ICS 91.220 Supersedes EN 12001:2003+A1:2009

English Version

Conveying, spraying and placing machines for concrete and
mortar - Safety requirements

Machines pour le transport, la projection et la distribution Forder-, Spritz- und Verteilmaschinen fir Beton und Mortel
de béton et mortier - Prescriptions de sécurité - Sicherheitsanforderungen

This European Standard was approved by CEN on 6 July 2012.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management Centre has the same
status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and United
Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2012 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 12001:2012: E
worldwide for CEN national Members.

Documents

Document Sharing Hub

Full document details: BS EN 12001:2012


http://dx.doi.org/10.3403/02970434U
http://www.avadocuments.com/doc/bs-en-12001-2012
http://www.avadocuments.com/doc/bs-en-12001-2012

BS EN 12001:2012
EN 12001:2012 (E)

Contents Page
0 =TT o 4
o Yo 11 o o) 5
1 ST o o - 6
2 LIV e T4 0 F= 1LY =T = =Y o 1o == 6
3 Terms and definitioNS ... e 7
4 List of significant Razards ... e 9
5 Safety requirements and/or protective MEASUIES .........cccccceeriiriiiiccsssserrre e e s ssssssssns e e s e s s s s ssmnne e e ssssnssnnns 1
5.1 (7= 1= - 1 11
5.2 Requirements common t0 all MAChINES.........couiiiiiiiiiiiiiee s s 1
5.2.1 Hazards resulting from the failure of hydraulic or pneumatic systems..........cccoecrriririiiccccicerenennnnnes 1
LS00 = Qe =] 1] <« 1 3V PR 1
5.2.3  Electrical hazards .........cccoeiiiiiiiiir i 1
ES 072 B S oY ¢ T3 =1 =Y o 1
5.2.5 Thermal protection and exhaust fUMES ... e 12
E 072 S 1 e To T o 131 12
5.2.7 Multiple control StatioNs ... nnns 12
ES T T b (=T I ¥ = o = 12
5.2.9 Requirements for transport and travel ........... ... ———— 12
5.2.10 Control-system requirements (electrical and hydraulic).........ccccciiiiiiiciicmmmrini e 12
£ 070 B = 7= « 111 14
£ 307 2 1\ L= 14
5.2.13 Electromagnetic compatibility (EIMC) .......ccccouimiiiiiiiiimiirriir i sssees e s s ss s sssns e e s ssssssssssmsssnsssssssssnsnssssssanns 15
5.3 Requirements for Specific MACRINES ... ss e snn e e e e e e e snnnn e e e e s 15
5.3.1 Mobile and stationary concrete pumps and shotcreting machines (see Annex A).......cccceecerrrerrrrnrnnnns 15
5.3.2 Mortar-conveying and spraying machines (S€€ ANNEX A) .......oucivrermnisnmrmmnnssrsr s 19
5.3.3 Mobile and stationary concrete-placing booms (see ANNEX A)......cccceiiiiimrriinisnmnnnr s 21
5.3.4 Delivery-line systems (S€€ ANNEX A)....cccceeirrisrriimisreiisre i nn e nnans 24
6 Verification of safety requirements and/or protective measures ..o 24
7 INFOrMAtion fOr USE@.... ... e s e mme e e e e s mmn e e e e e e s e nmmn e e e e s 26
71 (€71 4 =T o 26
7.2 Accompanying AOCUMENES .........couiiiiiiiiriiiir i s s e s s ss s e s s s e s s sesessrerrsrsesserrrrsrrrrsrsssssrssssnsnsnsnsmsmsmsmsmsmsssssssssnnnnnnnnnnnns 27
7.21  Instruction HandbOOK...........cccemiiiiiiiiiir s s e 27
%282 1o Y o = T oY TS 30
7.3 1 = T ] 4 30
7 TR T € 7Y 3T - | 30
7.3.2 Concrete pumps, shotcreting machines, mortar-conveying and spraying machines..........cccccceeu...... 31
7.3.3 Mobile and stationary concrete-placing booms..........ccccciiriiiini i ———————— 31
7.3.4 Delivery-line SYSteM ......coiiiiiiiiii i 31
7.3.5 Pipes, hoses and connecting elements ............o i 31
Annex A (informative) Diagrams of different machines ... 33
Annex B (normative) Log Book for concrete pump and concrete-placing boom ..........cccceviniiimnninninennsinnnen 40
B.1 (€71 4 =T o 40
B.2 Preliminary remarks and assemblies ..o s 41
B.3 Master record ShEet..... ... —————— 41
B.4 Master record sheet for verification of stationary machines.........cccccev i 42
B.5 Master record sheet for verification of the other machines...........cccovirirccc 42
B.6 Supplements to the master record ShEet ... s n e e nnnns 42
B.7 g T o 7= o2 € g T = o3 o - 42
Documents
2 Document Sharing Hub

Full document details: BS EN 12001:2012


http://www.avadocuments.com/doc/bs-en-12001-2012
http://www.avadocuments.com/doc/bs-en-12001-2012

BS EN 12001:2012
EN 12001:2012 (E)

= 20 0 T € - 4 - - | PP PRPRPOE 42
B.7.2 Classification of mobile sUPPOrt StrUCLUre ... 47
B.7.3 Example of SUPPOIt STFUCTUIE ... s mmn s s mmmn e 48
B.7.4 Inspection report for concrete-placing boOm........... i ————— 49
B.7.5 Inspection report for CONCrete PUMP.......iic i icreiiiiiiiicccsmsrrr s s s ssssssssnr e e e esss s s ssssms e e e e es s e s s sssnmseeeseessnsssnnnnsnnnnes 54
Annex C (normative) Noise test code for machines and equipment for conveying, spraying and
(¢ =T T I oo g Ted =3 L=T=T g Lo I 4 o o - | P 57
CA1 T o - PR 57
C.2 Determination of the A-weighted sound power leVel...........iicicccciecrier e 57
Oy B € 7Y 1Y - | 57
C.2.2 Measurement surface and microphone POSItioNS ... 57
C.3 Determination of the A-weighted emission sound pressure level at workstations............ccccccerrnnneee. 58
L i B € 1Y o T - | 58
(O T 1 e =3 - 11 oY T 58
C4 Operating CONAItIONS......coccuiiiiiiiri i ——— 58
C.41 Operating conditions during test.........ccccvicimiiiii e ——————— 58
(O B = Y-3 W] T =T [T T 59
C.4.3 Period of ObBSErvation ... e 59
C.5 Information to be recorded during the test..........ccciiiiiiiccciccrr e 59
C.6 [19Y oY 04 F= YT g1 Lo T o T8 =Y o Yo o - c SRR 59
C.7 Declaration and verification of noise emission values............cccocooiiiiiiiiinccs s 59
Annex D (normative) Remote control — Function allocation .........c.ccccmiiiiimincccinnncsr e 61
Annex ZA (informative) Relationship between this European Standard and the Essential Requirements
Of EU Directive 2006/42/EC ..........ccoeeeeeereraerersssseesssssssesssssssesssssssessassssessasssssssssssssesssssssessssssssssssssesssssnsenans 62
(=71 oo T |- o 372 63
Documents
Document Sharingé—lub

Full document details: BS EN 12001:2012


http://www.avadocuments.com/doc/bs-en-12001-2012
http://www.avadocuments.com/doc/bs-en-12001-2012

BS EN 12001:2012
EN 12001:2012 (E)

Foreword

This document (EN 12001:2012) has been prepared by Technical Committee CEN/TC 151 “Construction
equipment and building material machines — Safety”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by February 2013, and conflicting national standards shall be withdrawn at the latest
by February 2013.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent rights.
CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 12001:2003+A1:20009.
The following standard has been substantially restructured and revised compared to its preceding version

EN 12001:2003+A1:2009 including a thorough revision of the incorporation of the requirements of
EN 1SO 13849-1:2008.

Attention is drawn to the fact that the following list of technical changes is non-exhaustive and shall not replace a
thorough reading of the complete text.

— The scope and the definitions have been refined.

— Clause 5 - Safety Requirements and/or protective measures - has been totally revised and restructured by up-
dating and amending all requirements where necessary.

— The texts on verification in Clause 6 have been edited and put into a table for better reading. The requirements
for the Information for Use (Clause 7) have been rearranged and completed where appropriate.

— Annex B has been edited and completed where necessary. Annex C (Noise test code) underwent a complete
revision to incorporate requirements of additional normative references. The function allocation for the remote
control has been moved from informative Annex A to a new normative Annex D.

This document has been prepared under a mandate given to CEN by the European Commission and the European
Free Trade Association, and supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this document.

According to the CEN/CENELEC Internal Regulations, the national standards organisations of the following coun-
tries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic,
Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland,
Ireland, ltaly, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia,
Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.
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Introduction

This document is a type-C standard as stated in EN 1ISO 12100:2010.

The machinery concerned and the extent to which hazards, hazardous situations and hazardous events are
covered are indicated in the scope of this document.

When provisions of this type-C standard are different from those that are stated in type-A or -B standards, the
provisions of this type-C standard take precedence over the provisions of the other standards, for machines that
have been designed and built according to the provisions of this type-C standard.

NOTE Some machines covered by this standard present risks that are very similar to mobile cranes.
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1 Scope

1.1 This European Standard specifies the safety requirements for
— conveying machines,

— spraying machines,

— placing machines, and

— delivery line systems

for concrete and mortar as defined in the definitions in 3.3 to 3.6.

The machinery can be stationary or mobile.

This European Standard does not cover:

— machines that are mobile during conveying, spraying and placing;
— cabins for any machines covered by this standard;

— additional functions beyond conveying, spraying and placing concrete and mortar, e.g. separate mixing
function or crane function;

— requirements for operation in tunnels;
— support structures (i.e. tower systems) not exclusively designed for the use with concrete distribution booms.

This European Standard does not establish the additional requirements for operations subject to special rules
(e.g. potentially explosive atmospheres, supply by electrical networks where voltage, frequency and tolerance differ
from those of the public supply, earthquake, lightning, using on public roads).

1.2 This European Standard deals with all significant hazards, hazardous situations and events
relevant to conveying, spraying and placing machines when they are used as intended and under
the conditions of misuse which are reasonably foreseeable by the manufacturer (see Clause 4).
This European Standard specifies the appropriate technical measures to eliminate or reduce
risks arising from the significant hazards during transportation, assembly, dismantling, dis-
abling, scrapping, operation and maintenance.

1.3 This European Standard is not applicable to machines which are manufactured before the
date of publication of this document by CEN.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are indispensable for
its application. For dated references, only the edition cited applies. For undated references, the latest edition of the
referenced document (including any amendments) applies.

EN 614-1:2006+A1:2009, Safety of machinery — Ergonomic design principles — Part 1: Terminology and general
principles

EN 894-1:1997+A1:2008, Safety of machinery — Ergonomic requirements for the design of displays and control
actuators — Part 1: General principles for human interactions with displays and control actuators
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EN 894-2:1997+A1:2008, Safety of machinery — Ergonomic requirements for the design of displays and control
actuators — Part 2: Displays

EN 894-3:2000+A1:2008, Safety of machinery — Ergonomic requirements for the design of displays and control
actuators — Part 3: Control actuators

EN 953:1997+A1:2009, Safety of machinery — Guards — General requirements for the design and construction of
fixed and movable guards

N 13309:2010, Construction machinery — Electromagnetic compatibility of machines with internal power supply

EN 60204-1:2008, Safety of machinery — Electrical equipment of machines — Part 1: General requirements
(IEC 60204-1:2005, modified)

EN 1SO 2867:2011|, Earth-moving machinery — Access systems (ISO 2867:201

EN ISO 3744:2010, Acoustics — Determination of sound power levels and sound energy levels of noise sources
using sound pressure — Engineering methods for an essentially free field over a reflecting plane (SO 3744:201@

EN I1SO 4413:201% Hydraulic fluid power — General rules and safety requirements for systems and their
components (SO 4413:201

N ISO 4871:2009, Acoustics — Declaration and verification of noise emission values of machinery and equipment
EE_SO 4871:1996)

EN 1SO 11201:2010, Acoustics — Noise emitted by machinery and equipment — Determination of emission sound
pressure levels at a work station and at other specified positions in an essentially free field over a reflecting plane
with negligible environmental corrections (SO 11201:2010)

EN ISO 11204:2010, Acoustics — Noise emitted by machinery and equipment — Determination of emission sound
pressure levels at a work station and at other specified positions applying accurate environmental corrections
(SO 11204:2010)

EN ISO 11688-1:2009, Acoustics — Recommended practice for the design of low-noise machinery and
equipment — Part 1: Planning ISO/TR 11688-1:1994)

N ISO 12100:2010, Safety of machinery — General principles for design — Risk assessment and risk reduction
SO 12100:20140)

EN ISO 13732-1:2008, Ergonomics of the thermal environment— Methods for the assessment of human
responses to contact with surfaces — Part 1: Hot surfaces (ISO _13732-1:2008)

EN 1SO 13849-1:2008, Safety of machinery — Safety-related parts of control systems — Part 1: General principles
for design (ISO _13849-1:2006)

EN ISO 13850:2008, Safety of machinery — Emergency stop — Principles for design (SO _13850:2006)

EN ISO 13855:2010, Safety of machinery — Positioning of safeguards with respect to the approach speeds of
parts of the human body (ISO 13855:2010)

EN 1SO 13857:2008, Safety of machinery — Safety distances to prevent hazard zones being reached by upper and
lower limbs (ISO 13857:2008)

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN ISO 12100:201( and the following apply.
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3.1
concrete and mortar
homogeneous mix comprised of cement, graded aggregate and water plus additives

3.2
additive
material added to concrete or mortar to change the properties of the mix

3.3
conveying, spraying and placing machine for concrete

3.31
concrete pump
machine with a hopper to accept concrete for pumping (see example Figure A.1)

Note 1 to entry: A concrete pump is either a piston pump or a peristaltic pump. The concrete hopper can be fitted with an
agitator. The concrete pump can be mounted on a truck, trailer or special-purpose vehicle and should only be operated in
stationary position. The pumping is achieved via the mechanical transport of the material through delivery lines. The concrete
pump can be used in combination with a concrete-placing boom or as a component of a shotcreting machine (see example:
Figure A.1).

3.3.2
shotcreting machine
machine with a hopper to accept concrete for spraying

Note 1 to entry: The hopper can be fitted with an agitator. The spraying is achieved via the mechanical or pneumatic
transport through delivery lines. Pneumatic concrete spraying machines can be used with or without air chambers. The
shotcreting machine can be self-propelled or mounted on a trailer and should only be operated in stationary position (see
example: Figure A.1).

3.4
mortar-conveying and spraying machine
machine for the conveying and/or spraying of mortar

Note 1 to entry: The conveying is realised by mechanical (see example: Figures A.2 a), A.3 and A.4) or pneumatical (see
example: Figure A.2 b)) transport through delivery lines. Regarding pneumatic delivery, the hopper is actually a pressurised air
chamber (see example: Figure A.2 b)). For mechanical drive, the pumping is realised by a screw pump. A mixer can be
integrated (see example: Figure A.2 a)). The conveying and spraying machine can be mounted on a trailer, but should only be
operated in stationary position (see example: Figures A.2, A.3 and A.4).

3.5
concrete-placing boom
power-driven, slewable device consisting of one or more extending or fold-out parts for guiding the delivery line

Note 1 to entry: This concrete-placing boom may be mounted on a truck, trailer or special-purpose vehicle (e.g. for terrain,
tunnel or rail application). The concrete-placing boom can be self-propelled or towed, but should only be operated in stationary
position (see Figures A.1 b) and A.5).

3.6

delivery-line system

entirety of pipes, hoses, couplings, valves and end hoses through which the concrete, mortar or their constituents
are to be transported, including drive and control panel

3.7
control station/panel

3.71

control station for normal operation
place where the control device governing the machines for normal operation is located
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Note 1 to entry: A distinction is made between:

— control station on/at the machine;

— remote-control panel.

A machine can be fitted with more than one control device.

3.7.2

emergency-control station

control station not foreseen for normal operation, but to bring the machine into a safe status in case of a control
failure

Note 1 to entry: See 3.9, emergency operation.

3.8
normal operation
operation of the machine with all systems functioning

Note 1 to entry: Exceptions: repair and maintenance, emergency operation.

3.9
emergency operation
operation of the machine under circumvention of the emergency-stop system

Note 1 to entry: Emergency operation can be: operation of a machine with system malfunction driven by a hydraulic power
pack and operated via manual valve control because of engine failure.

3.10

maximum delivery pressure
maximum pressure in the delivery line system including the case of blockage in the delivery line system

4 List of significant hazards
This clause contains all the significant hazards, hazardous situations and events, as far as they are dealt with in

this standard, identified by risk assessment as significant for this type of machinery and which require action to
eliminate or reduce the risk.
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Table 1 — List of significant hazards

Hazards Locations/circumstances/consequences see Subclause/Annex:
4.1 Mechanical hazards
4.1.1 | Crushing Accessibility to zones between fixed and 5.3.1.1,5.3.1.2,5.3.1.3,
moving parts 5.3.1.4,53.1.5,5.3.1.7,
5.3.21,5.3.2.2,5.3.2.3,
5.3.2.6,5.3.3.2,5.3.3.3
4.1.2 | Shearing Access to areas between fixed and moving |5.3.1.2,5.3.1.3
parts outside and inside conveying and
spraying machines
Access to fixed and moving parts inside the
hopper, either from the inlet or from another
point
4.1.3 | Entanglement Access to unprotected shafts 5.3.1.5,5.3.2.3
4.1.4 |Entrapment Access to moving parts inside the hopper 5.3.1.5,5.3.2.3
Access to the moving parts of the mixer
Access to feed points of V-belt or chain-
sprocket drives
4.1.5 |[Impact Access to moving parts of outriggers and 5.3.3.4, Figure A.5
concrete-placing boom
4.1.6 |High-pressure fluid ejection Access to the hydraulic system 534
Access to the delivery-line system
4.1.7 | Ejection of parts or material Access to outlet and wear of piping 5.3.1.1,5.3.1.6, 5.3.2.4,
5.34
4.1.8 | Strength Loss of strength 5.3.1.6, 5.3.3.1
4.1.9 | Stability Loss of stability 5.3.1.6,5.3.2.4,5.3.3.1,
5.2.10.6.3, 5.2.10.7, 5.2.11
4.1.10 | Slipping, tripping, falling Access to areas where slipping, tripping or |5.2.2, 5.3.1.6, 5.3.2.5,
falling is possible 5.3.3.1
4.2 Electrical hazards Electrocution, electric shocks or burns 5.2.3,5.2.7,5.2.10
4.3 Thermal hazards Access to hot machine parts 525
4.4 Noise hazards Hearing loss and other physiological 5.2.12,7.2.1.1 m), Annex C
damage, impaired oral communication and
perception of warning signals
4.5 Hazards from materials and Contact with or inhalation of harmful fluids, |[5.2.1,5.2.5,5.3.4,7
consumables used gases, dust or aerosols
4.6 Ergonomics Injury due to poor design of control stations/
panels 5.2.6
Inadequate lighting 7.2.1.1k)
Unsuitable operator’s position for fuelling 5.2.6
Inadequate access means 5.2.2,5.3.1.6,5.3.2.5,
5.3.3.1
4.7 Hazards resulting from system | Failure of power supply 521,5.24,527,5.2.10,
failures Failure of control systems 5.3.24,5.3.3.2
4.8 Electromagnetic compatibility | Unforeseeable functions of the machine 5.2.13
(EMC) and/or disturbance of external devices
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5 Safety requirements and/or protective measures

5.1 General
Machinery shall comply with the safety requirements and/or protective measures of this clause.

In addition, the machine shall be designed according to the principles of EN 12100:2010 for hazards that are
relevant, but not significant, and which are not dealt with by this document (e.g. sharp edges).

NOTE DIN 15018-1:1984, DIN 15019-2:1979, DIN 24117:2007 and DIN 24118:2007 are suitable for the conceptual
verification by calculation.

The general section (see 5.2) deals with hazards common to all conveying, spraying and placing machines. The
specific section (see 5.3) covers the hazards related to the individual type of machines.

5.2 Requirements common to all machines

5.2.1 Hazards resulting from the failure of hydraulic or pneumatic systems

The hydraulic system shall be designed in accordance with EN 1SO 4413:2010. The following shall be especially
taken into account:

— line breaks during operation (e.g. line-break protective devices);

— maintenance and servicing work to be carried out (provision of check/vent valves, mechanical locking devices,
etc.).

5.2.2 Risk of slipping

Workstations, access walkways and gangways shall be of an anti-slip type, e.g. checker plates or gratings,
according to EN ISO 2867:2011.

5.2.3 Electrical hazards

Electrical installations shall comply with EN 60204-1:2008.
5.2.4 Stop system

5.24.1 Emergency-stop device

The emergency-stop device shall comply with EN 1ISO 13850:2004.

The machine shall be equipped with an emergency-stop device according to EN 60204-1:2006, 9.2.5.4.2, stop
category 0. Machines shall have an emergency-stop device at each control station. Cable remote control stations
are considered as being control stations on the machine.

Controls not intended for normal operation, not included in the control system of the emergency-stop device (see
3.9, emergency operation) shall be safeguarded against unintended use and be described in the Information for
Use.

5.2.4.2 Stop system for cable-less remote control

The cable-less remote control shall be equipped with a stop function according to EN 60204-1:2008, 9.2.7.3.
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5.2.5 Thermal protection and exhaust fumes

The maximum temperature of touchable surfaces shall comply with EN ISO 13732-1:2008 taking a contact time of
1 s into account.

Where necessary, guards or thermal insulation material shall be used.

Exhaust fumes shall be conducted away from operator workstations.

5.2.6 Ergonomics

The general requirements of EN 614-1:2006+A1:2009, EN 894-1:1997+A1:2008, EN 894-2:1997+A1:2008 and
EN 894-3:2000+A1:2008 shall be used for the ergonomic aspects.

5.2.7 Multiple control stations

If there is more than one control station at the machine, the respective function (e.g. start-up, shutdown, open) shall
only be possible from one control station. Priority switching from one control station to another shall be possible.
The control system shall be in accordance with EN ISO 13849-1:2008, Performance Level c.

5.2.8 Fixed guards

The fixing systems of fixed guards shall remain attached to the guards or to the machinery when the guards are
removed. Fixed guards shall follow the design principle as defined in EN 953:1997+A1:2009.

5.2.9 Requirements for transport and travel

Means shall be provided for the driver before transport to check that items are in transport position (e.g. direct
vision, mirrors, warning lights, buzzers).

5.2.10 Control-system requirements (electrical and hydraulic)

5.2.10.1 General

The parts of the control system implementing the safety functions shall fulfil the performance levels as defined in
EN ISO 13849-1:200§ in accordance with the following clauses.

5.2.10.2 Guards/covers

Guards intended to be opened once a day or more (e.g. hopper grill-type guards) shall be interlocked so that the
dangerous movement (e.g. movement of material distribution valve in the hopper or of the agitator) automatically
stops within 0,5 s after they are opened. The overall part of the control system performing the stop function shall
fulfil Performance Level c.

However, if this is used less than once a day, the guard may be a fixed guard.

5.2.10.3 Movable machine parts

Machine parts that safeguard dangerous movements and are intended to be moved for access once a day or more
(e.g. see 5.3.2.3) shall be considered as moveable interlocking guards. The dangerous movements shall
automatically stop within 0,5 s after the guards are opened. The overall part of the control system performing the
stop function shall fulfil Performance Level c.
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5.2.10.4 Support system

5.2.10.4.1 Control system of the support system for full operating range

The control system of the support system (e.g. outriggers) for the full operating range of the boom shall fulfil
Performance Level c.

The control system of the support system shall be interlocked with the boom-control system that when activating
the boom function, the correct horizontal position of the outriggers shall be verified.

It is not required to verify the vertical outrigger movement.

Adjusting of the outriggers with the boom not in the stored position may be allowed.

5.2.10.4.2 Control system of the support system for reduced operating range

The control system of the support system (e.g. outriggers) and boom for reduced support area and reduced
operating range of the boom shall fulfil Performance Level d.

The control system of the support system shall be interlocked with the boom-control system that only when the
boom is in stored position, the support system can be operated.

When activating the boom function, the correct position of the outriggers and vertically the ground contact of the
outriggers shall be verified.

Adjusting of the outriggers with the boom not in the stored position shall be allowed only when the boom position is
verified that it does not put a load on the outrigger to be moved.

Hydraulic cylinders shall be equipped with hydraulic line break protective devices (e.g. load-holding valves).

5.2.10.5 Emergency-stop device

The overall part of the control system performing the emergency-stop function shall fulfil Performance Level c.
5.2.10.6 Concrete-placing boom including slewing mechanism

5.2.10.6.1 Control system of the concrete-placing boom for full operating range
The control system of the concrete-placing boom for full operating range of the boom shall fulfil Performance

Level c. The control system of the boom shall be interlocked with the support system that only when the support
system is fully deployed, the boom can be operated.

5.2.10.6.2 Control system of the concrete-placing boom for reduced operating range

The control system of the boom shall be interlocked with the support system that only when the support system is
deployed in a manner allowed by the manufacturer, the boom can be operated. The system shall verify that the
boom can only be moved in the allowed operation area. The control system of the concrete-placing boom for
reduced support area and reduced operating range of the boom shall fulfil Performance Level d.

Hydraulic cylinders shall be equipped with hydraulic line break protective devices (e.g. load-holding valves).

5.2.10.6.3 Control system of the concrete-placing boom for cleaning procedure
Necessary movements of the boom for cleaning procedures of the concrete pump can be allowed without a fully

deployed support system. Only those movements shall be possible that do not cause loss of stability without
support system.
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The control system shall be designed in the same way as the control system of the placing boom (see 5.2.10.6.1 or
5.2.10.6.2).

5.2.10.7 Moveable counterweight and active suspension system

Moveable counterweight or moveable components acting as counterweight shall be locked in position before the
operation of the concrete-placing boom.

If the movement is power-driven, the power supplies shall be interlocked to ensure correct operation sequence
between concrete-placing boom and counterweight.

If a malfunction of the moveable counterweight can lead to the overturning of the machine, the control system shall
fulfil Performance Level d.

5.2.10.8 Warning device for travelling position

If a control system is employed to fulfil 5.2.9, it shall fulfil Performance Level b.
5.2.11 Stability

5.2.11.1 Safety against tip-over

Machinery and its components and fittings shall be stable enough to avoid overturning, falling or uncontrolled
movements during transportation, assembly, dismantling and any other action involving the machinery.

NOTE DIN 24117:2007 is suitable for the stability calculation or load test (measurement) of a concrete pump with placing
boom.

5.2.11.2 Stability of mortar-conveying and spraying machines according to Figure A.2, A.3 and A.4

The stability shall be guaranteed up to an inclination of 10 degrees in each direction during operation.
5.2.12 Noise

5.2.12.1 Noise reduction at the design stage
Main noise sources are the power source, compressors and hydraulic pumps.

When designing machinery, the available information and the technical measures to reduce noise at the source
given in EN 1SO 11688-1:2009 shall be taken into account.

NOTE N ISO 11688-2 gives useful information on noise-generation mechanisms in machinery. If it is not possible to
reduce noise emission at the source by design efficiently, it is recommended to equip the machines with protective
measures/devices (e.g. encapsulation) to reduce the noise emitted.

Noise reduction is possible e.g. with the choice of low-noise components, reduction of vibration transmitted from
drive to other parts of construction and design of the construction that prevents the arising of resonance.

5.212.2 Information on noise emission
Information on noise emission shall be given in the Information for Use (see 7.2.1.1 m)). If sales literature provides

performance data, the same information on noise emission as that given in the Information for Use shall be
included.
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Conveying, spraying and placing machines for concrete and mortar shall comply with the requirements of
electromagnetic compatibility as specified in EN 13309:2010. For electrically driven machines, the EMC
requirements for the industrial sector shall be applied.

5.3 Requirements for specific machines

5.3.1 Mobile and stationary concrete pumps and shotcreting machines (see Annex A)
Table 2 — Mobile and stationary concrete pumps and shotcreting machines
Component Hazard group Hazard Safety measures
5.3.1.1 Mechanical Crushing between | Grill-type guards in hopper openings of concrete
Hopper agitator, valve, pumps and shotcreting machines on filling or cleaning

hopper wall and

grill-type type
guard

openings shall be movable guards interlocked with the
drives of the agitators/valves in such a way that the
drives are stopped within 0,5 s when opened. The
closing of the grill-type guard shall not restart
operation. The restarting in operating conditions may
be effected by voluntary actuation of a device other
than the normal starting device, positioned in a way
that the operator is able to see the hopper. The
interlocking control system of the grill-type guard shall
fulfil Performance Level c.

Grill-type guards shall be secured by design or
lockable in their open position.

With concrete pumps and shotcreting machines, the
filling opening of the hopper shall be secured by a
grill-type guard in the following dimensions:

Grill-type guard, Grill-type guard,
unidirectional type mesh type
a (Figure 4) | h (Figure 1 | b (Figure 3) | h (Figure I
and 2) and 2)
70 mm 200 mm 80 mm 180 mm
35 mm 100 mm 70 mm 150 mm
40 mm 90 mm

a = maximum permissible clearance between rods in
mm

b = maximum permissible mesh width in mm

h = minimum permissible clearance of grill-type
guards from crushing point between agitator and
hopper wall in mm

NOTE These clearances between the rods or mesh
widths are the best compromise between safety and
performance to allow the bulk material “concrete” to be filled
(other clearances hamper the bulk material).

Stepping on the grill-type guard shall be prohibited
(see 7.2.1.1 h)).

Moving mechanical components (e.g. switch
mechanism for concrete valve) shall be covered with
a fixed guard according to EN 953:1997+A1:2009.
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Table 2 (continued)

Component Hazard group Hazard Safety measures

Mechanical Ejection of parts | The proper concrete filling height in the hopper during
or material due to |the pumping process shall be defined.

low concrete level .
For concrete pumps, a cover shall be provided to

g]u?iﬁgpt‘)a ar Cc:(r prevent ejection of concrete (see 7.2.1.1 h)).
pumping Cleaning procedure shall be defined in the Information

for Use (see 7.2.1.11)).

Mobile and stationary concrete pumps and shotcreting machines:

Dimensions in millimetres

35

30

Key
h  minimum permissible clearance of grill-type guards
from crushing point between agitator and hopper wall in mm

Key
h  minimum permissible clearance of grill-type guards from
crushing point between agitator and hopper wall in mm

Figure 1 — Guard (grill) — crushing-point clearance Figure 2 — Hopper wall — guard clearance

|

s L0101

Key
Key

b maximum permissible mesh width in mm a maximum permissible clearance between rods in mm

Figure 3 — Guard (grill), mesh type Figure 4 — Guard (grill), unidirectional type
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Table 2 (continued)

Component Hazard group Hazard Safety measures
5.3.1.2 Mechanical Crushing or shearing | The control device(s) for power-operated
Discharge between fixed and discharge-opening covers shall be of hold-to-run type.
(I:genlenrg of the movable parts The distance from the control device(s) to the crushing
PP points shall be large enough to ensure that, when the
control device(s) is (are) released, the hazard points are
accessible only when the hazardous movement has
ended. The distances shall be in accordance with
EN ISO 13855:2010.
The size of the discharge opening shall allow material to
leave the hopper during cleaning procedure without
having to reach into the hazard zone under normal
operating conditions. Description of the danger shall be
given in the Information for Use including appropriate
signage to the dangerous point on the machine (see
7.21.10)and 7.2.1.1}))).
5.3.1.3 Crushing or shearing | Description of the danger shall be given in the
Delivery-line between fixed and Information for Use including appropriate signage to the
connection movable parts dangerous point on the machine (see 7.2.1.1 h),
7.21.10)and 7.2.1.1}))).
5.3.1.4 Mechanical Crushing between Crushing points shall be protected by fixed guards.
Pump fixed and movable . .
arts Movmg.mecha_\mcal components (e.g. b_etwe(_en waterbox
P and delivery piston) shall be covered with a fixed guard
in accordance with EN 953:1997+A1:2009.
5.3.1.5 Mechanical Crushing between Hinged guards shall be located or equipped in such a
Drive area hinged guards and way that they cannot close inadvertently when in open
machine parts position.
Entanglement by Fixed guards with distances according to
free-running shafts EN 1SO 13857:2008.
Entrapment between | Fixed guards with distances according to
V-belt and driving EN ISO 13857:2008.
pulleys
5.3.1.6 Mechanical Strength The design of the machine shall be carried out using
Entire machine state-of-the art techniques (see 5.1). The intended use
of the machine shall be considered.
Stability due to faulty | The maximum support forces occurring shall be marked
support on the on the outriggers.
subsoil
Loss of stability by Machines or their individual components that can be
the machine or parts | moved or lifted with lifting gear for assembly purposes
thereof while being on construction sites shall be equipped with suitable
moved by lifting gear | lifting points.
on the construction
site
Ejection of parts or The machines shall be constructed in such a way that
material blockages in the delivery lines can be removed with
minimised risk. This can be achieved with a
reverse-pumping device.
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Table 2 (continued)

Component Hazard group Hazard Safety measures
System failure | Inadvertent, The operation shall only be possible from one
uncontrolled preselected control station.
movements of The actuating elements shall be securable against
machine parts due to ) . o
several control unaythonsed operatlop and shall be positioned,
. designed and marked in such a way as to prevent
stations at the : . .
machine mistaken identity.
Stability due to Verification of moveable counterweight, i.e. lifting axles,
malfunction of and active suspension system interlocked with operation
moveable of concrete-placing boom (see also 5.2.10.7).
counterweight, i.e.
lifting axles and
active suspension
system
Loss of stability due | Verification of support system interlocked with operation
to non-designated of concrete-placing boom (see also 5.2.10.4).
use of support
system
Loss of stability due | Designated use and reasonable foreseeable misuse
to non designated shall be defined by the manufacturer in the Information
use of for Use (see also Clause 7).
concrete-placing
boom, i.e. not fully
deployed system,
use as a crane
Mechanical Slip, trip and fall Access systems to walkways as well as walkways shall
be in accordance with EN ISO 2867:2011 except for
mobile concrete-placing booms and shotcrete booms.
Information about access systems shall be given for
mobile concrete-placing booms and shotcrete booms
(see 7.2.1.1 h)).
Information shall be given that the access to the
machine during normal operation is prohibited
(see 7.2.1.1 a)and 7.2.1.1 h)).
5.31.7 Mechanical Crushing between See 5.3.3.3
Concrete- movable
placing boom concrete-placing
boom parts and fixed
machine parts,
between moving
machine parts and
devices not
belonging to the
machine
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5.3.2 Mortar-conveying and spraying machines (see Annex A)

NOTE For combined machines with mixers, see also EN 12151:2007).

Table 3 — Mortar-conveying and spraying machines

Component Hazard group Hazard Safety measures
5.3.21 Mechanical Crushing between | Hoppers containing agitators or worm conveyors shall be
Hopper agitator, hopper protected with a grill-type guard as a fixed guard (see

wall and grill-type
guard

7.2.1.1 h)and 7.2.1.1j)). The mesh width may be at a
maximum of 60 mm and the distance between guard and
crushing point shall be at least 120 mm.

In contrast, grill-type guards of mortar-conveyance
machinery using compressors whose air chamber shall be
pressure-sealed with a cover prior to conveyance after
each filling and mixing operation may have a maximum
mesh width of 70 mm. The grill-type guard shall have a
minimum clearance of 120 mm from the crushing point
between agitator or worm conveyor and hopper wall.

Grill-type guards which are intended to be opened once a
day or more shall be interlocked with the drives of
reachable moving parts in such a way that the drives are
stopped within 0,5 s when they are opened. If wet mortar is
given into a hopper, cleaning of the hopper and moving
parts inside once a day is essential. If cleaning is possible
without opening the guard, the guard shall be permanently
fixed and not removable. The cut-out mechanism shall not
be circumvented by simple means. Hinged grill-type
guards shall be located or equipped in such a way that
they cannot close inadvertently when in opened position.

Outlet openings shall be secured by a hopper or a guard,
at the base of which a grill-type guard complying with the
following specifications is mounted:

Maximum permissible mesh width of grill 70 mm and
minimum clearance between grill-type guards and crushing
points 150 mm

or

maximum permissible mesh width of grill 40 mm and
minimum clearance between grill-type guards and crushing
points 120 mm.

Interpolations are possible.

Stepping on the grill-type guard shall be prohibited (see
7.2.1 h)).
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