BS EN 12165:2011

BSI Standards Publication

Copper and copper alloys
— Wrought and unwrought
forging stock

[
bSlo ..making excelleDoewriembst.

Document Sharing Hub

Full document details: BS EN 12165:2011


http://www.avadocuments.com/doc/bs-en-12165-2011
http://www.avadocuments.com/doc/bs-en-12165-2011

BS EN 12165:2011 BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 12165:2011. It
supersedes BS EN 12165:1994 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee NFE/34, Copper and copper alloys.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© BSI 2011
ISBN 978 0 580 67073 2
1CS 77.150.30

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 June 2011.

Amendments issued since publication
Date Text affected

Documents

Document Sharing Hub

Full document details: BS EN 12165:2011


http://dx.doi.org/10.3403/01310042
http://www.avadocuments.com/doc/bs-en-12165-2011
http://www.avadocuments.com/doc/bs-en-12165-2011

BS EN 12165:2011

EUROPEAN STANDARD EN 12165
NORME EUROPEENNE

EUROPAISCHE NORM June 2011

ICS 77.150.30 Supersedes EN 12165:1998

English Version

Copper and copper alloys - Wrought and unwrought forging
stock

Cuivre et alliages de cuivre - Barres corroyées et brutes Kupfer und Kupferlegierungen - Vormaterial fiir
pour matricage Schmiedestlicke

This European Standard was approved by CEN on 14 April 2011.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management Centre has the same
status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland,
Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2011 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 12165:2011: E
worldwide for CEN national Members.

Documents

Document Sharing Hub

Full document details: BS EN 12165:2011


http://dx.doi.org/10.3403/01310042U
http://dx.doi.org/10.3403/01310042
http://www.avadocuments.com/doc/bs-en-12165-2011
http://www.avadocuments.com/doc/bs-en-12165-2011

BS EN 12165:2011
EN 12165:2011 (E)

Contents Page
o (=37 e T o 4
o o 11 o= 4 oY 6
1 1T o o - 7
2 NOIMALIVE FEFEIENCES .. cceeeiiiee i i e res e rrsss s rraa s e rana s s raaas s ranas st eanss s eansssseanasssseranasssennnnssrans 7
3 B =Y 00 3= 1 e o (=310 e 3 = 7
4 [ =53 T 4 F- Y o) T 8
41 1= Y =Y - T 8
e T O €T o =Y - | 8
S0 B~V 1 1o o S PRN 8
g T 11 1 4 0] o T Y 8
4.2 1Y == = T o Y 8 U 114 oY 8
4.3 | (e Yo L1 o 8
5 Ordering iNformMation ... e 9
6 LT LT T =TT 0 10
6.1 {00 4T T X7 11 T o 1 10
6.2 Mechanical ProPerties ..... ... mn e mn e e s e s me e e e e e e e s mn e e e e e e s nnnnn 10
6.3 Resistance to dezinCIfiCatioN .........cceuiiiiiiiiiii e e e s r e e e s e s s naa s eeressmnnsnnnnssnnsns 10
6.4 {114 o T=Y 0T Lo g K= 1 Lo IR 0 1= = 1 1o == S 10
L2 30 T B - 15 4 =Y = oS 10
6.4.2 Deviation from CIirCUIAr fOrM.......cciiiiiiiiee i rr e e e e s aa e e s e e e s s nasa s s e e e e s snnnsssnsereeennnnnnn 1
L 3 T =Y o ' 1 o 1
6.4.4  StraightNeSS ....coiiiiiiiiicicciiiie s mr e n e e reaa e s eaREEeeeeeaaaeeasaReeeereeeasannneeeeseannnannnnne 1
7 8= 130 o 1T ' 1
71 LY 5 1= - 11
7.2 0 =1 £ =N 1
7.3 Hardness and dezincification resistance tests.......ccccciiiiiiiiiiiiiiiir e s e aaaas 11
8 B =5 A0 11 3 o o 11
8.1 g - 1= = 11
8.2 = e [ LY 3 O 12
L 072 I €T -Y V=Y - | S 12
8.2.2 Preparation Of SAMPIES .....ccovi i cccccerr e s e s s s ams e e e e e s s s s s s mn e e e e e eesa s e s nnnessan e nnnnnes 12
<220 T o o oY L0130 (ol == {1 [ PR 12
8.3 Dezincification resisStance teSt ........ccciiiiiiiieiiiiiiirr e e s rana 12
8.4 Retests for analysis, hardness and dezincification resistance ........cccccccccccierieiiiicccccseceeee s 12
8.5 Rounding of reSUItS ... ——————— 12
9 Declaration of conformity and inspection documentation...........ccccoooiiiiiiccccc e 13
9.1 Declaration of CONFOrMItY ... 13
9.2 Inspection docUMENTAtION ... e e e 13
10 Marking, packaging, labelling.........cccccooiiiiiiiii i ———— 13
Annex A (normative) Determination of mean depth of dezincification ..o 26
A1 83 o o 11 o 4 oY 1Y 26
A.2 o (o Yo=Y o | B ] 4 - S 26
A.3 EXPression Of re@SUIES ......ccceiiiiiiice e ssrr s s ssse e e s e smnn e e e e e s e mnnne e e e e sanmn e e e e eesnnnnnn 26
(=71 o7 [0 Yo | =T o1 1 7/ 28
Documents
2 Document Sharing Hub

Full document details: BS EN 12165:2011


http://www.avadocuments.com/doc/bs-en-12165-2011
http://www.avadocuments.com/doc/bs-en-12165-2011

BS EN 12165:2011
EN 12165:2011 (E)

Figures

Figure A.1 — Example of contiguous fields .......ccccviiiciiimmmmiiiiiisc e srses e nsn e e snnnn s 27
Tables

Table 1 — ComMPOSItioN Of COPPET ... sn e mmmn e e e e e e s smnmn e e e s e e s nnnnn 14
Table 2 — Composition of low alloyed copper alloys ... s 15
Table 3 — Composition of copper-aluminium alloys. ... 16
Table 4 — Composition of copper-nickel alloys ... s 17
Table 5 — Composition of copper-nickel-zinc alloys ..o 17
Table 6 — Composition of copper-zinC alloys.........ccciiiiiiicr s 18
Table 7 — Composition of copper-zinc-lead alloys ..........ccccvvrmrrrriiiiiicicsrsrrrr s snn e e sesnnns 19
Table 8 — Composition of complex copper-zinC alloys ........ccccceeiiiiiicciismrrrre i cssee e ssnns e snnns 20
Table 9 — Mechanical properties of round forging stock of COPPEr .......coviiiiicciircrrree e 21
Table 10 — Mechanical properties of round forging stock of low alloyed copper alloys ..........cccceuuueee 21
Table 11 — Mechanical properties of round forging stock of copper-aluminium alloys......c.cccccceeeueneeeee 22
Table 12 — Mechanical properties of round forging stock of copper-nickel alloys..........ccccccrrerrrrirccnnns 22
Table 13 — Mechanical properties of round forging stock of copper-nickel-zinc alloys .........cccccccvueeenn. 22
Table 14 — Mechanical properties of round forging stock of copper-zinc alloys..........cccceiiiiiernriiiiannnnn. 23
Table 15 — Mechanical properties of round forging stock of copper-zinc-lead alloys ...........cccceeviinnen. 23
Table 16 — Mechanical properties of round forging stock of complex copper-zinc alloys.................... 24
Table 17 — Tolerances on diameter of round forging Stock .........cccevcmiiiiii 24
Table 18 — Tolerances on straightness of round forging stock.........cccccocvvmriiniinnii e, 25
=T o] T e T -1 04 ] 11 Vo = TP 25

Documents
Document Sharingjﬂub

Full document details: BS EN 12165:2011


http://www.avadocuments.com/doc/bs-en-12165-2011
http://www.avadocuments.com/doc/bs-en-12165-2011

BS EN 12165:2011
EN 12165:2011 (E)

Foreword

This document (EN 12165:2011) has been prepared by Technical Committee CEN/TC 133 “Copper and
copper alloys”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by December 2011, and conflicting national standards shall be withdrawn
at the latest by December 2011.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 12165:1998.

Within its programme of work, Technical Committee CEN/TC 133 requested CEN/TC 133/WG 4 "Extruded
and drawn products, forgings and scrap" to revise the following standard:

— EN12165:1998, Copper and copper alloys — Wrought and unwrought forging stock.

This is one of a series of European Standards for the copper and copper alloy products rod, wire, profile and
forgings. Other products are specified as follows:

— , Copper and copper alloys — Rod for general purposes;

— , Copper and copper alloys — Rod for free machining purposes;

— , Copper and copper alloys — Wire for general purposes;

— , Copper and copper alloys — Profiles and bars for general purposes;

— , Copper and copper alloys — Hollow rod for free machining purposes;

— , Copper and copper alloys — Forgings;

— , Copper and copper alloys — Rod and wire for welding and braze welding;

— , Copper and copper alloys — Copper rod, bar and wire for general electrical purposes;

— EN_ 13602, Copper and copper alloys — Drawn round copper wire for the manufacture of electrical
conductors;

— , Copper and copper alloys — Copper profiles and profiled wires for electrical purposes.
In comparison with , the following significant technical changes were made:
a) Removal of thirteen materials:

1) CuCr1 (CW105C), CuNi2Be (CW110C) and CuNi3Si1 (CW112C);

2) CuAl6Si2Fe (CW301G), CuAl7Si2 (CW302G) and CuAI9Ni3Fe2 (CW304G);

3) CuNi10Zn42Pb2 (CW402J);

4) CuZn39Pb3Sn (CW615N) and CuZn40Pb2Sn (CW619N);
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5) CuZn25AI5Fe2Mn2Pb (CW705R), CuZn37Pb1Sn1 (CW714R), CuZn39Mn1AIPbSi (CW718R) and
CuzZn40Mn2Fe1 (CW723R);

b) Addition of four materials:
1) CuZn38Pb1 (CW607N) due to the use for hot stamping applications;
2) CuZn42 (CW510L) and CuZn38As (CW511L) due to the market requirements on restriction of lead;
3) CuZn21Si3P (CW724R) due to the market requirements on restriction of lead;

c) Revision of the mechanical properties (Tables 9 to 16) to reflect market needs; in particular the tensile
strength, the 0,2 % proof strength and the elongation that were previously informative have been deleted;

d) Modification of the sampling rate (Table 19).

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.

Documents
Document Sharingd—lub

Full document details: BS EN 12165:2011


http://www.avadocuments.com/doc/bs-en-12165-2011
http://www.avadocuments.com/doc/bs-en-12165-2011

BS EN 12165:2011
EN 12165:2011 (E)

Introduction

The European Committee for Standardization (CEN) draws attention to the fact that it is claimed that
compliance with this document may involve the use of a patent concerning the alloy CuZn21Si3P (CW724R)
given in 6.1.

CEN takes no position concerning the evidence, validity and scope of this patent right.

The holder of this patent right has assured the CEN that he is willing to negotiate licenses under reasonable
and non-discriminatory terms and conditions with applicants throughout the world. In this respect, the
statement of the holder of this patent right is registered with CEN. Information may be obtained from:

Wieland Werke AG
Graf Arco Stralle 36
D-89079 Ulm

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights other than those identified above. CEN shall not be held responsible for identifying any or all such
patent rights.
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1 Scope

This European Standard specifies the composition, property requirements and dimensional tolerances for
forging stock of copper and copper alloys.

The sampling procedures and the methods of test for verification of conformity to the requirements of this
European Standard are also specified.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

, Copper and copper alloys — Material condition designation

, Copper and copper alloys — European numbering system

, Copper and copper alloys — Declarations of conformity

, Copper and copper alloys — Cast unwrought copper products

, Metallic products — Types of inspection documents

N ISO 6506-1|, Metallic materials — Brinell hardness test — Part 1: Test method (ISO _6506-1:2005)

N ISO 6509:1995, Corrosion of metals and alloys — Determination of dezincification resistance of brass
SO 6509:198

ISO 1190-1, Copper and copper alloys — Code of designation — Part 1: Designation of materials

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

3.1

forging

three-dimensional shaped product produced by a plastic forming process such as hammering or pressing
between open or closed dies, including hammering between flat surfaces, normally when hot

NOTE Forging processes include, drop forging, hot stamping and hot pressing.

3.2

forging stock

extruded, rolled or drawn product such as rod, hollow rod, bar or profile or cast product, intended for the
production of forgings

33

deviation from circular form

difference between the maximum and the minimum diameters measured at any one cross-section of a round
product

[EN 12163:2011]]
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4 Designations
4.1 Material

411 General
The material is designated either by symbol or number (see Tables 1 to 8).
4.1.2 Symbol

The material symbol designation is based on the designation system given in ISO 1190-1.

NOTE Although material symbol designations used in this standard might be the same as those in other standards
using the designation system given in ISO 1190-1, the detailed composition requirements are not necessarily the same.

4.1.3 Number

The material number designation is in accordance with the system given in EN 1413.

4.2 Material condition

For the purposes of this standard, the following designations, which are in accordance with the system given
N 1173

in , apply for the material condition:
M Material condition for the product as manufactured without specified mechanical properties;
H.. Material condition designated by the minimum value of hardness requirement for the product with

mandatory hardness requirements.

Material condition is designated by only one of the above designations.

4.3 Product

The product designation provides a standardized pattern of designation from which a rapid and unequivocal
description of a product is conveyed in communication. It provides mutual comprehension at the international
level with regard to products which meet the requirements of the relevant European Standard.

The product designation is no substitute for the full content of the standard.

The product designation for products to this standard shall consist of:

— denomination (Forging stock);

— number of this European Standard ();

— material designation, either symbol or number (see Tables 1 to 8);

— material condition designation (see Tables 9 to 16);

— cross-sectional shape (the following designations shall be used as appropriate: RND for round, SQR for
square, HEX for hexagonal, OCT for octagonal, RCT for rectangular (bar), PFL for profile);

— for rod with round or regular polygonal cross-section, hollow rod or bar, the nominal cross-sectional
dimension(s) (diameter, width across-flats, external dimension x internal dimension, width x thickness, as
appropriate);

— for profiles, the number of the profile, or a fully dimensioned and toleranced drawing;

8
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