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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 12177:2022. It
supersedes BS EN 12177:2000, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PTI/13, Petroleum Testing and Terminology.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2022
Published by BSI Standards Limited 2022

ISBN 978 0 539 18380 1
ICS 75.160.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 November 2022.

Amendments/corrigenda issued since publication

Date Text affected
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EUROPEAN STANDARD EN 12177
NORME EUROPEENNE
EUROPAISCHE NORM November 2022

ICS 75.160.20 Supersedes EN 12177:1998

English Version

Liquid petroleum products - Unleaded petrol -
Determination of benzene content by gas chromatography

Produits pétroliers liquides - Essence sans plomb - Fliissige Mineralo6lerzeugnisse - Unverbleiter
Détermination de la teneur en benzéne par Ottokraftstoff - Bestimmung des Benzolgehaltes mittels
chromatographie en phase gazeuse Gaschromatographie

This European Standard was approved by CEN on 16 October 2022.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and
United Kingdom.
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EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2022 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 12177:2022 E
worldwide for CEN national Members.
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European foreword

This document (EN 12177:2022) has been prepared by Technical Committee CEN/TC 19 “Gaseous and
liquid fuels, lubricants and related products of petroleum, synthetic and biological origin”, the secretariat
of which is held by NEN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by May 2023, and conflicting national standards shall be
withdrawn at the latest by May 2023.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 12177:1998.

At the time of the development of the test method, the ethanol content of gasoline was limited to
5 % (V/V) which was reflected in the scope of the test method. Since several years, fuels containing up to
10 % of ethanol (3,7 % (m/m)) are common in the European market. This revision is meant to extend the
scope of the test methods to those fuels, thus reflecting market needs.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland,
Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the United
Kingdom.
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1 Scope

This document specifies a column switching gas chromatographic method for the quantitative
determination of benzene content in the range 0,05 % (V/V) to 6 % (V/V) in unleaded petrol having a
final boiling point not greater than 220 °C.

The method described in this document is suitable for determining benzene in petrol, including petrol
containing oxygenates up to E10 (up to 3,7 % (m/m) oxygen content), in line with the relevant EC
Directives [1].

NOTE For the purposes of this document, the terms "% (V/V)" and "% (m/m)" are used to represent
respectively the volume fraction and the mass fraction.

WARNING — Use of this document might involve hazardous materials, operations and equipment. This
document does not purport to address all of the safety problems associated with its use. It is the
responsibility of the user of this document to establish appropriate safety and health practices and
determine the applicability of regulatory limitations prior to use.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN ISO 3170, Petroleum liquids — Manual sampling (I1SO 3170)
EN ISO 3171, Petroleum liquids — Automatic pipeline sampling (IS0 3171)

EN ISO 3675, Crude petroleum and liquid petroleum products — Laboratory determination of density —
Hydrometer method (1SO 3675)

EN ISO 3838, Crude petroleum and liquid or solid petroleum products — Determination of density or
relative density — Capillary-stoppered pyknometer and graduated bicapillary pyknometer methods (ISO
3838)

EN ISO 12185, Crude petroleum and petroleum products — Determination of density — Oscillating U-tube
method (1SO 12185)

3 Terms and definitions

No terms and definitions are listed in this document.
[SO and IEC maintain terminological databases for use in standardization at the following addresses:

— IEC Electropedia: available at https://www.electropedia.org/

— ISO Online browsing platform: available at https://www.iso.org/obp/

4 Principle

The benzene-containing fraction is isolated from the sample using a capillary column and, in a second
capillary column, the benzene is separated and detected using a flame ionization detector.

NOTE1 Some oxygenates are known to interfere with the determination of benzene using a single column gas
chromatographic method.

NOTE 2  Guidance on the column switching technique is given in Annex A.
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