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National foreword

This British Standard has been prepared by Subcommittee EPL/46/4 and is the
English language version of EN 122180:1993 Harmonized system of quality
assessment for electronic components: Sectional specification: Radio frequency
coaxial connectors — Series SSMC, published by the Electronic Components
Committee (CECC) of the European Committee for Electrotechnical
Standardization (CENELEC). It is identical with CECC 22180:1993.

Cross-references

Publication referred to Corresponding British Standard

ICECC 22000:1999 BS CECC 22000:1993 Harmonized system of quality
assessment for electronic components. Generic
specification.

Radio frequency coaxial connectors (Parts I, II and III)
Environmental testing
Test methods
IEC 68-2-1:1990 BS EN 60068-2-1:1999 Tests A. Cold
Environmental testing
Part 2.1 Tests
IEC 68-2-13:1983 Part 2.1M: 1984 Test M. Low air pressure

TEC 68-2-30:1980 Part 2.1Db: 1981 Test Db and guidance: Damp heat,
cyclic (12 + 12 hour cycle)

Additional information. The following information on series SSMC connectors
is reproduced from the preface of CECC 22180 Issue 2 which does not form part
of this European Standard.

Series SSMC connectors have a characteristic impedance of 50 Q and are
normally used for low-power applications, in conjunction with flexible coaxial
cables having a dielectric diameter of 0,86 mm to 1,6 mm. The connectors are
usable up to a frequency of at least 6 GHz, and may be used at higher frequencies
if a reflection factor greater than 0,25 can be tolerated for straight connectors
and 0,33 for right-angle styles.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
the EN title page, pages 2 to 22, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on

the inside front cover.
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EUROPEAN STANDARD EN 122180
NORME EUROPEENNE
EUROPAISCHE NORM November 1993

UDC Supersedes CECC 22 180 Issue 2:1993
Descriptors: Quality, electronic components, connectors

English version

Sectional specification:
Radio frequency coaxial connectors.

Series SSMC

Spécification intermédiaire: Rahmenspezifikation:
Connecteurs coaxiaux pour fréquence Hochfrequenz-Koaxial-Steckverbinder.
radioélectrique. Serie SSMC

Série SSMC

This European Standard was approved by the CENELEC Electronic
Components Committee (CECC) on 1 November 1993. CENELEC members
are bound to comply with the CEN/CENELEC Internal Regulations which
stipulate the conditions for giving this European Standard the status of a
national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the General Secretariat of the
CECC or to any CENELEC member.

This European Standard exists in three official versions (English, French,
German). A version in any other language made by translation under the
responsibility of a CENELEC member into its own language and notified to the
CECC General Secretariat has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria,
Belgium, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom. The membership of the CECC is identical, with the exception
of the mnational electrotechnical committees of Greece, Iceland and
Luxembourg.

CECC

CENELEC Electronic Components Committee
Comité des Composants Electroniques du CENELEC
CENELEC-Komitee fiir Bauelemente der Elektronik

General Secretariat: Gartenstr. 179, D-60596 Frankfurt am Main

© 1993 Copyright reserved to CENELEC members
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EN 122180:1993

Foreword

The CENELEC Electronic Components Committee
(CECC) is composed of those member countries of
the European Committee for Electrotechnical
Standardization (CENELEC) who wish to take part
in a harmonized System for electronic components
of assessed quality.

The object of the System is to facilitate international
trade by the harmonization of the specifications and
quality assessment procedures for electronic

components, and by the grant of an internationally
recognized Mark, or Certificate, of Conformity. The
components produced under the System are thereby

acceptable in all member countries without testing.

This European Standard was prepared by CECC
WG 22, RF Connectors.

The text of the draft based on document

CECC 22 180 Issue 2:1993 was submitted to the
formal vote for conversion to a European Standard;
together with the voting report, circulated as

document CECC (Secretariat) 3433 it was approved
by CECC as h N 122180 on 1 November 1993.

The following dates were fixed:

— latest date of
announcement of the EN

at national level (doa) 1994-02-07

— latest date of publication
of an identical national
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Document numbering for r.f. connector specifications follows 2.2 of CECC 00 700:Section IV, in order to
permit the issue of more than nine sectional specifications. The approved numbering system applicable to

r.f. connector specifications is illustrated in the diagram below.

CECC SPECIFICATION SYSTEM
for R.F. Connectors

CECC 22 000
GENERIC SPECIFICATION

Scope

General

Quality assessment procedures
Test and measurement procedures

r |
v ]
CECC 22 170 SECTIONAL SPECIFICATION CECC 22 190
SECTIONAL (Connector SERIES SSMC) SECTIONAL
SPECIFICATION % SPECIFICATION

(SERIES SSMB)

|
CECC 22 171

*
*
*
*

Drawings - mating face drawings for
standard test connectors, general-

purpose connectors and applicable
gauges.

Standard conditions for testing
Qualification approval tests
Lot-by-lot tests

Periodic tests

(SERIES 7-16)

L S —

CECC 22 181 CECC 22 191
BLANK DETAIL BLANK DETAIL SPECIFICATION BLANK DETAIL
SPECIFIFATION * Pro-forma for preparation of detail SPECIFICATION
| specifications |
l '——_—__—-—--" ‘~‘~“§ l
e | 1o
CECC 22 171-001 I CECC 22 181-002 l CECC 22 191-001
DETAIL | DETAIL SPECIFICATION ' DETAIL
SPECIFICATION )l (Connector STYLE....) | SPECIFICATION
* Description of style k
* Details of any variants, appropriatJ \\\
/7 cables, etc. \
// * Qutline drawing(s) \\
y 4 * Assessment level LY
CECC 22 181-001 * Ratings (including limiting condi- CECC 22 181003
DETAIL tions of use) and characteristics DETAIL
SPECIFICATION * Test requirements SPECIFICATION

NOTE: A detail specification is a 'completed’ blank detail specification
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Section 1. Scope

This sectional specification (SS) provides information and rules for the preparation of detail specifications
(DS) for miniature screw-coupled coaxial connectors Series SSMC.

It prescribes mating-face dimensions for general purpose connectors, dimensional details for standard test
connectors, Grade 0, together with gauging information and the mandatory tests, selected from
CECC 22 000, applicable to all DSs relating to Series SSMC connectors.

This specification indicates the recommended performance characteristics to be considered when writing a
DS, and covers test schedules and inspection requirements for Assessment Levels H, M and U.
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