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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 12274-5:2018. It

supersedes BS EN 12274-5:2003, which is withdrawn.

BSI, as a member of CEN, is obliged to publish EN 12274-5:2018 as
a British Standard. Attention is drawn to the fact that during the
development of this European Standard , the UK committee voted
against its approval.

The main concern related to Clause 6.2, item 6): 80° Shore hardness
rubber specified in EN 12274-5:2003 for the hose on the abrasion
head changed to (85 + 5) IRHD hardness rubber. Shore readings (A)
are usually a few degrees higher than IRHD and so, the committee
considered that this conversion is not acceptable, because it suggests
that the rubber changes effectively from firm to hard.

Prior to the publication of EN 12274-5:2003, the British Standard

method in BS 434-2:1984) specified the rubber hardness to be 66-75
IRHD. This meant that laboratories complying with the new European
Standard used a slightly harder rubber. Test results to the EN standard
are different, possibly due in part to rubber hardness. All of the results of
test to the EN Standard relate to the new grade of rubber. Therefore, the
committee considered that, although supporting the IRHD system, it was
desirable that the rubber should continue to have a similar hardness.

CEN/CCMC accepted the proposal of WG2 subsequently, so that the
requirement is consistent with the available rubber hose, as specified in
the previous standard.

There was also concern that the specified dimensions of the abrasion
head in Figure 2 are not necessarily compatible with the specified
mass of the complete abrasion head (all parts including bridles and
screws) and that the dimensions of the counterweight should be
approximate only.

The UK participation in its preparation was entrusted to Technical
Committee B/510/2, Surface treatments.

A list of organizations represented on this committee can be obtained
on request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2018
Published by BSI Standards Limited 2018

ISBN 978 0 580 93560 2
ICS 93.080.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 July 2018.

Amendments/corrigenda issued since publication
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1CS 93.080.20 Supersedes EN 12274-5:2003

English Version

Slurry surfacing - Test method - Part 5: Determination of
the minimum binder content and wearing resistance

Matériaux bitumineux coulés a froid - Méthode d'essai Diinne Asphaltdeckschichten in Kaltbauweise -
- Partie 5: Détermination de la teneur minimum en Priifverfahren - Teil 5: Bestimmung des
liant et de la résistance a l'usure Mindestbindemittelgehaltes und des Verschleif3es von
Bitumenschlammen

This European Standard was approved by CEN on 13 November 2017.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and United Kingdom.
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EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2018 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 12274-5:2018 E
worldwide for CEN national Members.
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