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Foreword 

This document (EN 12350-6:2009) has been prepared by Technical Committee CEN/TC 104 “Concrete and 
related products”, the secretariat of which is held by DIN. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by October 2009, and conflicting national standards shall be withdrawn at 
the latest by October 2009. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN 12350-6:1999.  

The results of a recent laboratory inter-comparison, part-funded by the EC under the Measurement and 
Testing programme, contract MAT1-CT94-0043mtp, have been taken into account. The compaction of 
specimens using hand tamping, vibrating table, or internal (poker) vibrator are accepted as equivalent. 
However, the use of an internal vibrator to compact specimens containing entrained air should be carried out 
with caution. 

A procedure for calibrating the container has been included as a normative Annex A.  

This series EN 12350 includes the following parts.  

EN 12350 Testing fresh concrete 

Part 1: Sampling; 

Part 2: Slump-test;  

Part 3: Vebe test;  

Part 4: Degree of compactability; 

Part 5: Flow table test;  

Part 6: Density;  

Part 7: Air content — Pressure methods; 

Part 8: Self-compacting concrete - Slump-flow test (in preparation); 

Part 9: Self-compacting concrete - V-funnel test (in preparation); 

Part 10: Self-compacting concrete - L-box test (in preparation); 

Part 11: Self-compacting concrete - Sieve segregation test (in preparation); 

Part 12: Self-compacting concrete - J-ring test (in preparation).  

CAUTION — When cement is mixed with water, alkali is released. Take precautions to avoid dry 
cement entering the eyes, mouth and nose whilst mixing concrete. Prevent skin contact with wet 
cement or concrete by wearing suitable protective clothing. If cement or concrete enters the eye, 
immediately wash it out thoroughly with clean water and seek medical treatment without delay. Wash 
wet concrete off the skin immediately. 
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