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National foreword

This British Standard is the official English language version of
EN 12385-7:2002.

The UK participation in its preparation was entrusted to Technical Committee
MHE/2, Wire ropes, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 14, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.

Amendments issued since publication
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This European Standard was approved by CEN on 28 March 2002.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Management Centre has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Czech Republic, Denmark, Finland, France, Germany, Greece,
Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.
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© 2002 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 12385-7:2002 E
worldwide for CEN national Members.

Documents

Document Sharing Hub

Full document details: BS EN 12385-7:2002


http://dx.doi.org/10.3403/02682295U
http://www.avadocuments.com/doc/bs-en-12385-7-2002
http://www.avadocuments.com/doc/bs-en-12385-7-2002

EN 12385-7:2002 (E)

Contents

page
LT =T o o 3
] 0T 11T oo 4
1 T o o o T 4
2 (L0 1T LYo =] (=T =Y Lo 4
3 Terms and defiNitioNS... ... n e ne s nnnn s 4
4 L= o 0 = 2= T o L= 4
5 Safety requirements anNd/OF MEASUIES .......ccceiieerissrissrmissmsssriss s s sas s s e s e s s m s s s s s s am e s annnsanenanas 5
6 Verification of safety requirements and/or MEASUIeS..........ccccrrvrmrrrnismr s s 7
7 INFOrMAtION fOF USE ...oiiiieeiiiiees e s s s e s n e e s e e e e e am e e e e ramn e e mmn e 8
Annex A (normative) Properties of wires for guide ropes before ropemaking........ccccuvvmerrnssmmrmmnssmsrmsssesesssssneens 9
Annex B (informative) Minimum breakKing fOrCes.........cocmmmminiimiiins s s ssmssasas 11
Annex C (informative) Information which should be provided with an enquiry or order .........ccceecerriinniicnnnnes 13
0 Documents

Document Sharing Hub

Full document details: BS EN 12385-7:2002


http://www.avadocuments.com/doc/bs-en-12385-7-2002
http://www.avadocuments.com/doc/bs-en-12385-7-2002

EN 12385-7:2002 (E)

Foreword

This document (EN 12385-7:2002) has been prepared by Technical Committee CEN/TC 168, “Chains, ropes,
webbing, slings and accessories — Safety”, the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by April 2003, and conflicting national standards shall be withdrawn at the latest by
April 20083.

The other Parts of EN 12385 are:

Part 1: General requirements

Part 2: Definitions, designation and classification

Part 3: Information for use and maintenance

Part 4: Stranded ropes for general lifting applications

Part 5: Stranded ropes for lifts

Part 6: Stranded ropes for mine shafts

Part 8: Stranded hauling and carrying-hauling ropes for cableway installations designed to carry persons
Part 9: Locked coil carrying ropes for cableway installations designed to carry persons

Part 10: Spiral ropes for general structural applications

Part 1 provides the general requirements of Parts 4 to 10.
This is the first edition of this Part.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,
France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Spain,
Sweden, Switzerland and the United Kingdom.
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Introduction

During the preparation of this standard, it was assumed that a negotiation would take place between the purchaser
and the manufacturer concerning the intended purpose of the rope.

Specifiers, purchasers and users should recognise that locked coil ropes for mine shafts are, more often than not,
specially designed by the rope manufacturer to meet particular shaft conditions and machinery requirements.

1 Scope

This Part of this European Standard specifies the particular materials, manufacturing and testing requirements for
full-locked coil hoist and half-locked and full-locked coil guide ropes for mine shafts.

The particular hazards covered by this Part are identified in Clause 4.

For information only, typical breaking forces for both full-locked coil hoist ropes and half-locked and full-locked coil
guide ropes, based on one particular combination of wire tensile strength grades in each case, are given in annex
A (hoist ropes) and annex B (guide ropes) for some of the more common sizes.

2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text, and the publications are listed hereafter. For dated
references, subsequent amendments to or revisions of any of these publications apply to this European Standard only
when incorporated in it by amendment or revision. For undated references the latest edition of the publication referred
to applies (including amendments).

EN 292-2:1991/A1:1995, Safety of machinery — Basic concepts — General principles for design — Part 2: Technical
principles and specifications (Amendment 1).

N 1050:1996, Safety of machinery — Principles of risk assessment.

N 10264-3, Steel wire and wire products — Steel wire for ropes — Part 3: Cold drawn and cold shaped non-alloyed
steel wire for heavy duty applications.

EN 12385-1:2002, Steel wire ropes — Safety — Part 1: General requirements.

N 12385-3, Steel wire ropes — Safety — Part 2: Definitions, designation and classification.
ISO 4346, Steel wire ropes for general purposes — Lubricants — Basic requirements.

DIN 21258:1986, Preservative compounds for koepe friction drive winding ropes in mining — Safety requirements
and testing.

3 Terms and definitions

For the purposes of this European Standard, the terms and definitions in EN 12385-3 apply.

4 List of hazards

For the purposes of this Part the hazards identified in clause 4 of Part 1 apply.
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